
UPPER UWCHLAN TOWNSHIP 
BOARD OF SUPERVISORS WORKSHOP, 

CONDITIONAL USE HEARING 

June 10, 2024  (Monday)
4:00 p.m.

      AGENDA

LOCATION:  Township Building, 140 Pottstown Pike, Chester Springs PA 19425 

I. Call to Order
A. Salute to the Flag
B. Moment of Silence
C. Inquire if any Attendee plans to audio or video record the Workshop

II. 480 Pottstown Pike ~ Development ~ Discussion

III. Preserve at Marsh Creek ~ Declaration of Traffic Signal Easement ~ Discussion, Approval

IV. Ordinance Amendments
A. C1, C3 and LI Zoning District Uses - authorize advertisement for adoption
B. Short Term Rentals – discussion

V. Open Session

VI. Adjournment

VII. 5:30 p.m. Conditional Use Hearing ~ Rockhill Real Estate Enterprises ~ 500 Pottstown Pike
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UPPER UWCHLAN TOWNSHIP 
 

CHESTER COUNTY, PENNSYLVANIA 
 

ORDINANCE _____ - ______ 
 

AN ORDINANCE OF THE TOWNSHIP OF UPPER UWCHLAN, 
CHESTER COUNTY, PENNSYLVANIA, AMENDING CHAPTER 
200 OF THE UPPER UWCHLAN TOWNSHIP CODE TITLED 
“ZONING” TO ADD DEFINITIONS OF ATHLETIC CLUB, 
AUTOMOBILE SERVICE ESTABLISHMENT, CONTRACTOR’S 
ESTABLISHMENT,  HOOKAH BAR/LOUNGE, MICROBREWERY, 
MINI WAREHOUSE/SELF STORAGE, MUNICIPAL USE, OFFICE 
BUILDING, PERSONAL SERVICE ESTABLISHMENT, AND 
PUBLIC PLACE OF AMUSEMENT OR RECREATION IN SECTION 
200-7; TO AMEND THE DEFINITION OF EDUCATIONAL USE, 
RECREATION, ACTIVE, RECREATION, PASSIVE,  AND 
DWELLING UNIT IN SECTION 200-7; TO AMEND THE 
DEFINITION OF  RETAIL TRADE TO BE RETAIL STORE IN 
SECTION 200-7; TO AMEND THE PURPOSE STATEMENT FOR 
THE C-1 VILLAGE DISTRICT IN SECTION 200-32; TO AMEND 
THE USE REGULATIONS FOR THE C-1 VILLAGE DISTRICT IN 
SECTION 200-33; TO AMEND THE USE REGULATIONS FOR THE 
C-3 HIGHWAY COMMERCIAL  DISTRICT IN SECTION 200-39; TO 
AMEND THE PURPOSE STATEMENT FOR THE LI-LIMITED 
INDUSTRIAL DISTRICT IN SECTION 200-43; TO AMEND THE USE 
REGULATIONS FOR THE LI-LIMITED INDUSTRIAL DISTRICT IN 
SECTION 200-44; TO DELETE SECTION 200-63 TITLED 
CONVERSION OF DWELLINGS; AND TO AMEND SECTION 200-
88.C REGULATING SWIMMING POOLS. 

 
NOW THEREFORE, BE IT ENACTED AND ORDAINED by the Board of 

Supervisors of Upper Uwchlan Township that Chapter 200 of the Upper Uwchlan Township 
Code, titled “Zoning”, shall be amended as follows: 

 
SECTION 1. The following definitions shall be added to Section 200-7, titled, “Definitions 
and word usage”: 
 
ATHLETIC CLUB- An enterprise operating as a business or club which charges an 
admission, entry or membership fee or combination thereof, whether owned by a public or 
private entity, which is open to the public and provides various athletic or health facilities 
for its members, including but not limited to the following: gymnasium, swimming pool, 
nautilus, weights and similar conditioning equipment, tennis, handball, racquetball and 
similar ball courts and similar athletic facilities which are used to promote fitness and good 
health.  
 
AUTOMOBILE SERVICE ESTABLISHMENT- A facility for the repair, reconditioning and 
lubrication of motor vehicles and the replacement or installation of motor vehicle parts and 
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accessories when conducted in a repair shop offering a full range of services including 
body and fender repair, collision repair service and spray painting. 
 
CONTRACTOR’S ESTABLISHMENT- A commercial use which involves offices and/or the 
storage of supplies, equipment, machinery and materials for contractors and tradesmen 
such as builders, masons, carpenters and landscapers. Such use does not include retail 
sales of products or materials. 
 
HOOKAH BAR/LOUNGE- Any establishment that is dedicated, in whole or in part, to the 
smoking of a water pipe with a smoke chamber, a bowl, a pipe and a hose, commonly 
referred to as a "hookah." 
 
MICROBREWERY-A facility where more than 250 barrels and less than 15,000 barrels of 
malt or brewed beverages are produced on-premises on an annual basis and then sold or 
distributed for off-premises consumption, which is not a restaurant use. A microbrewery 
must be licensed by the Pennsylvania Liquor Control Board or any successor agency of 
the commonwealth. 
 
MINI WAREHOUSE-SELF STORAGE- A building or group of buildings that are divided 
into individual units, each of which unit is available for rent or lease to the public for the 
self-storage of tangible personal property. Outdoor storage is only permitted in designated 
locations on the property if approved in the land development plan for such use. 
 
MUNICIPAL USE- Any use conducted by Upper Uwchlan Township,  an agency of Upper 
Uwchlan Township or any authority created by Upper Uwchlan Township for administrative 
buildings, equipment or material storage, public park or recreational areas, public sewage 
treatment and/or water supply collection, treatment, storage and/or distribution facilities, 
stormwater management facilities, public parking garages and lots, public libraries or any 
similar use owned and operated by Upper Uwchlan Township, an agency of the Township 
or any authority created by the Upper Township. The definition of "municipal use" 
expressly excludes any use by any governmental agency or authority other than those of 
Upper Uwchlan Township. 
 
OFFICE BUILDING- A building used primarily for business services, medical services, 
professional and personal services, financial services, government functions or for 
administrative, managerial or clerical functions.  
 
PERSONAL SERVICE ESTABLISHMENT-An establishment that offers a type of service 
oriented to personal needs of members of the general public, but not one involving either a 
professional service or the retail or wholesale sales of products. Personal services include 
but are not limited to a barber, hairdresser, beautician, photographer, tailor, cleaning and 
pressing establishment, laundromat, shoe repair, household appliance repair, locksmith, 
massage therapy, pet groomer and similar services. 
 
PUBLIC PLACE OF AMUSEMENT OR RECREATION-Any facility providing recreation 
and/or amusement to the general public and which may or may not charge an admission 
or use fee. A public place of amusement or recreation includes, but is not limited to, movie 
theaters, live theaters, dinner theaters, concert halls, arcades, bowling alleys, amusement 
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parks, fairgrounds, hockey rinks, roller- or ice-skating rinks, moon bounce facilities, batting 
cages, public golf courses, driving ranges, miniature golf courses, chip-and-putt golf 
courses, tennis courts, paddle tennis courts, squash courts, handball courts, facilities 
providing table games, such as billiards, pool and table tennis or any facility of the same 
general character. 
 
SECTION 2. The definition of “Educational use” in Section 200-7 titled, “Definitions and 
word usage”, shall be revised as follows: 
 
EDUCATIONAL USE- Land or buildings used for the establishment and maintenance of a 
public or private secondary or elementary school or other educational institution which is 
used for the primary purpose of instruction and learning. The term shall exclude driver 
training schools, heavy equipment training, riding schools and day-care centers. 
 
SECTION 3. The definition of “Retail Trade” in Section 200-7 titled, “Definitions and word 
usage”, shall be revised to be “Retail Store.” 
 
SECTION 4. The definitions of Recreation, Active and Recreation, Passive in Section 200-
7 titled, “Definitions and word usage”, shall be revised as follows: 
 
RECREATION, ACTIVE- Leisure activities which are usually performed with others, often 
requiring equipment and which take place at prescribed places that require physical 
alteration to the land area in which they are performed. The term “active recreation” 
includes but is not limited to swimming pools, tennis courts, baseball and other field sports, 
golf and playgrounds. 
 
RECREATION, PASSIVE-Recreational pursuits that generally do not require a developed 
site and which can be carried out with little alteration or disruption to the area in which they 
are performed. Such uses include, but are not limited to, hiking, biking and picnicking.  The 
use of a paved path or trail for walking or biking shall be considered passive recreation.  
 
SECTION 5. The definition of “Dwelling unit” in Section 200-7 titled, “Definitions and word 
usage”, shall be revised as follows: 
 
DWELLING UNIT- One or more rooms in a building, designed for occupancy by one family 
for living purposes and having its own permanently installed cooking and sanitary facilities, 
with no enclosed space (other than vestibules, entrances or other hallways or porches) in 
common with any other dwelling unit. 
   
SECTION 6.  Section 200-32, titled, “Purpose” for the C-1 Village District shall be 
amended as follows: 
 
§ 200-32. Purpose.  
 
The regulations for the C-1 Village District are intended to preserve the historical 
development patterns of the villages of Eagle and Byers Station Historic District, and 
establish standards for development and coordinated street, parking, landscape 
improvements and pedestrian amenities, so as to complement the village setting and 

https://ecode360.com/8342319#8342319
https://ecode360.com/8342319#8342319
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provide for safe and convenient access. They are also intended to provide for a variety of 
uses in a manner which facilitates and promotes pedestrian travel within the village setting. 
 
SECTION 7. Section 200-33, titled “Use Regulations” for the C-1 Village District shall be 
amended as follows: 
 
§ 200-33. Use regulations. 
 
A. Uses by right. In the C-1 Village District, a building may be erected, altered or used, 

and a lot may be used or occupied by right, for the following principal purposes, and 
no other: 
 
(1) Office building.  

 
(2) Bank or other financial institution.  

 
(3) Retail store, provided that no adult-oriented use and no dispensing of gasoline 

shall be permitted. 
 

(4) Personal service establishment 
 

(5) Medical marijuana dispensary. 
 

(6) Restaurant, drive-through restaurant, but excluding hookah bar/lounge. 
 

(7) Bed and breakfast inn. 
 

(8) Cultural studio. 
 

(9) Municipal uses. 
 

(10) Public place of amusement or recreation and athletic club in a building or buildings 
with 10,000 square feet or less. 

 
(11) Passive recreation. 

  
B. Conditional uses. In the C-1 Village District, a building may be erected, altered or 

used, and a lot may be used or occupied, for any of the following principal purposes 
when authorized as a conditional use by the Board of Supervisors, subject to § 200-
116 of this chapter. Conditional use approval in the C-1 Village District shall require 
full compliance with all applicable design standards set forth in § 200-36, except 
where as a specific condition of approval, the Board provides for modification to such 
standards upon satisfactory demonstration by the applicant that full compliance is not 
practicable, based upon a preponderance of evidence. 
 
(1) Educational or religious use. 

 
(2) Cultural facility. 
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(3) Day-care center. 

 
(4) Mixed-use dwelling. 
 
(5) Adaptive reuse for historic preservation where permitted as a use subject to 

approval by the Board of Supervisors as a conditional use in accordance with § 
200-72.1. 

 
(6) Active recreation. 

 
C. Special exceptions. In the C-1 Village District, a building may be erected, altered or 

used, and a lot may be used or occupied for any of the following principal uses when 
authorized as a special exception by the Zoning Hearing Board, subject to Article XX 
of this chapter. 
 
(1) Governmental or public utility building or uses. 

D. Accessory uses. In the C-1 Village District, a building may be erected, altered or used, 
and a lot may be used or occupied for any customary commercial accessory use, 
subject to all applicable provisions of § 200-62. 

 
SECTION 8.  Section 200-39, titled, “Use regulations” for the C-3 Highway Commercial 
District shall be amended as follows: 
 
§ 200-39. Use regulations. 
 
On any lot or tract in the C-3 Highway Commercial District with direct frontage on Route 
100 (Pottstown Pike) and located north of Ticonderoga Boulevard and south of Byers Road, 
the use regulations set forth in § 200-33 for the C-1 Village District shall apply. On all other 
lots or tracts in the C-3 Highway Commercial District, the following regulations shall apply: 
 
A. Uses by right. In the C-3 Highway Commercial District, a building may be erected, 
altered or used, and a lot may be used or occupied by right, for any one, but only one, of 
the following principal purposes, and no other: 

 
(1) Office building. 

 
(2) Bank or other financial institution. 

 
(3) Passenger station for public transportation. 

 
(4) Retail store, provided that no sale or dispensing of gasoline or other fuels and no 

adult-oriented use shall be permitted. 
 

(5) Restaurant, drive-through restaurant. 
 

(6) Personal service establishment. 
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(7) Educational or religious use. 

 
(8) Cultural studio or cultural facility. 

 
(9) Medical marijuana dispensary.  

 
(10) Passive recreation. 

 
(11) Active recreation. 

 
B. Conditional uses. In the C-3 Highway Commercial District, a building may be erected, 

altered or used, and a lot may be used or occupied, for any one of the following 
principal purposes when authorized as a conditional use by the Board of Supervisors, 
subject to § 200-116 of this chapter. At the reasonable discretion of the Board of 
Supervisors, conditional uses in the C-3 Highway Commercial District may be 
approved subject to compliance with any applicable design standard(s) set forth in § 
200-36. 
 
(1) Any two or more principal uses otherwise permitted by right, conditional use, or 

special exception as provided herein. As a condition of conditional use approval, 
the Board of Supervisors may require that any application for a combination of 
two or more principal uses comply with the provisions of § 200-70 of this chapter, 
as deemed applicable by the Board. 
 

(2) Day-care center. 
 

(3) Hotel or motel. 
 

(4) Bed-and-breakfast inn. 
 

(5) Public place of amusement or recreation provided such use is exclusively indoors. 
 

(6) Sale or dispensing of gasoline as a principal or accessory use. 
 

(7) Vehicular sales establishment and sale of farming equipment. 
 

(8) Automobile service establishment. 
 

(9) Car wash. 
 

(10) Adaptive reuse for historic preservation where permitted as a use subject to 
approval by the Board of Supervisors as a conditional use in accordance with 
Section 200-72.1.  
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(11) Laboratory for scientific research and development. 
 

(12) Hookah bar/lounge. 
 
C. Special exceptions. In the C-3 Highway Commercial District, a building may be 

erected, altered or used, and a lot may be used or occupied for any one of the 
following principal uses when authorized as a special exception by the Zoning Hearing 
Board, subject to Article XX of this chapter: 
 
(1) Municipal or public uses; governmental or public utility building or uses. 

 
D. Accessory uses. In the C-3 Highway Commercial District, a building may be erected, 

altered or used, and a lot may be used or occupied for any customary commercial 
accessory use(s) provided that they are incidental to any permitted principal use. 

 
SECTION 9.  Section 200-43, titled, “Purpose” for the LI-Limited Industrial District shall be 
amended as follows: 
 
§ 200-43. Purpose. It is the intent of the LI District, as outlined by the Upper Uwchlan 
Township Comprehensive Plan, to provide for limited industrial and other related intensive 
activities in the Township, to encourage the establishment of industrial uses which will offer 
additional employment opportunities to establish reasonable standards governing industrial 
development to ensure its compatibility with the character of the area and adjacent land 
uses, and to locate industrial uses within close proximity to major roads in order to provide 
safe and efficient access by industrial-related traffic. 
 
SECTION 10.  Section 200-44, titled, “Use regulations” for the LI-Limited Industrial District 
shall be amended as follows: 
 
§ 200-44. Use regulations.  A building may be erected, altered or used, and a lot may be 
used or occupied, for any of the following purposes, and no other: 
 

A. Uses by right.  
 
(1) Assembly and manufacture of light industrial products. 
 
(2) Medical marijuana grower/processor.  

 
(3) Research, engineering, or testing laboratories. 

 
(4) Public utility operating facilities. 

 
(5) Printing or publishing establishment. 

 
(6) Office building. 

 
(7) Wholesale sales, storage and distribution in a building or buildings of 20,000 

square feet or less. 
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(8) Religious uses. 

 
(9) Public place of amusement or recreation and athletic club in a building of 

10,000 square feet or less. 
 

(10) Mini-warehouse/self storage facility.  
 

(11) Contractor’s establishment. 
 

(12) Passive recreation. 
 

(13) Active recreation.  

B. Conditional uses.  Any one of the following uses when authorized as a conditional use 
by the Board of Supervisors, subject to § 200-116 of this chapter: 

 
(1) Surface mining operations. 

 
(2) Sanitary landfills. 

 
(3) Junkyard. 

 
(4) Recycling collection center, excluding processing or transfer station. 

 
(5) Automobile service establishment.  

 
(6) Public place of amusement or recreation and athletic club in a building or 

buildings larger than 10,000 square feet. 
 

(7) Tower-based wireless communication facilities. 
 

(8) Adult-oriented use, where located not less than 500 feet from any similar use 
and from any residence, church, or public or private school or day-care facility.  

 
(9) Municipal or public uses; governmental or public utility building or uses. 

 
(10) Wholesale sales, storage and distribution in a building or buildings larger than 

20,000 square feet or less. 
 

(11) Microbrewery. 
 

(12) The following additional uses shall be permitted when established on a property 
designated by the Township as a Historic Resource on the Historic Resource 
Inventory, where historical building(s) shall be adaptively re-used: 
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(a) Restaurants. 

(b) Retail sales. 

C. Special exception.  Any one of the following uses when authorized as a special 
exception by the Zoning Hearing Board, subject to Article XX of this chapter: 

 
(1) Any use similar to the above permitted uses not specifically provided for herein, 

provided that the use meets the performance requirements of § 200-82 of this 
chapter. 

D. Accessory uses.  The following accessory uses shall be permitted provided that they 
are incidental to any of the foregoing permitted uses: 
 
(1) Customary industrial accessory uses. 
 
(2) A helicopter landing pad as an accessory use to any of the uses permitted by right, 

by conditional use or by special exception, when such accessory use is authorized 
by conditional use procedure and providing that any such accessory use shall 
comply with the following: 

(a) No helicopter shall take off or land over areas zoned other than Limited 
Industrial. 

(b) No helicopter landing pad shall be located within 1,000 feet of any area zoned 
other than Limited Industrial. 

(c) There shall be a minimum front yard setback of 300 feet for any helicopter 
landing pad. 

(d) There shall be a minimum side and rear yard setback of 200 feet for any 
helicopter landing pad. 

(e) The owner and operator of the facility shall enter into an agreement with the 
Township with respect to the following: fixing the flight for helicopter taking off 
and/or landing patterns. 

(f) All helicopter flights shall comply with FAR 91.119, pertaining to minimum 
safe altitude. 

 
SECTION 11.  Section 200-63, titled, “Conversion of dwellings” shall be deleted and the 
section number reserved.  
 
SECTION 12.  Section 200-88.C shall be amended as follows: 
 
“All swimming pools, excluding portable or aboveground pools less than three feet in depth, 
shall be completely enclosed by a contiguous fence no less than four feet in height that 
completely surrounds the pool, that serves as a restricted barrier against trespass. All 
swimming pool fences shall adhere to applicable Building Code regulations, and shall be 
maintained in good condition. A dwelling, accessory building, or other structure allowed by 
this chapter may be used as part of such enclosure. All gates and doors opening through any 
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swimming pool enclosure shall be equipped with a self-closing and self-latching device for 
keeping such gate or door securely closed and latched at all times when not in use.” 
 
SECTION 13.  Severability.  If any sentence, clause, section, or part of this Ordinance is for 
any reason found to be unconstitutional, illegal, or invalid, such unconstitutionality, illegality 
or invalidity shall not affect or impair any of the remaining provisions, sentences, clauses, 
sections, or parts hereof.  It is hereby declared as the intent of the Board of Supervisors that 
this Ordinance would have been adopted had such unconstitutional, illegal, or invalid 
sentence, clause, section, or part thereof not been included herein. 
 
SECTION 14.   Repealer.  All ordinances or parts of ordinances conflicting with any provision 
of this Ordinance are hereby repealed insofar as the same affects this Ordinance. 
 
SECTION 15.  Effective Date.  This Ordinance shall become effective five (5) days following 
the enactment as by law provided. 
 
ENACTED AND ORDAINED this ____ day of ______________, 2024. 
 

ATTEST:     UPPER UWCHLAN TOWNSHIP 
      BOARD OF SUPERVISORS 
 
 
_________________________  ________________________________ 
Gwen A. Jonik, Secretary   Jennifer F. Baxter, Chair 
 
 
      ________________________________ 
      Andrew P. Durkin, Vice-Chair 
 
                                                                  
      ________________________________ 
      Sandra M. D’Amico, Member 
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UPPER UWCHLAN TOWNSHIP 
 

CHESTER COUNTY, PENNSYLVANIA 
 

ORDINANCE _____ - ______ 
 

AN ORDINANCE OF THE TOWNSHIP OF UPPER UWCHLAN, 
CHESTER COUNTY, PENNSYLVANIA, AMENDING CHAPTER 
200 OF THE UPPER UWCHLAN TOWNSHIP CODE TITLED 
“ZONING” TO DELETE THE DEFINITION OF “HOTEL/MOTEL/ 
MOTOR INN” AND TO ADD DEFINITIONS OF HOTEL, MOTEL 
AND SHORT TERM RENTAL IN SECTION 200-7; TO AMEND 
SECTION 200-13.C TO ALLOW A SHORT TERM RENTAL IN THE  
R-1 DISTRICT BY CONDITIONAL USE; SECTION 200-17.B TO 
ALLOW A SHORT TERM RENTAL IN THE  R-2 DISTRICT BY 
CONDITIONAL USE AND TO ADOPT A NEW SECTION 200-72.3 
TO ADOPT CRITERIA FOR A SHORT TERM RENTAL. 

 
NOW THEREFORE, BE IT ENACTED AND ORDAINED by the Board of 

Supervisors of Upper Uwchlan Township that Chapter 200 of the Upper Uwchlan Township 
Code, titled “Zoning”, shall be amended as follows: 

 
SECTION 1. The definition of “Hotel, Motel and Motor Inn” in Section 200-7, titled, 
“Definitions and word usage” shall be deleted. 
 
SECTION 2. The following definitions shall be added to Section 200-7, titled, “Definitions 
and word usage”: 
 
HOTEL- A facility offering transient lodging accommodations to the general public, which 
rooms are entered exclusively from an interior lobby, corridor or hallway from a common 
entrance, and which may include additional facilities and services, such as restaurants, 
lounges, meeting rooms and other common areas, or recreation facilities for use only by 
registered hotel guests. 
 
MOTEL- Building or series of buildings in which transient lodging is offered for 
compensation, and which is distinguished from a hotel primarily by reason of providing direct 
independent access to, and adjoining parking for, each rental unit. 
 
SHORT TERM RENTAL – Any single family detached dwelling unit rented for the purpose 
of overnight transient lodging for a period of less than 30 days. The leasing of one or more 
bedrooms in a dwelling unit shall not be permitted as a short term rental. 
 
SECTION 3. Section 200-13, titled “Use Regulations” for the R-1 Residential District shall 
be amended in Section 200-13.C to add a new subparagragh (7) as follows: 
 

(7) Short term rental subject to the criteria in Section 200-72.3. 
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SECTION 4. Section 200-17, titled “Use Regulations” for the R-2 Residential District shall 
be amended in Section 200-17.B to add a new subparagragh (4) as follows: 
 

(4) Short term rental subject to the criteria in Section 200-72.3. 
 
SECTION 5.  A new Section 200-72.3 titled, “Standards and criteria for short term rentals” 
shall be added and provide as follows: 
 
“§200-72.3. Standards and criteria for short term rentals.  
 

A. In addition to the requirements in Section 200-116 that apply to all uses permitted by 
conditional use, short term rentals shall also comply with the standards and criteria in 
this Section. 
 

B. Standards and criteria.  
 

(1) Short term rentals shall be permitted in single family detached dwelling units in 
the R-1 Residential District and the R-2 Residential District by conditional use.   

 
(2) The leasing of one or more bedrooms in a dwelling unit shall not be permitted as 

a short term rental. 
 
(3) The short term rental must provide one off-street parking space per bedroom.  
 
(4) The owner of a short term rental shall be required to obtain an annual rental 

permit and pay the applicable annual rental permit fee as established by 
Resolution of the Board.  In order to obtain the rental permit, the short term 
rental shall be inspected on an annual basis by the Township Code Department. 
The short term rental shall demonstrate proof of the following:  

 
a) working smoke detector in each bedroom; 

b) working smoke detector outside each bedroom in a common hallway; 

c) working smoke detector on each floor; 

d) GFI outlet for all outlets located within 6 feet of a water source; 

e) aluminum or metal exhaust from the dryer; 

f) carbon monoxide detector if open flame furnace or gas fireplace is used; 

g) carbon monoxide detector if a garage is attached; 

h) fire extinguisher located in a conspicuous location in the kitchen; and 

i) All indoor and outdoor staircases in good condition. 
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(5) Short term rentals shall comply with all applicable federal, state and local 
governmental laws, rules, ordinances, resolutions and regulations including the 
Upper Uwchlan Township Code. 

 
(6) The maximum number of guests that may stay overnight in the short term rental 

shall be limited to two per bedroom. 
 
(7) A short term rental advertising more than three bedrooms shall provide proof to the 

Zoning Officer that the dwelling is connected to public sewer or in the case where 
the dwelling is served by a private septic system, the septic system is adequate to 
handle the additional flows estimated by the additional bedrooms.  If the septic 
system malfunctions, the short term rental use shall be discontinued until such time 
as the septic system is repaired or replaced.  

   
SECTION 6.  Severability.  If any sentence, clause, section, or part of this Ordinance is for 
any reason found to be unconstitutional, illegal, or invalid, such unconstitutionality, illegality or 
invalidity shall not affect or impair any of the remaining provisions, sentences, clauses, 
sections, or parts hereof.  It is hereby declared as the intent of the Board of Supervisors that 
this Ordinance would have been adopted had such unconstitutional, illegal, or invalid 
sentence, clause, section, or part thereof not been included herein. 
 
SECTION 7.   Repealer.  All ordinances or parts of ordinances conflicting with any provision 
of this Ordinance are hereby repealed insofar as the same affects this Ordinance. 
 
SECTION 8.  Effective Date.  This Ordinance shall become effective five (5) days following 
the enactment as by law provided. 
 
ENACTED AND ORDAINED this ____ day of ______________, 2024. 
 

ATTEST:     UPPER UWCHLAN TOWNSHIP 
      BOARD OF SUPERVISORS 
 
 
_________________________  ________________________________ 
Gwen A. Jonik, Secretary   Jennifer F. Baxter, Chair 
 
 
      ________________________________ 
      Andrew P. Durkin, Vice-Chair 
 
                                                                  
      ________________________________ 
      Sandra M. D’Amico, Member 
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March 11, 2024 
 Via hand delivery and e-mail 

 
Tony Scheivert, Township Manager 
Upper Uwchlan Township 
140 Pottstown Pike 
Chester Springs, PA 19425 
 

Re: Rockhill Real Estate Enterprises XVII LP/500 Pottstown Pike 

 Conditional Use Application 

 
Dear Tony: 
 
  This firm represents Rockhill Real Estate Enterprises XVII LP (“Applicant”) in 
connection with its property located at 500 Pottstown Pike and identified as Chester County UPI 

No. 32-1-34.1C (“Property”).  The Property is current vacant and is zoned C-3 Highway 

Commercial District.  Applicant seeks to construct an approximately 36,380 square foot vehicular 

service establishment and parking.  Applicant also intends to store vehicles on the Property as 

inventory for local dealerships.   

 

Pursuant to Sections 200-39.B(7), and (9) of the Upper Uwchlan Township Zoning 

Ordinance (“Zoning Ordinance”), the Applicant must obtain conditional use approval to operate 

the proposed vehicular sales establishment and vehicular service establishment uses, respectively.  

Additionally, Section 200-39.B(1) of the Zoning Ordinance requires conditional use approval to 

operate any two or more principal uses permitted by right, conditional use, or special exception.  

Lastly, manmade precautionary steep slopes affect a portion of the proposed vehicle service center 

on the Property, which necessitates conditional use approval pursuant to Sections 200-

107.D(3)(b)[1] and [4] of the Zoning Ordinance.  Therefore, Applicant is hereby submitting its 

conditional use application (“Application”) seeking approval for such uses.  

 
 Enclosed for filing in connection with the Application are the following materials: 
 

1. One (1) copy of the Conditional Use Application form with the attached Addendum; 
2. Four (4) copies of the Conditional Use Plan prepared by T&M Associates, dated 

February 16, 2023; 
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3. Three (3) copies of a Transportation Impact Assessment prepared by Traffic Planning 
and Design, Inc., dated March 4, 2024; 

4. Three (3) copies of a TIS Scoping Review Response prepared by Traffic Planning & 
Design, Inc. dated March 4, 2024;  

5. Three (3) copies of a Fiscal Impact Analysis prepared by EH Creative Services LLC 
dated March 4, 2024; and 

6. A check in the amount of $1,000.00 made payable to Upper Uwchlan Township, the 
Conditional Use Application fee. 

 
A link to download electronic copies of all materials submitted with this Application has 

been included with the email version of this letter.   
 
Section 200-117.I of the Zoning Ordinance requires submission of certain impact 

statements in connection with Conditional Use Applications.  Section 200-117.I incorporates 
Section 162-9.H of the Subdivision and Land Development Ordinance, which in Subsection (1)(c) 
allows the Board of Supervisors to waive the requirements of impact statements if they are 
determined not to be applicable.  In this instance, the property identified as UPI No. 32-1-31 to the 
west of the Property is listed as a Class II Historic Resource on the Upper Uwchlan Township 
Historic Resources Inventory. The proposed development is not anticipated to have any impact on 
the historic resource, as the service facility will be located more than 200 feet from the historic 
structure and the properties are separated by Pottstown Pike, a major thoroughfare.  To the extent 
that an historic resource impact study would be required, Applicant is seeking a waiver of this 
requirement.  
 

Kindly forward the enclosed materials to the Township Consultants and Township 
Planning Commission for review.  

 
As always, please feel free to contact us with any questions or if you need additional 

information.  Thank you for your attention to this matter. 
 
 
       Very truly yours, 
 

/s/    Alyson M. Zarro 
 

       ALYSON M. ZARRO 
 
AMZ/cpw 
Enclosures 
 
cc: Kristin Camp, Esquire, Township Solicitor (via email w/enclosures) 
 Gwen Jonik, Township Secretary (via email w/enclosures) 



 
Tony Scheivert, Township Manager 
Upper Uwchlan Township 
March 11, 2024 
Page 3 
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Robert DiStanislao, RDS (via email w/enclosures) 

Keith Lieberman, P.E., T&M Associates (via email w/enclosures) 

Jacob Tackett, T&M Associates (via email w/enclosures) 

Matt Hammond, P.E., TPD (via email w/enclosures) 

Erik Hetzel, EH Creative (via email w/enclosures) 

 Cameron P. Wolfson, Esquire, (via email w/enclosures) 
  
 
  
 
       
 
 
 
 

 



★ M,j UPPER UWCl-ILAN TOWNSHIP

140 Pottstown Pike

Chester Springs, PA 19425
610-458-9400

r'-

iI

Fax 610-458-0307<
●v

CONDITIONAL USE APPLICATION

Tax Parcel Number: 32-1-34.1C

Name of Applicant; Rockhil! Real Estate Enterprises XVII LP

Address: West Chester Pike, Newtown Square, PA 19073

Date; March 11, 2024

Email' rd@rdsautogroup.comTelephone:

Rockhill Real Estate Enterprises XVII LPOwner of Parcel;

Address / Location of Parcel:

Zoning District: C-3H;ghu3yCommerc:3l

500 Pottstown Pike

Vacant
Existing Use:

Article / Section Authorizing Conditional Use:

Description of Proposed Conditional Use: See addendum.

§§ 200-39,B(1), (7), and (9) and §§ 200-107.D(3)(b)[1) and (4]

This Application shall be accompanied by;

1. A fee of S500.00 for Non-Commercial or SI ,000.00 for Commercial/lndustriai;

2. Four (4) printed copies and an electronic copy of:

» parcel plot plans (hair Ofv/hicri can be of reduced size, i.e. 11 x 17)

3. Three (3) printed copies and an electronic copy of:

o impact statements (if applicable pursuant to llie Township's Zoning Ordinance §200-63),

e and any other information pursuant to Zoning Ordinance §200-116, §200-117
{Conditional Uses. Conditional Use Stanclaids).

● The Applicant will be responsible (or reimbursing tbe Township for Consultants' Foes and Legal Fees, and
if additional Heatings arc- necessary, a Fee will be charged for each Additional Heafing:

Non-Commercial $250 00/Hearing. Commercial/lndustriai $500.00/Hearing

Ihereby depose and say that al! of the above statements, and the statements contained in
submitted herevyith, are true to the best^ my knowledge and belief.any papers

m /I

Sign^^rmr^f Ap^ant
Alyson M Zarro, Esq., Atlorney/Aulhonzed Agent for Applican

Printed Name of Applicant

COMMONVyEALTH OF PENNSYLVANIA
COUNTY OF CHESTER

Sv.'pm to and su

^ day of
ubscnbed before me this

wjiKm . 2

Form Revised August 202 1NOtSy Public
Commonwealth of Pennsylvania - Notary Seal

CARLA CAPONE ● Notary Public

Chester County

My Commission Expires September 23, 2024
Commission Number 1022933
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500 POTTSTOWN PIKE CONDITIONAL USE APPLICATION ADDENDUM 

March 11, 2024 

 Rockhill Real Estate Enterprises XVII LP (“Applicant”) is the owner of an approximately 

13.79 acre property located at 500 Pottstown Pike and further identified as Chester County UPI 

No. 32-1-34.1C (“Property”).  The Property is situated east of the intersection of Pottstown Pike 

(S.R. 0100) and Font Road and is zoned C-3 Highway Commercial District.  The Property is a 

vacant lot, which was previously used as a tank farm, and is surrounded by existing commercial 

and industrial uses.     

 Applicant requests conditional use approval to operate vehicular sales and service uses on 

the Property, pursuant to Sections 200-39.B(7) and (9) of the Upper Uwchlan Township Zoning 

Ordinance (“Zoning Ordinance”).  Specifically, Applicant plans to construct an approximately 

36,380 square foot vehicle service center with associated parking and stormwater management 

facilities, as shown on the enclosed Conditional Use Plan prepared by T&M Associates, dated 

February 16, 2023, consisting of six (6) sheets (“Plan”).  Additionally, Applicant proposes to install 

additional paved parking areas to store vehicles on the Property as inventory for off-site local 

dealerships owned by RDS Automotive Group.  Therefore, 415 parking spaces are proposed for 

both uses.  Access to the site is proposed through a single access driveway connecting to Pottstown 

Pike.  This driveway is aligned with the existing intersection of Pottstown Pike and Font Road.   

 As noted above, vehicular sales and service establishments are permitted by conditional 

use in the C-3 District, in accordance with Sections 200-39.B(7) and (9).  Additionally, Section 

200-39.B(1) requires conditional use approval for any two or more principal uses otherwise 

permitted by right, conditional use, or special exception.  Therefore, Applicant is requesting 

conditional use approval from Sections 200-39.B(1), (7), and (9) of the Zoning Ordinance to 

operate vehicular sales and service establishments on the Property.  

The Property is also affected by manmade precautionary and prohibitive steep slopes, as 

shown on Sheet 3 of the Plan.  A portion of the proposed service center and sanitary and storm 

sewers are located within the existing manmade precautionary slopes.  Accordingly, Applicant is 

requesting conditional use approval from Sections 200-107.D(3)(b)[1] and [4] of the Zoning 

Ordinance to construct a portion vehicle service center and install sanitary and storm sewers in the 

manmade precautionary steep slopes.  Sheet 3 of the Plan also identifies uses within manmade 

prohibitive steep slope areas. Applicant intends to seek variance relief from the appropriate 

sections of the Zoning Ordinance for disturbance of and uses in the manmade prohibitive steep 

slope areas. 
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PARKING/LOADING REQUIREMENTS

DEVELOPMENT PROPOSED IN STEEP SLOPES

LEGEND
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GROUND COVERS
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EH CREATIVE SERVICES LLC 
16 MANOR ROAD 

 PAOLI, PA 19301  
610.322.7154 

erik@erikhetzel.com 
 

 

Memorandum 
To: Jacob Tackett, Principal Staff Designer     
 T and M Associates 

From:  Erik Hetzel, AICP/PP, LEED AP 

Date: March 4, 2024 

Re: Fiscal Impact Analysis – Proposed Automotive Service Center, 500 Pottstown 
Pike, Upper Uwchlan Township 

 
 

RDS Automotive Group is proposing to construct a 36,380-square-foot 
automotive service center on the property located at 500 Pottstown Pike in Upper 
Uwchlan Township, Chester County, Pennsylvania.  Along with site improvements that 
will generate additional real estate tax revenue for the Township and School District, the 
applicant expects to create approximately 10 full-time equivalent jobs at the site.  It is 
projected that the proposed development will result in beneficial, net-positive annual 
fiscal impacts to both Upper Uwchlan Township and the Downingtown Area School 
District, as described in Table 1. 

 
Table 1 

Summary of Annual Fiscal Impacts 
 

 
 

Fiscal impacts presented in this analysis were estimated using a methodology 
developed by the Rutgers University Center for Urban Policy Research, as originally 

Tax
Revenues Expenditures

Net
Fiscal Impact

Upper Uwchlan
Township

$4,013 ($1,091) $2,922

Downingtown Area
School District

$85,946 $0 $85,946

TOTAL $89,959 ($1,091) $88,869
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described in The New Practitioner’s Guild to Fiscal Analysis1 and further developed in a 
later publication by the same authors entitled Development Impact Assessment 
Handbook2. 
 
Revenue Impacts 
 

Real Estate Property Tax - At project completion, the improvements are 
anticipated to have a total market value of approximately $8 million, which translates to 
an assessed value of approximately $2,877,698.  This assessment calculation is based on 
the current (2023-2024) Chester County common-level ratio of 2.78, which estimates 
assessed value at approximately 35.97% of market value.  The Township levies the real 
estate tax at the rate of 1.121 mills, which will generate approximately $3,226 annually 
to the Township.  The School District millage rate is currently 29.558 mills, which applied 
the assessment describe above, will generate approximately $85,059 in real estate taxes 
to the School District annually. 

 
Earned Income Tax (EIT) Revenues – Workers who reside in Upper Uwchlan 

Township pay the EIT at the rate of 1.0%, with 0.5% going to each the Township and 
School District.  The EIT is also levied at the rate of 1.0% on non-residents who do not 
pay the EIT in their home jurisdictions with the full amount of the tax going only to the 
Township.  The applicant estimates that the proposed use will create 10 full-time 
equivalent jobs at this location with an estimated mean annual wage of $52,480 per 
employee3.  We cannot predict where these employees will reside, nor whether they 
will be paying the EIT to their home jurisdictions.  Hence, we conservatively assume that 
25% of the workers (or, 3 of the total 10 workers) will be eligible to pay the EIT as 
Township residents.  Under the foregoing assumptions, the EIT will generate revenues 
totaling $787 to the Township and $787 to the School District. 

 
Local Services Tax (LST) Revenues – The LST is paid only to the School District at 

the rate of $10 per employee.  With an estimated 10 employees, the proposed 
development would generate approximately $100 annually in LST revenues to the 
School District. 
                                                            
1 Burchell, Robert W., David Listokin, et al. The New Practitioner’s Guide to Fiscal Impact Analysis, New 
Brunswick, NJ: Rutgers, The State University of New Jersey, 1985. 
2 Burchell, Robert W., David Listokin, et al. Development Impact Assessment Handbook. Washington, D.C.: 
ULI-the Urban Land Institute, 1994. 
3 Occupation title “Automotive Service Technicians and Mechanics” from U.S. Bureau of Labor Statistics, 
Occupational Employment and Wage Statistics, May 2022 Metropolitan and Nonmetropolitan Area 
Occupational Employment and Wage Estimates, Philadelphia-Camden-Wilmington, PA-NJ-DE-MD  
<https://www.bls.gov/oes/current/oes_37980.htm#49-0000> 
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Regional Economic Impacts 
 

The proposed development will have a beneficial economic “ripple effect” in the 
local economy, as the new employees use goods and services in and around Upper 
Uwchlan Township.  In addition, the development phase of the project will provide 
construction jobs and result in construction-related consumption expenditures in the 
local and regional economies.  These impacts are not reflected in the summary table 
included in this memorandum but will provide economic benefits over and above the 
annual revenues described therein. 
 
Cost Analysis 
 

The cost analysis includes expenses from the Township budget for services most 
likely to be impacted by the proposed development.  These expense items are described 
in Table 2. 

 
Table 2 

Upper Uwchlan Township Budget 
General Fund Expenses 

 

 
 
Cost attributable to the proposed development were projected using the “Per 

Capita Multiplier” methodology from the Development Impact Assessment Handbook. 
That method differentiates how services are distributed among residential and 
nonresidential portions of Upper Uwchlan Township on the basis of a ratio of residential 
to nonresidential uses as described in County assessment data for the Township, using a 
blended average of total assessments and number of parcels for residential and 
nonresidential land use classifications.  Assessment information for Upper Uwchlan 
Township was obtained from the Chester County Board of Assessment for this analysis.  
Details of the cost calculations are described in Table 3 on the next page. 

 

Expenditure Line Item Budget Amount
Tax Collection $11,000 100% $11,000
Legal $55,000 100% $55,000
Police Expenses $3,453,424 100% $3,453,424
Fire & Ambulance $507,870 100% $507,870
Codes Administration $425,501 10% $42,550
Emergency Operations/Other $60,548 100% $60,548
Public Works $1,285,281 100% $1,285,281

TOTAL $5,798,624 $5,415,673

Amount Used in Analysis
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Table 2 
Per-Capita Cost Calculation Methodology 

 

 

A Number of residential parcels in Township 4,275
B Number of nonresidential parcels in Township 245
C TOTAL PARCELS (A + B) 4,520

D
Percentage of nonresidential parcels in Township
(B / C)

5.42%

E Total residential assessment in Township $992,503,225
F Total nonresidential assessment in Township $172,997,590
G TOTAL ASSESSMENT (E + F) $1,165,500,815

H
Percentage of nonresidential assessment in Township
(F / G)

14.84%

I
Blended average of parcels and assessment, Nonresidential 
percentage of Township (( D + H) / 2 ))

10.13%

J Cost for services likely to impacted by new development $5,415,673

K
Cost of Township services allocated to nonresidential uses
(I x J)

$548,704

L
Total employment (number of employees working in Township)

5,031

M
Per capita cost per employee working in Township
(K / L)

$109.06

N Projected employees working at proposed development 10

O
Township costs attributable to proposed development
(M x N) $1,090.65

1.

2.

3.

4.

NOTES:
Parcel and assessment information obtained from Chester County Board of Assessment.

Township cost information from Upper Uwchlan Township Budget, 2024.

Township employment estimate from Delaware Valley Regional Planning Commission, 
Municipal and County-Level Population and Employment Forecasts, 2015-2050
( https://www.dvrpc.org/webmaps/popempforecasts/ )

Projected number of new employees working at proposed automotive service facility 
estimated by applicant/operator.
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The proposed development of this non-residential use will not generate any 
school-aged children and hence, will not result in additional costs for the School District. 

 
Erik Hetzel (the author of this report) spoke with Township Manager Tony 

Scheivert on March 4, 2024 to discuss potential public service demands from the 
proposed development.  Mr. Scheivert noted that, as with any new development there 
will likely be some additional need for public services; however, based on his 
understanding of the use and the cost analysis described herein, demand from the 
proposed development is not anticipated to exceed existing capacity for such Township 
functions as administration, public works, police, fire and emergency services, and parks 
and recreation.  Mr. Scheivert mentioned that, if a traffic signal is required as part of 
access to the development, maintenance of that equipment could pose a potential 
future cost for the Township and might necessitate a shared maintenance arrangement 
between the applicant and the Township. 

 
Published demand factors are available for Police, Fire and Emergency Medical 

Services (EMS) personnel, vehicles, and facilities.  These factors and the resulting 
estimated demands for each service are presented in Table 4 on the next page.  
Planning standards for these calculations are from the Development Impact Assessment 
Handbook and the Pennsylvania Department of Health, Bureau of Emergency Medical 
Services4 based on a non-residential use with a daytime population of approximately 10 
employees.  Personnel, vehicles, and facilities for Police and Fire are based on the noted 
planning standards per 1,000 population per year.  EMS planning standards for 
personnel and vehicles are per 30,000 population per year, and the planning standard 
for EMS calls is per 1,000 population per year.  

                                                            
4 2021 EMS Data Report, 2022 
https://www.health.pa.gov/topics/Documents/EMS/2021%20EMS%20Data%20Report.pdf 
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Table 4 
Public Safety Demand Factors and 

Projected Demand from Proposed Development 
 

 
 
 
Conclusions and Summary 
 
 In conclusion, the net positive fiscal impact in terms of projected revenues over 
costs for Upper Uwchlan Township is expected to be approximately $2,922 annually at 
project completion, essentially paying for itself in terms of Township services.  The 
projected net positive fiscal impact on the Downingtown Area School District is 
projected to be more significant at nearly $86,000 per year.  The combined net positive 
fiscal impact for both taxing authorities is estimated at over $88,000 annually.  Table 5 
on the next page summarizes the project details and fiscal impacts to the Township and 
School District. 

  

Planning 
Standard

Projected 
Demand

Police
Personnel 0.50 0.005
Vehicles 0.15 0.002
Facilities (square feet) 50 0.500

Fire
Personnel 0.41 0.004
Vehicles 0.05 0.001
Facilities (square feet) 62.5 0.625

EMS
Personnel 1.03 0.0003
Vehicles 0.25 0.0001
Calls (per year) 31.13 0.31
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Table 5 

Summary of Project Details and Fiscal Impacts 
 

 

Project Details - 500 Pottstown Pike Auto Svc. Facility
Non-Residential Square Feet 36,380
Market Value of Proposed Development $8,000,000
Assessed Value (approx. 35.97% of market value) $2,877,698
New Residential Population 0
New School-Aged Children 0
New Full-Time Equivalent Employees 10
Annual Wages per Employee $52,480

Upper Uwchlan Township Fiscal Impacts
Real Estate Tax Revenue (1.121 mills) 3,226$           
Earned Income Tax Revenue (0.5%) 787$              
Total Township Revenues 4,013$           
Total Township Expenditures (1,091)$          
Net Township Fiscal Impact 2,922$           

Downingtown Area School District Fiscal Impacts
Real Estate Tax Revenue (29.558 mills) 85,059$         
Earned Income Tax Revenue (0.5%) 787$              
Local Services Tax ($10 per resident worker) 100$              
Total School District Revenues 85,946$         
Total School District Expenditures -$                   
Net School District Fiscal Impact 85,946$         

Total Development-Generated Revenues
(Township + School District)

89,959$         

Total Development-Generated Expenditures
(Township + School District)

(1,091)$          

Total Net Annual Fiscal Impact
(Township + School District)

88,869$         
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March 4, 2024 

 

Mr. Tony Scheivert, Township Manager 

Upper Uwchlan Township 

140 Pottstown Pike 

Chester Springs, PA 19425 

 

RE: Upper Uwchlan Township – TIS Scoping Review 

Automotive Service Center Development  

Upper Uwchlan Township, Chester County, PA  

TPD Job # TMAS.00013 

 

Dear Mr. Scheivert: 

 

This letter pertains to the Proposed Automotive Service Center Development located along 

Pottstown Pike (SR 0100), opposite Font Road in Upper Uwchlan Township, Chester County, 

Pennsylvania.  Traffic Planning and Design, Inc. (TPD) has prepared this response letter to address the 

review comments from Bowman on behalf of the Township, dated February 5, 2024. (Attached for 

reference).  For the discussion below, the review comments are shown in italic type, with the 

corresponding TPD response shown in bold type. 

 

COMMENTS 

1. As part of the traffic study, with the addition of the access as a fourth leg of the Route 100/Font 

Road intersection, please evaluate the need for traffic control improvements.  This intersection has 

been on the Township’s watch list for traffic control/pedestrian improvements to occur when this 

site is developed.   

 

Response: So noted.  Per PennDOT Policies, an ICE Evaluation was conducted and included 

within the Traffic Study. 

 

2. Verify the availability of sight distance at the new access location, which may be limited due to the 

alignment of Route 100 to the north, as well as the presence of the building close to the edge of the 

road north of the proposed access.  

 

Response: Will Comply. Sight Distance is evaluated in the Traffic Study 

 

3. The trip generation estimates for the site indicate the proposed 36,380 square-foot auto service 

center will generate approximately 69 weekday morning peak hour trips and approximately 75 

weekday afternoon peak hour trips, based on the ITE publication Trip Generation, 11th Edition.  We 

do not disagree with this calculation based on ITE; however, the plans show 412 parking spaces, 

which may indicate additional traffic activity will occur at this site beyond the ITE estimates for an 
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auto service center.  Please provide a detailed description of the operations of the proposed use of 

the site, including whether the site is proposed for off-site storage of vehicles.    

 

Response: Based on TPD’s current understanding of the proposed use, ITE Land Use #943 

is the most appropriate land use for the main portion of the Proposed Site.  The additional 

parking spaces shown on the Proposed Site, beyond those needed/required for the 

Automotive Service Center, are anticipated for new/used vehicle inventory storage 

associated with the Applicant’s other auto dealerships.  It is anticipated that these vehicle 

inventory storage spaces will be a passive use, with any associated trips occurring during 

off-peak time periods.  However, this passive use has also been accounted for in the TIA. 

 

4. The planned and proposed developments that should be included in the background traffic growth 

projections for the study should include the following:  

a. McKee/Fetters – The full-build-out of this development includes 161 single family age-

restricted homes and 259 age-restricted townhomes located along Milford Road between Little 

Conestoga Road and Font Road.  However, this development is currently under construction 

and the applicant should contact the Township to determine the number and type of units that 

remain to be constructed.   

b. Byers Station Parcel 5C Lot 2B – A 10,500 square-foot (140-student) day care, a 1,820 square-

foot fast food restaurant with drive-through, and 13,200 square feet of retail space located on 

the northeast corner of the Pottstown Pike/Park Road/Station Boulevard intersection.    

c. Byers Station Parcel 6C (Vantage Point) – A 106-unit assisted living facility located on the 

northeast corner of the Graphite Mine Road/Byers Road intersection.   

d. 100 Greenridge Road Residential Development – A 64-unit single family home community 

located on the north side of Greenridge Road just west of Font Road.   

 

Response: These developments have been included in the Traffic Study as background 

developments. 

 

5. The Township’s Active Transportation Plan (ATP) envisions a shared use path on the east side of 

Route 100 in this area, which should be incorporated into the site plan, as well as a pedestrian 

crossing of Route 100 at the site access location, assuming intersection traffic control improvements.  

Also, an alternative option may be to locate the trail through the rear of the property, but this would 

require further coordination between the applicant, the Township and coordination with the 

adjacent property owners.  Furthermore, the ATP envisions a “Yield Roadway” to the north, which 

could traverse through the northern edge of the property near the border with the Texas Eastern 

property.  This should be discussed with the Township as the land development project moves 

forward.   

 

Response: The Applicant will coordinate with the Township on the potential for pedestrian 

accommodations during the Conditional Use and Land Development processes. 
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We hope that these responses are helpful.  If you require additional information, please feel free to 

contact us. 

 

Sincerely, 

TRAFFIC PLANNING AND DESIGN, INC. 

 
Matthew I. Hammond, P.E. 

Executive Vice President 

mhammond@trafficpd.com 

 

Attachment: 02/05/2024 Township (Bowman) Review 

 

cc:    Upper Uwchlan Township 

 Project Team (via Email) 

 TPD File 
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Hammond, Matt

From: Chris Williams <cwilliams@bowman.com>

Sent: Monday, February 5, 2024 4:11 PM

To: Bressler, Matt; Jacob Tackett; Hammond, Matt; Haesler, Brian

Cc: Tony Scheivert; Jeff Gehman; Natasha Manbeck; Drew E. Sirianni

Subject: RE: EPS Scoping Submission - 500 Pottstown Pike - Upper Uwchlan Township

Good afternoon 

 

Below are our comments on behalf of the Township for the TIS scope review. 

 

1. As part of the traffic study, with the addition of the access as a fourth leg of the Route 100/Font Road 

intersection, please evaluate the need for traffic control improvements.  This intersection has been on the 

Township’s watch list for traffic control/pedestrian improvements to occur when this site is developed.  

 

2. Verify the availability of sight distance at the new access location, which may be limited due to the alignment of 

Route 100 to the north, as well as the presence of the building close to the edge of the road north of the 

proposed access. 

 

3. The trip generation estimates for the site indicate the proposed 36,380 square-foot auto service center will 

generate approximately 69 weekday morning peak hour trips and approximately 75 weekday afternoon peak 

hour trips, based on the ITE publication Trip Generation, 11th Edition.  We do not disagree with this calculation 

based on ITE; however, the plans show 412 parking spaces, which may indicate additional traffic activity will 

occur at this site beyond the ITE estimates for an auto service center.  Please provide a detailed description of 

the operations of the proposed use of the site, including whether the site is proposed for off-site storage of 

vehicles.   

 

4. The planned and proposed developments that should be included in the background traffic growth projections 

for the study should include the following: 

a. McKee/Fetters – The full-build-out of this development includes 161 single family age-restricted homes 

and 259 age-restricted townhomes located along Milford Road between Little Conestoga Road and Font 

Road.  However, this development is currently under construction and the applicant should contact the 

Township to determine the number and type of units that remain to be constructed.  

b. Byers Station Parcel 5C Lot 2B – A 10,500 square-foot (140-student) day care, a 1,820 square-foot fast 

food restaurant with drive-through, and 13,200 square feet of retail space located on the northeast 

corner of the Pottstown Pike/Park Road/Station Boulevard intersection.   

c. Byers Station Parcel 6C (Vantage Point) – A 106-unit assisted living facility located on the northeast 

corner of the Graphite Mine Road/Byers Road intersection.  

d. 100 Greenridge Road Residential Development – A 64-unit single family home community located on 

the north side of Greenridge Road just west of Font Road.  

 

5. The Township’s Active Transportation Plan (ATP) envisions a shared use path on the east side of Route 100 in 

this area, which should be incorporated into the site plan, as well as a pedestrian crossing of Route 100 at the 

site access location, assuming intersection traffic control improvements.  Also, an alternative option may be to 

locate the trail through the rear of the property, but this would require further coordination between the 

applicant, the Township and coordination with the adjacent property owners.  Furthermore, the ATP envisions a 

“Yield Roadway” to the north, which could traverse through the northern edge of the property near the border 
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with the Texas Eastern property.  This should be discussed with the Township as the land development project 

moves forward.  

 

Please contact our office if you have any questions. 

 

Thanks, 

Chris 

 

CHRISTOPHER J. WILLIAMS, P.E. 
Regional Manager - Mid-Atlantic | BOWMAN 

O: (610) 594-9995  |  D: (484) 872-2274  |  M: (215) 680-0245 

cwilliams@bowman.com | bowman.com 
 

From: Bressler, Matt <mbressler@trafficpd.com>  

Sent: Wednesday, January 17, 2024 11:56 AM 

To: Chris Williams <cwilliams@bowman.com> 

Cc: Jacob Tackett <JTackett@tandmassociates.com>; Hammond, Matt <mhammond@trafficpd.com>; Haesler, Brian 

<bhaesler@trafficpd.com> 

Subject: [EXTERNAL] EPS Scoping Submission - 500 Pottstown Pike - Upper Uwchlan Township 

 
Chris, Attache d is TPD’s S copi ng Applicati on for 500 Pottstown Pike for your review. Tha nks in advanceMatthew Bressler, Project Ma nagerTRAFFIC PLANNING AND D ESIGN, I NC.M oving Forward Together ® | An ENR 5 00 Top Design Firm OFFICES SERVING THE EASTERN UNITED STAT                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                         

Chris, 

 

Attached is TPD’s Scoping Application for 500 Pottstown Pike for your review.  

 

Thanks in advance 

Matthew  
 

Bressler,  Project Manager
   

 

 

TRAFFIC PLANNING AND DESIGN, INC.
Moving Forward  Together ®    |   An ENR 500 Top Design Firm
  

    

    

  

OFFICES SERVING THE EASTERN UNITED STATES
 

O: 610.326.3100   |   www.TrafficPD.com   |   
 

    

  
 

 



For April 2, 2024 Meeting — Prepared by Vivian S. McCardell, Chair Historical Commission

Upper Uwchlan Township
Historical Commission
500 Pottstown Pike Conditional Use Application and Plan —

Approved Recommendations



Approved Recommendations for April 2, 2024 HC Meeting 

Background:

‣ Rockhill Real Estate Enterprises XVII LP submitted a Conditional Use Application and Plan, along with various other documents for 500 
Pottstown Pike which is a vacant lot located in the C-3 Highway Commercial District 

‣ Rockhill proposes to construct a 36,380 sq ft vehicle service center with 415 parking spaces for the service center and to store vehicles 
as inventory for off-site local dealerships, with a driveway aligned with the intersection of Pottstown Pike and Font Road   

‣ Conditional use approval is needed from Board of Supervisors to operate vehicular sales and service uses in the C-3 Highway 
Commercial District and variance relief is needed for disturbance and use of steep slope areas

‣ 500 Pottstown Pike is across the Pike from the historic 1819 John Keeley House which is historic resource # 30 on the Township’s
Historic Resource Inventory and a Class II resource and adjacent to the subdivided historic 1820 John Keeley Barn which is proposed to 
be historic resource #30A.  Both the house and the barn are important historic resources.  Both are illustrated in Futhey and Cope’s iconic 
History of Chester County, Pennsylvania (1881) and the house’s restoration won an award. 

‣ Township ordinance Section 162-9H(5) requires an applicant to provide an historic resources impact statement under certain 
circumstances to better inform the Planning and Historical Commission and the Board on the proposed project and its impact on nearby 
historic resources

‣ Township ordinance Section 200-39 provides the use regulations of Section 200-33 (which requires compliance with the design 
standards in Section 200-36) for the C-1 Village District apply to any lot in the C-3 Highway Commercial District with direct frontage on old 
Route 100 (Pottstown Pike) and located north of Ticonderoga Boulevard and south of Byers Road, for all other lots, at the reasonable 
discretion of the Board, conditional uses may be approved subject to compliance with the design standards in Section 200-36 for the C-1 
Village District (Note: Rockhill cites only the later part of the ordinance) 



Approved Recommendations for April 2, 2024 HC Meeting (con’t)

Recommendations to Planning Commission and Board of Supervisors, as applicable:

‣ Approve proposed uses

‣ Request the Township engineer to confirm that the 500 Pottstown Pike property line is within 250 ft 
of the John Keeley House which will trigger the historic resources impact statement requirement

‣ If the John Keeley House is not within 250 ft of the property line, condition the approval of the 
conditional use and variance requests on Rockhill preparing an historic resources impact statement 
given that the historic Keeley House is across the Pike and the historic Keeley Barn is adjacent to 
the property (Note: The Barn appears to have been subdivided from the House sometime in the 
1950s and not recorded as an historic resource on the Township’s Inventory.  The Barn is currently 
proposed to be added as historic resource #30A and it is unclear if it, alone, would trigger the historic 
resources impact statement)  

‣ As a condition of the conditional use and variance requests, require Rockhill to comply with the 
design standards of Section 200-36 for construction of its service center, if Section 200-36 is not 
otherwise found to apply; locate as many of the parking spaces as practicable in the rear of the 
property; and design landscaping to shield the Keeley Barn and House from the new construction 
and parking areas



 

 
184 West Main Street│Suite 300│Trappe, PA 19426│Phone: 610-489-4949│Fax: 610-489-8447 

Gilmore & Associates, Inc. 
Building on a Foundation of Excellence 

www.gilmore-assoc.com 

April 8, 2024 
 
File No. 23-01103 
 
Upper Uwchlan Township Manager    VIA E-MAIL ONLY 
140 Pottstown Pike 
Chester Springs, PA 19425 
 
Attention: Tony Scheivert, Township Manager 
 
Reference: Rockhill Real Estate Enterprises XVII LLP (500 Pottstown Pike)  
  Conditional Use Application Review    
  Upper Uwchlan Township, Chester County, PA 
 
Dear Tony: 
 
The Township Consultants are in receipt of the following information regarding the above referenced 
application: 

 
• Plan titled “RDS Automotive Group Conditional Use Plans” prepared by T&M Associates Inc., 

dated February 16, 2024. 
 
• Conditional Use Application with addendum dated March 11, 2024. 
 
• Fiscal Impact Analysis prepared by EH Creative Services LL dated March 4, 2024. 
 

• TIS Scoping Review prepared by Traffic Planning & Design, Inc., dated March 4, 2024 
 
G&A, along with the other Township Consultants, have completed our first review of the above 
referenced conditional use application and wish to submit the following comments for your 
consideration. 
 
 
I. OVERVIEW 
  

The Applicant, is proposing to construct a 36,380 SF Vehicle Service Center with associated 
parking. The property is located at 500 Pottstown Pike and in the C3 (Highway Commercial) 
Zoning District.   The applicant is requesting a conditional use for proposed use, as well as to 
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File No. 23-01103 
April 8, 2024 

 

permit multiple uses on one property, and finally, for the disturbance of Precautionary Steep 
Slopes.   

 

 

II. TOWNSHIP ZONING OFFICER COMMENTS 
 

During the conditional use process, the applicant should clarify the type of work being done on 
the site. Specifically body work on any vehicles, etc. 
 

 
III. TOWNSHIP ENGINEER COMMENTS – ZONING ORDINANCE 
 GILMORE & ASSOCIATES 
 
1. Section 200-39.B.(7)&(9). – These sections permit the sale and repair of vehicles as a 

conditional use respectively. The applicant is request same. Based on the conditional use 
application, it is not the applicant’s intent to sell cars from this facility, but rather to store them 
for sale at other dealerships owned by the applicant. We would recommend conditions be 
provided in any decision prohibiting sales of vehicles from this site without seeking a 
modification to the approval.   

  
2. Section 200-73.D.(5).(a). – The conditional use plan proposes four (4) ADA accessible parking 

spaces. Based on the number of overall spaces provided, nine (9) are required. The Zoning 
Officer should confirm how many spaces should be required for this use.  

 
3. Section 200-74 – The applicant has provided a loading / unloading berth as required under this 

section. However, if the space is being utilized, it will prohibit circulation around the building. 
The space should be relocated, or the site layout modified to permit circulation around the 
building.  

 
4. Section 200-78.A.(2). – Based on the conditional use plan it appears there will be sufficient 

room to  meet the Townships landscaping requirements. However, some of the landscaping 
appears to be in conflict with the proposed parking. This should be reviewed by the Applicant. 
We would recommend the Applicant work with Township Planning Commission and our office 
to potentially exceed these requirements, specifically along the Pottstown Pike frontage to 
maximize buffering of the parking areas.  

 
5. Section 200-79 – A condition should be provided in the conditional use decision requiring a 

lighting plan be provided which complies with the requirements of this section.  
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6. 200-107.C.(2). – A plan has been provided which indicates the existing steep slopes on the 

site. There is a note on the plan which states the source of the topography is from a separate 
plan which is not provided with this submission, so it is not clear whether the information was 
gathered via field survey or some other method. This plan should be provided. In addition, if 
the contouring is correct, it appears there should be significantly greater areas of steep slopes 
delineated.   

 
7. Section 200-107.D.(2). – The application proposes disturbance of prohibitive steep slope areas 

which will require a variance from the Zoning Hearing Board. The applicant has acknowledged 
this and will be seeking a variance.  

 
8. Section 200-107.D.(3).(b).[1] & [4] – These sections require conditional use approval for 

construction of structures and sanitary and storm sewer facilities within Precautionary Steep 
Slopes.  The applicant has requested a conditional use under this section.  

 
9. Section 200-107.D.3.(c). – This section limits the amount of impervious surface which may be 

installed within precautionary slope areas. Computations should be provided demonstrating 
compliance with this section.  

 
10. Section 200-117.I. – An Historic Impact Statement is required per this section. The Applicant is 

requesting a waiver from providing.  
 
  
IV. TOWNSHIP ENGINEER COMMENTS – SUBDIVISION AND LAND DEVELOPMENT  

ORDINANCE   
 GILMORE & ASSOCIATES 

 
1. Section 162-9.D.(1).[f]. – The plans should indicate if the wetlands as well as Waters of The 

Commonwealth have been recently delineated for the site and if so, by whom and when the 
evaluation was completed.    

 
2. Section 162-9.H.(4) – The following is our review of the provided Fiscal Impact Study: 

 
a. The Fiscal Impact Analysis should provide a source or data supporting the indicated total 

market value of approximately $8 million for the improved property. 
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b. As per the Upper Uwchlan Township 2024 Adopted Budget, the budgeted expenditures for 
Codes Administration is $427,501. Table 2 in the Fiscal Impact Analysis shows Codes 
Administration as $425,501. The Fiscal Impact Analysis should be revised to accurately 
reflect the 2024 Adopted Budget figures. 

c. Not all expenditure line items shown in the Upper Uwchlan Township 2024 Budget were 
included in Table 2, General Fund Expenses. A methodology/justification should be 
provided explaining why certain line items were excluded from the analysis.  

 
d. As per the 2024 Upper Uwchlan Township Budget, there is a real estate transfer tax, as 1% 

tax collected, and shared equally between the Township and the School District. The report 
should indicate whether this transfer tax is applicable, and if so, include revenue from the 
transfer tax as a one-time revenue in the calculation of revenues. 

 
e. The Fiscal Impact Analysis has two separate tables labeled as “Table 2.” The Per-Capita 

Cost Calculation Methodology Table on page 4 should be revised to be titled “Table 3.”  
 
f. Table 4 provides Planning Standards for EMS Calls (per year) of 31.31 that do not align 

with the Development Impact Assessment Handbook, 1994 provided planning standards of 
36.5, or the apportioned 9.125 for non-residential. The Fiscal Impact Assessment should 
provide reasoning for using alternate planning standards. 

 
 

V. TOWNSHIP TRAFFIC CONSULTANT COMMENTS  
BOWMAN 

 
1. ZO Section 200-75.H(3) – The following comments pertain to the sight distances at the 

proposed site access intersection: 
 
a. The traffic study indicates adequate sight distance can be provided at the site 

access intersection based on the posted 45 miles per hour speed limit along 
Pottstown Pike.  However, the available sight distance for traffic exiting the access 
looking to the right may be limited due to the presence of a building north of the site 
access located on an adjacent property.  The available sight distance may not be 
sufficient based on PennDOT’s safe stopping sight distance criteria if traffic is 
traveling above the posted speed limit.  A speed study should be conducted along 
Pottstown Pike to determine the prevailing (i.e., 85th percentile) speed of traffic for 
use in calculating the required safe stopping sight distances.  This evaluation should 
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be provided as part of the conditional use review to confirm whether safe access to 
the site can be provided.  

 
b. The plans should dimension and label the sight distances for exiting traffic (looking 

to the left and right), as well as left-turn vehicles entering the proposed driveway 
looking ahead and behind.  

 
c. During land development, the plans should include a PennDOT-style sight distance 

note which states the required sight distances, as follows. The required sight 
distances should be based on the results of the speed study.  

 
 “All sight distance obstructions (including but not limited to embankments and 

vegetation) shall be removed by the permittee to provide a minimum of XXX sight 
distance to the left and XXX sight distance to the right for a driver exiting the 
proposed driveways onto the through highway. The driver must be considered to be 
positioned ten feet from the near edge of the closest highway through travel lane 
(from the curbline if curbing is present) at an eye height of three feet six inches (3’ 
6”) above the pavement surface located in the center of the closest highway travel 
lane designated for use by approaching traffic. This sight distance shall be 
maintained by the permittee.” 

 
2. SALDO Section 169-9.H(1)(a) – The traffic counts were completed on the last day of the 

2022-2023 school year for Downingtown Area School District, which was a half day, and 
seniors may not have had school that day.  The traffic counts should be updated to capture 
normal traffic conditions when school is in regular session.  

 
3. SALDO Section 169-9.H(1)(a) – Our office previously reviewed the TIS scoping application 

and we preliminarily agreed with the method of estimating the site trip generation; however, 
additional information is provided with this submission which results in questions regarding 
the trip generation methodology.  The traffic study uses the Automobile Parts and Service 
Center (ITE Land Use Code 943) land use to calculate the trip generation for the proposed 
site.  The traffic study also notes the site will be used for an automotive service center and 
new car storage.  However, based on the conditional use application, the applicant is 
“requesting conditional use approval from Section 200-39.B(1), (7), and (9) of the Zoning 
Ordinance to operate vehicular sales and service establishments on the property”.  The 
applicant should provide more information about the uses proposed on the site, and also 
provide additional information regarding the proposed operation of the new car storage on 
the site in order to justify the trip generation calculation.  Subject to review of this additional 



Tony Scheivert, Township Manager           Page - 6 - 
Upper Uwchlan Township Manager 
Reference: Rockhill Real Estate Enterprises XVII LLP (500 Pottstown Pike) 
  Conditional Use Application Review    
  Upper Uwchlan Township, Chester County, PA 
 
File No. 23-01103 
April 8, 2024 

 

information, Automobile Parts and Service Center may not be the most appropriate land 
use for the site.  Other potentially more appropriate land uses may result in higher trip 
generation.   

 
4. SALDO Section 169-9.H(1)(a) – The crash evaluation should be updated to include non-

reportable crash data, and especially for the Pottstown Pike/Font Road intersection.  
 
5. SALDO Section 169-9.H(1)(a) – Based on the results of the traffic signal warrant evaluation 

provided in the traffic study, a traffic signal is not warranted at the intersection of Pottstown 
Pike and Font Road.  The following comments apply to the traffic signal warrant evaluation: 

 
a. Additional and updated traffic count data should be used to evaluate the need for a 

traffic signal at this intersection.  As such, please complete a continuous 11-hour 
traffic count (7:00 AM to 6:00 PM).   

 
b. The traffic volumes used in the traffic signal warrant analysis do not include the Font 

Road side street right-turn movement, which is typically an appropriate assumption 
when the right-turn traffic occurs in a channelized right-turn lane.  However, in this 
case, the channelized right-turn movement represents a significant amount of traffic 
(between 149 and 213 existing vehicles) with minimal storage provided for the right-
turn channelized movement, and in our judgement, this traffic should be considered.  

 
c. Due to the high volume of northbound Pottstown Pike left-turn traffic (between 75 

and 267 existing vehicles), the traffic signal warrant analysis should evaluate a 
scenario using the southbound Pottstown Pike through movement as the major 
street traffic volume and the northbound Pottstown Pike left-turn movement as the 
minor street traffic volume.   

 
d. Evaluate Warrant 7 (Crash Experience) using the non-reportable crash data.  
 
e. Evaluate Warrant PA-1 (ADT Warrant).   

 
6. SALDO Section 169-9.H(1)(a) – The traffic study indicates the eastbound Font Road 

shared through/left-turn movement, and the westbound site access approach to their 
intersection with Pottstown Pike operates with delay (LOS F) during both peak hours.  The 
traffic study includes a gap study evaluation for this intersection.  The following comments 
pertain to the provided gap study: 
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a. The gap study uses the critical and follow up headways for left-turn traffic to 
determine the number of effective gaps for use by side street traffic, and concludes 
that there are 100 weekday morning and 48 weekday afternoon peak hour combined 
gaps for use by side street, which exceeds the total left-turn volume of 20 vehicles 
(total of both side street approaches) during the weekday morning peak hour and 40 
vehicles (total of both side street approaches) during the weekday afternoon peak 
hour.  However, since the difference between the number of available gaps and the 
left-turn traffic is so close (80 gaps in the weekday morning peak hour and 8 gaps 
during the weekday afternoon peak hour), and given the high volume of northbound 
Pottstown Pike left-turn traffic and eastbound Font Road right-turn traffic, it is not 
clear that adequate gaps will be available for side street traffic.  

  
b. It is not clear whether the counted gap information assumes use of major street gaps 

by existing turning movements, especially the eastbound Font Road right-turn 
movement and the northbound Pottstown Pike left-turn movement.   

 
c. The gap study should be updated using new traffic counts.     

 
7. SALDO Section 169-9.H(1)(a) – Due to the sight distance and traffic operational concerns 

at the Pottstown Pike/Font Road/Site Access intersection noted above, we question the 
viability of this access intersection as proposed.  As such, we recommend a more detailed 
evaluation of future traffic control at the intersection through PennDOT’s Intersection 
Control Evaluation (ICE) process, including capacity analysis and conceptual improvement 
plans (especially for the roundabout option) for all alternatives considered.  At this time, 
the Township recommends a traffic signal or a roundabout at this intersection to 
accommodate the new access.  The applicant should arrange a meeting with PennDOT 
and the Township to discuss the future intersection traffic control.   

 
8. SALDO Section 162-9.H(1)(a) – The traffic study recommends a 125-foot southbound 

Pottstown Pike left-turn lane for traffic entering the proposed site access. However, the 
conditional use plan shows only a 75-foot southbound Pottstown Pike left-turn lane.  The 
conditional use plan should be revised to show a 125-foot southbound Pottstown Pike left-
turn lane as recommended in the traffic study. 

 
9. SALDO Section 162-9.H(1)(a) – The traffic study indicates a 125-foot northbound 

Pottstown Pike right-turn lane is warranted for traffic entering the proposed site access 
based on PennDOT’s turn lane warrant criteria.  However, the study recommends 
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installation of only a deceleration taper for northbound Pottstown Pike.  A concept plan 
should be prepared which shows the necessary access improvements.    

 
10. SALDO Section 162-28.A – The plans should clearly label and dimension the existing 

legal right-of-way along the Pottstown Pike site frontage.   
 
11. The Township’s Active Transportation Plan (ATP) envisions a shared use path on the east 

side of Route 100 in this area, which should be incorporated into the site plan, as well as a 
pedestrian crossing of Route 100 at the site access location, assuming intersection traffic 
control improvements.  Also, an alternative option may be to locate the trail through the 
rear of the property, but this would require further coordination between the applicant, the 
Township and coordination with the adjacent property owners.  Furthermore, the ATP 
envisions a “Yield Roadway” to the north, which could traverse through the northern edge 
of the property near the border with the Texas Eastern property.  This should be discussed 
with the Township as the land development project moves forward.  

 
12. ZO Section 200-73.H and 200-73.K – According to the parking/loading requirements table 

on sheet 4, the site only requires 114 parking spaces, including 52 spaces for stored 
vehicles.  However, the site provides 415 parking spaces, which exceeds the Township’s 
parking supply requirements by 301 parking spaces.  The applicant should provide 
additional justification for the proposed parking supply.  The plans also indicate there are 
91 double and triple stacked parking spaces, which indicates that it is proposed to store 
more than 52 vehicles on the site at one time.  The proposed number of stored vehicles on 
the site should be accurately reflected in the parking calculation.   

 
13. ZO Section 200-74.A(1) – The proposed loading area on the northeast corner of the 

building will extend into the adjacent parking aisle, and reduce the parking aisle width to 
approximately 9.5 feet.  The plans should be revised to shift the loading area so it does not 
obstruct the required 25-foot wide parking aisle for 90 degree parking spaces.  

 
14. Sheet 5 includes a truck turning template for a fire truck circulating through the site.  In 

addition, the plans should include a truck turning template for the largest delivery vehicle 
anticipated to visit the site, such as a car carrier tractor trailer.      

 
15. Chapter 79-8.C – The proposed development is located in the Township’s Act 209 

Transportation Service Area, and as such, this development is subject to the Townships 
Transportation Impact Fee of $2,334 per weekday afternoon peak hour trip. The 
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Transportation Impact Fee will be calculated once the trip generation comments above are 
addressed.  

 
 

     VI.  TOWNSHIP LAND PLANNER COMMENTS 
BRANDYWINE CONSERVANCY 
 

1. The area of the proposed project is designated as Suburban Employment on the Future 
Land Use Map contained in the Township’s 2014 Comprehensive Plan.  The proposed use 
of the site is in general alignment with the proposed future land use of this area and other 
existing dealership businesses in the same future land use category. 

 
2. The Conservancy notes the applicant plans to seek variance relief from Sections 200-

107.D(3)(b)[1] and [4] of the Zoning Ordinance with respect to manmade precautionary and 
prohibitive steep slopes.  Assuming the Township’s engineer can sufficiently determine the 
precautionary and prohibitive steep slopes are manmade because of prior land use, the 
Conservancy is in support of this variance request. 

 
3. The recently completed Active Transportation Plan (ATP) for Upper Uwchlan Township 

recommends a ‘shared use path’ along the east side of Route 100 in front of the proposed 
development.  The Plan also proposes crossing improvements at the intersection of Route 
100 and Font Road as part of the broader implementation of the Active Transportation Plan 
and trail network.  The Brandywine Conservancy encourages the Township to seek the 
implementation of the ‘shared use path’ along Route 100 as part of this Conditional Use 
application and seek advice from the Township’s transportation consultant on possible 
crossing improvements at this intersection.  In addition, the Brandywine Conservancy 
encourages the applicants to provide a connection from the ‘shared use path’ to the service 
center, allowing customers the option of walking to nearby recreational areas and 
commercial establishments while waiting for their vehicle to be serviced. 

 
• A shared use path in the ATP is defined as a combined bikeway and walkway that is 

designed for shared use by bicyclists and pedestrians of all abilities.  Shared use 
paths along or adjacent to a roadway are physically separated from vehicular traffic 
by a verge, fencing, or other barrier.  A shared use path has dimensions of 10-12 
feet wide (8 feet is permissible where there are constraints).  When a shared use 
path is adjacent to a roadway, a 5-foot-wide verge is recommended between the 
edge of the shoulder and the path.  If this width is not feasible, a suitable physical 
barrier is recommended.     
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4. The Brandywine Conservancy is encouraged to see the proposed vegetated stormwater 

management basin as part of the stormwater management system.  The inclusion of the 
native perennial seed mix will greatly enhance pollinator habitat and enhance infiltration at 
the site over a traditional grass basin.  Realizing this is a preliminary landscape plan, the 
Conservancy does suggest the applicant site the proposed shrubs for the stormwater basin 
in compatible locations that meet the requirements of the species selected.  The 
Conservancy also suggests the Township receives arrangements acceptable to them that 
ensures the stormwater basin will be maintained in a healthy and/or sound condition. 

 
5. The proposed plant material includes several non-native species.  The Conservancy 

encourages the applicant to seek alternative native plants for those non-native species, 
specifically the Pennisetum, Spirea, Hosta, Hemerocallis, Cotoneaster, and Liriope.   

 
6. Whilst only a preliminary plan for Conditional Use approval, the Conservancy encourages 

the applicant to ensure they meet the landscaping and tree replacement and planting 
requirements of the Township’s Zoning Ordinance and Subdivision and Land Development 
Ordinance upon application for full Land Development. 

 
  

VI. TOWNSHIP SEWER CONSULTANT COMMENTS  
ARRO CONSULTING, INC. 

 
1. The plans propose the construction of a 36,380 square foot (SF) service center, with 

vehicular lot and parking lot for vehicular sales and service uses on the site. The site is not 
currently connected to public sewer, although the applicant proposes the site to be 
connected. The applicant will need to meet with the Authority Administrator and the 
Authority Engineer to discuss how public sanitary sewer will be extended to this site.  The 
applicant will need to provide estimated wastewater usage data from  similar sized facilities, 
to determine the required capacity.  The required capacity will need to be purchased by the 
applicant.  

 
2. The following notes shall be on the plan: 
 

• All sanitary sewer improvements must be provided and constructed in accordance 
with the Upper Uwchlan Township Municipal Authority Technical Specifications for 
the Construction of Sewer Mains and Appurtenances to be connected to the public 
sewer system. 



Tony Scheivert, Township Manager           Page - 11 - 
Upper Uwchlan Township Manager 
Reference: Rockhill Real Estate Enterprises XVII LLP (500 Pottstown Pike) 
  Conditional Use Application Review    
  Upper Uwchlan Township, Chester County, PA 
 
File No. 23-01103 
April 8, 2024 

 

 
• The Authority Engineer shall be notified 48 hours prior to the beginning of sanitary 

sewer construction. 
 

• The existing on-lot septic system shall be decommissioned in accordance with the 
Chester County Health Department requirements. 

 
• Wastewater discharge shall be in compliance with the Regulations for the Discharge 

of Non-Residential Waste into the Upper Uwchlan Township Municipal Authority’s 
Sewerage System, Resolution #10-20-04-15, dated October 20, 2004.  The Township 
personnel and/or agents shall have access to site for implementation of this 
resolution. 

 
• A record (as-built) plan must be submitted to the Authority Engineer.  

 
3. Sewage facilities planning module (SFPM) approval will need to be obtained by the 

Pennsylvania Department of Environmental Protection (PADEP).  
 
4. An appropriately sized oil grease interceptor shall be provided for service center. 
 
5. The necessary financial security shall be posted with the Township, which shall be in a 

form and amount acceptable to the Township. 
 

 

It is our hope that the Township finds the above comments useful in their review of the above 
reference application. Should you have any questions, please do not hesitate to contact me. 
 
 
Sincerely, 
 

David N. Leh 
 
David N. Leh, P.E. 
Vice President 
Gilmore & Associates, Inc.  
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EXECUTIVE SUMMARY 
 

The purpose of this Transportation Impact Assessment (TIA) is to examine the potential traffic impact 

associated with the Proposed Automotive Service Center Development on the roadway network in Upper 

Uwchlan Township, Chester County, PA. Based on this evaluation, the following conclusions were reached: 

» The Project Site is located on the eastern side of Pottstown Pike (SR 0100), opposite Font Road.  The 

Proposed Site will consist of a 36,380 s.f. Automotive Service Center.  In addition, the Proposed Site will 
provide a parking area for Car Storage associated with the local dealerships under the RDS Automotive 
Group.   

» The Proposed Site will be served by one (1) full-access driveway that will create the fourth leg of the 

intersection of Pottstown Pike (SR 0100) and Font Road.    

» With the removal of on-site vegetation, the measured sight distances at the Proposed Site Driveway 

will exceed PennDOT Safe Stopping Sight Distances (SSSD) and in most cases will exceed the Desirable 

Sight Distance Standards. 

» The Proposed Site will generate 71 new trips during the weekday A.M. peak hour and 77 new trips 

during the weekday P.M. peak hour.   

» Under all projected (build) conditions with the development of the proposed site and with site-related 

recommendations outlined in Table II, all study area intersections will satisfy PennDOT ILOS Standards, 

except for the intersection of Pottstown Pike (SR 0100) and Font Road/Proposed Driveway during the 

weekday P.M. peak hour, which will go from ILOS A to ILOS D due to the addition of the 4th leg (driveway) 

of the intersection.  In addition, the Proposed Driveway approach will operate deficiently (LOS F during 

the weekday A.M. and weekday P.M.).  

» Levels of Service (LOS) for the study area intersections have been summarized in matrix form. Table I 

details the overall intersection LOS for each study area intersection:  

TABLE I 

LEVEL OF SERVICE DELAY (SECONDS) SUMMARY 

Intersection Peak Hour 
2024 

Exist 

2027 Satisfied ILOS 

Standards? Base Proj. Proj.1 

Pottstown Pike (SR 0100)  

&  

Font Road/Proposed Site Driveway 

AM Peak  A (4.6) A (6.0) A (7.6) A (7.6) 
No 

PM Peak A (3.7) A (4.5) D (28.8) D (28.8) 

Pottstown Pike (SR 0100)  

&  

Reserve Drive/Fellowship Road   

AM Peak  C (20.7) C (23.9) C (24.4) -- 
Yes 

PM Peak B (14.1) B (14.9) B (15.2) -- 

Pottstown Pike (SR 0100)  

&  

Milford Road/Garrison Drive 

AM Peak  A (2.2) A (2.4) A (2.5) -- 
Yes 

PM Peak A (2.7) A (3.0) A (3.1) -- 

Exist. = Existing Condition, Base = No-Build scenario, Proj. = Build scenario 

» Site-related recommendations are summarized in Table II:  
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TABLE II 

RECOMMENDATIONS 

Intersection Recommendation 

Pottstown Pike (SR 0100) 

 & 

Font Road/Proposed Site Driveway 

Provide adequate turning ingress/egress radii 

Provide a “STOP” sign on the WB approach 

Provide a 125’ Southbound Left Turn Lane  

Provide a Northbound Right Deceleration Taper  

Removal and maintenance of on-site vegetation to maximize available sight distance 
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INTRODUCTION  
Traffic Planning and Design, Inc. (TPD) has completed a Transportation Impact Assessment (TIA) for the 

proposed Automotive Service Center Development in Upper Uwchlan Township, Chester County, 

Pennsylvania. As shown in Figure 1, the Project Site is located on the eastern side of Pottstown Pike (SR 

0100), opposite Font Road. As shown in Figure 2, the Proposed Site will consist of a 36,380 s.f. Automotive 

Service Center.  In addition, the Proposed Site will provide a parking area for Car Storage associated with 
the local dealerships under the RDS Automotive Group.  The Proposed Site will be served by one (1) full-

access driveway that will create the fourth leg of the intersection of Pottstown Pike (SR 0100) and Font Road.  

TPD assumed an opening year of 2027. 

This report has been prepared in accordance with PennDOT’s Policies and Procedures for Transportation 

Impact Studies, found in PennDOT’s Publication 282, Appendix A, dated July 2017. The scope of this TIA was 

based on the Scoping Application, submitted to Upper Uwchlan Township and PennDOT 6-0 on January 17, 

2024 and the subsequent reviews.  The project correspondence is included in Appendix A.  

EXISTING ROADWAY NETWORK 
A field review of the existing roadway system in the study area was conducted. The existing roadway 

characteristics within the study area are summarized in Table 1. Photographs of the study area intersections 

are included in Appendix B.  

TABLE 1 

ROADWAY CHARACTERISTICS WITHIN STUDY AREA 

Roadway 
Route 

Ownership 

Functional Classification/ 

Roadway Type 

Predominant 

Directional 

Orientation 

Average 

Daily Traffic1 

Posted 

Speed Limit  

Pottstown Pike State (SR 0100) Other Principal Arterial Highway North-South 12,675 35/45 mph 

Font Road Township Local Road East-West -- 25 mph 

Fellowship Road Township Local Road East-West -- 35 mph 

Reserve Drive Township Local Road East-West -- 35 mph 

Milford Road Township Local Road East-West -- 25 mph 

Garrison Drive Township Local Road East-West -- 25 mph 

1 = PennDOT TIRe website (January 2023) 

Bicycle and Pedestrian Facilities  

Based on observations during field visits, there are no specific bicycle facilities in the Study Area outside of 

paved shoulders. Pedestrian accommodations are detailed below: 

» Pottstown Pike (SR 0100) and Font Road – The un-signalized intersection does not have any pedestrian 

accommodations besides paved shoulders.  

» Pottstown Pike (SR 0100) and Reserve Drive/Fellowship Road – The signalized intersection has 

pedestrian curb ramps, pedestrian push buttons and crosswalks on all approach legs.  

» Pottstown Pike (SR 0100) and Milford Road/Garrison Drive - The un-signalized intersection has a walking 

trail and crosswalk along the eastern side of Pottstown Pike (SR 0100). Pedestrians are prohibited from 

crossing Pottstown Pike (SR 0100) via signage. 
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Mass Transit Facilities  

There is no bus service or train service within 2 miles of the Study Area.  

Crash Data Investigation  

Crash data were obtained from PennDOT for the study area intersections.  PennDOT defines a reportable 

crash as follows, “A reportable (crash) is one in which an injury or fatality occurs or if at least one of the 

vehicles involved requires towing from the scene.”  Reportable crashes were tabulated for the five-year time 

period beginning 01/01/2018 and ending 12/31/2022.  For a given intersection, PennDOT considers a crash 

occurrence of 5 reportable, correctable crashes over a continuous twelve-month period during the past five 

years to be a threshold value, above which the intersection design should be reviewed to examine if 

corrective measures can be taken to enhance safety.  The number of reportable crashes at the study area 

intersections is shown in Table 2. 

 

TABLE 2 

PENNDOT TOTAL REPORTABLE CRASH DATA 

Study Area Intersections 
Total Number of Reportable Crashes 

2018 2019 2020 2021 2022 

Pottstown Pike (SR 0100) & Font Road 0 0 0 0 0 

Pottstown Pike (SR 0100) & Reserve Drive/Fellowship Road 1 2 0 1 2 

Pottstown Pike (SR 0100) & Milford Road/Garrison Drive 0 0 0 0 2 

 

Based on a review of the crash data in Table 2, there were no twelve-month periods during the past five  

years at the Study Area intersections where 5 or more crashes occurred that were deemed correctable.    

EXISTING TRAFFIC CONDITIONS 

Manual Turning Movement Counts 

Manual traffic counts were conducted on 15-minute intervals during the weekday morning (7:00 to 9:00 

A.M.) and weekday evening (4:00 to 6:00 P.M.) peak periods. Data pertaining to heavy vehicles, pedestrians 

and transit vehicles were observed during the manual counts. Peak hours and count dates for the study area 

intersections are identified in Table 3. 

TABLE 3 

MANUAL TRAFFIC COUNT INFORMATION 

Intersection Date of Traffic Counts Time Period Intersection Peak Hour1 

Pottstown Pike (SR 0100)  

&  

Font Road 

Thursday, June 8, 2023 

Weekday A.M. 7:00 to 8:00 A.M. 

Weekday P.M. 4:45 to 5:45 P.M. 

Pottstown Pike (SR 0100) 

 &  

Reserve Drive/Fellowship Road 

Weekday A.M. 7:45 to 8:45 A.M. 

Weekday P.M. 4:45 to 5:45 P.M. 

Pottstown Pike (SR 0100) 

 &  

Milford Road/Garrison Drive 

Weekday A.M. 7:00 to 8:00 A.M. 

Weekday P.M. 4:15 to 5:15 P.M. 

1 =Peak Hour consists of the four consecutive 15-minute intervals where the highest traffic volumes occur 
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The existing counts performed in 2023 were increased using PennDOT BPR Growth to develop 2024 

conditions.  2024 Existing Condition traffic volumes for the weekday A.M. and weekday P.M. peak hours are 

illustrated in Figure 3. The traffic count data sheets are provided in Appendix C.  

BASE (NO-BUILD) CONDITIONS 

Annual Background Growth 

A background growth factor for the roadways in the study area was developed based on growth factors for 

September 2023 to July 2024 obtained from the PennDOT Bureau of Planning and Research (BPR). The PennDOT 

BPR suggests using a background growth trend factor of 0.48% per year in Chester County for urban non-

interstate roadways. As such, the background growth factor was applied annually to yield an overall growth 

percentage of 1.45% (0.48% per year compounded over 3 years) for the 2027 Opening Year.   

 

Nearby Planned Developments 

Based on the Township Scoping Review, TPD included traffic associated with the following developments, which 

may be built and operational by the time the Proposed Site is completed in the future: 

 

» McKee-Fetters Tract - The full-build-out of this development includes 161 single family age-restricted 

homes and 259 age-restricted townhomes located along Milford Road between Little Conestoga Road and 

Font Road.  Based on TPD’s knowledge, the site is approximately 40% built/occupied at the time the traffic 

counts were conducted.  

» Byers Station Parcel 5C Lot 2B – A 10,500 square-foot (140-student) day care, a 1,820 square-foot fast food 

restaurant with drive-through, and 13,200 square feet of retail space located on the northeast corner of the 

Pottstown Pike/Park Road/Station Boulevard intersection.   

» Byers Station Parcel 6C (Vantage Point) - A 106-unit assisted living facility located on the northeast corner 

of the Graphite Mine Road/Byers Road intersection.    

 

» 100 Greenridge Road Residential Development - A 64-unit single family home community located on the 

north side of Greenridge Road just west of Font Road.  

The additional traffic volumes due to background growth and nearby planned developments were added to 

the existing traffic data to produce the 2027 Base Conditions, as illustrated in Figure 4. Nearby Planned 

Development Trip Distribution is included in Appendix D. 

SCHEDULED ROADWAY IMPROVEMENTS 
Based on a review of the PennDOT 12-Year Plan and the DVRPC Transportation Improvement Program (TIP), 

there were no planned roadway improvements in the vicinity of the proposed site.   

 

Furthermore, based on a review of the Upper Uwchlan Township ACT 209/CIP/RSA, no improvements are 

contemplated at the Intersection of Pottstown Pike (SR 0100) and Font Road.  Also based on a review of the 

Upper Uwchlan Township ACT 209/CIP/RSA, roadway improvements are contemplated at the off-site 

intersection of Pottstown Pike (SR 0100) and Fellowship Road/Reserve Drive.  These improvements include 

the addition of a NBR and a SBTR lane on Pottstown Pike (SR 0100).  However, based on the results shown 

later in this TIA, the Proposed Site is anticipated to have negligible impact on this off-site intersection. 
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PROPOSED SITE ACCESS 
The site will be served by one (1) driveway to Pottstown Pike (SR 0100), which form the fourth leg of the 

Pottstown Pike (SR 0100) and Font Road intersection.   

Sight Distance Analysis 

A sight distance analysis was prepared for the proposed site driveway location. In general, recommended safe 

sight distances depend upon the posted speed limit and roadway grades. The existing sight distances at the 

proposed driveways were measured in accordance with PennDOT Publication 282 Highway Occupancy Permit 

Guidelines and compared to PennDOT’s desirable sight distance standard, which is identified in 67 PA Code 

Chapter 441.8(h), “Access to and Occupancy of Highways by Driveways and Local Roads.” In addition, measured 

sight distances at the proposed driveways were compared to PennDOT’s safe stopping sight distance standard, 

which is calculated by the following equation:  

SSSD = 1.47VT + V2/[30(fg)] 

   SSSD = safe stopping sight distance (acceptable sight distance) 

   V = Vehicle Speed 

   T = Perception Reaction Time of Driver (2.5 seconds) 

   f = Coefficient of Friction for Wet Pavements  

   g = Percent of Roadway Grade Divided by 100 

Table 4 shows the measured, desirable, and acceptable (SSSD) sight distances at the site driveways for vehicles 

entering and exiting the site.  

TABLE 4 

SIGHT DISTANCE ANALYSIS  

 Direction 
Posted Speed 

(mph) 

Sight Distances (feet) 

Grade1 

(%) 
DES2 SSSD2 EXIST3 

Pottstown Pike (SR 0100) - Proposed Driveway 

Exiting Movements 
To the left  45 0% 635’ 383’ 1000’+ 

To the Right 45 -1% 570’ 390’ 460’4 

Entering Left Turns 
Approaching same direction 45 -1% N/A 390’ 775’ 

Approaching opposite direction 45 0% 445’ 383’ 1000’+ 

DES = PennDOT Desirable Sight Distance                      1 = Roadway Grade Approaching Driveway 

SSSD = PennDOT Acceptable Sight Distance                  2 = Based on the posted speed 

EXIST = Existing (measured) Sight Distance                    3 = With On-Site Vegetation Removal 

                                                                                         4 = Limited by Horizontal Curvature and Building on Adjacent Property 

As shown in Table 4 above, with the removal of on-site vegetation, the measured sight distances at the 

Proposed Site Driveway will exceed PennDOT Safe Stopping Sight Distances (SSSD) and in most cases will 

exceed the Desirable Sight Distance Standards. 

 

TRIP GENERATION 

The trip generation rates for the Automotive Service Center portion of the Proposed Site were obtained from 

the manual Trip Generation, eleventh Edition, 2021, an Institute of Transportation Engineers (ITE) Informational 

Report.  Land Use Code #943 (Automotive Service Center) was utilized for this portion of the Proposed Site for 

all time periods.   
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There is no specific ITE Land Use for a Proposed Car Storage Lot.  Based on discussions with the Applicant, this 

lot will be used for storage of vehicle inventory for the local dealerships under the RDS Automotive Group.  The 

Applicant anticipates that approximately 3-5 vehicles will be moved from the subject property, each day, to 

replenish inventory at the associated dealerships.  It is also TPD’s understanding the site will be visited by one 

(1) car carrier per week, however TPD took a conservative approach and assumed the site would be visited by 

one (1) car carrier per day. Therefore, TPD assumed approximately 10 trips per day (5 enter/5 exit), and 1-2 trips 

in each of the peak hours for the Proposed Car Storage portion of the subject property.  

Table 5 shows the rates and directional percentages for the analyzed time periods.  

TABLE 5 

TRIP GENERATION DATA 

Land Use (ITE #) Time Period Size (X) Rate Enter % 

Automotive Service Center 
(ITE #943) 

Average Weekday 

36.38 ksf 

T = 16.60*(X) 50% 

Weekday AM Peak Hour T = 1.91*(X) 72% 

Weekday PM Peak Hour T = 2.06*(X) 39% 

New Car Storage Lot1 

(No ITE #) 

Average Weekday 
+/- 300 
spaces 

T = 10 

50% Weekday AM Peak Hour 
T = 2 

Weekday PM Peak Hour 

T = Total Trips; X = Independent Variable (ksf = 1000 sf)  
1 = No ITE Data. Based on Site-Specific Operations Outlined Above 

Table 6 also shows the total trip generation of the Proposed Site.   

TABLE 6 

TRIP GENERATION – PROPOSED SITE 

 

 

 

 

 

 

 

Based on the information contained in Table 6, the Proposed Site will generate 71 new trips during the 

weekday A.M. peak hour and 77 new trips during the weekday P.M. peak hour.  

TRIP DISTRIBUTION 
The distribution and assignment of new trips generated by the proposed development were based upon 

existing traffic patterns in the Study Area. Based on this evaluation, the new trips for the proposed 

development were distributed to the local roadway network based on the percentages shown in Table 7.  

Land Use Size (X) 
New Trips 

Total Enter Exit 

Average Weekday 

Automotive Service Center 36.38 ksf 604 302 302 

New Car Storage Lot +/-300 Spaces 10 5 5 

Total -- 614 307 307 

Weekday AM 

Automotive Service Center 36.38 ksf 69 50 19 

New Car Storage Lot +/-300 Spaces 2 1 1 

Total -- 71 51 20 

Weekday PM 

Automotive Service Center 36.38 ksf 75 29 46 

New Car Storage Lot +/-300 Spaces 2 1 1 

Total --` 77 30 47 
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TABLE 7 

TRIP DISTRIBUTION PERCENTAGES – NEW TRIPS 

Direction - To/From Assignment - To/From 
Distribution Percentage 

AM/PM 

South via Pottstown Pike (SR 0100) 52% 

North via Pottstown Pike (SR 0100) 33% 

West via Font Road 10% 

East via Fellowship Road 5% 

 

The distribution of site-generated trips for the proposed development during the weekday A.M. and weekday 

P.M. peak hours are shown in Figure 5. The trip assignment percentage information is included in Appendix 

E. 

PROJECTED (BUILD) CONDITION TRAFFIC VOLUMES 
The site-generated trips for the proposed development were added to the base (no-build) conditions to 

develop the 2027 projected (build) condition traffic volumes, as shown in Figure 6. Volume development 

spreadsheets are also contained in Appendix E. 

LEVELS OF SERVICE FOR AN INTERSECTION 
For analysis of intersections, level of service is defined in terms of delay, which is a measure of driver discomfort 

and frustration, fuel consumption, and lost travel time. LOS criteria is stated in terms of control delay per vehicle 

for a one-hour analysis period. Control delay includes initial deceleration delay, queue move-up time, stopped 

delay, and final acceleration delay. The criteria are shown in Table 8. Delay, as it relates to level of service, is a 

complex measure and is dependent upon a number of variables. For signalized intersections, these variables 

include the quality of vehicle progression, the cycle length, the green time ratio, and the volume/capacity ratio 

for the lane group in question. For unsignalized intersections, delay is related to the availability of gaps in the 

flow of traffic on the major street and the driver’s discretion in selecting an appropriate gap for a particular 

movement from the minor street (straight across, left or right turn).  

TABLE 8 

LEVEL OF SERVICE CRITERIA 

UNSIGNALIZED AND SIGNALIZED INTERSECTIONS 1 

Level of Service 
Control Delay Per Vehicle (Seconds) 

Signalized Unsignalized 

A < 10 < 10 

B > 10 and < 20 > 10 and < 15 

C > 20 and < 35 > 15 and < 25 

D > 35 and < 55 > 25 and < 35 

E > 55 and < 80 > 35 and < 50 

F > 80 or v/c > 1.0 > 50 or v/c > 1.0 

1Obtained from Exhibits 18-4 and 19-1 of the Transportation Research Board’s Highway Capacity Manual 2010 

CAPACITY ANALYSIS METHODOLOGY 
Capacity analyses were conducted for the weekday A.M. and weekday P.M. peak hours at the study area 

intersections. These analyses were conducted according to the methodologies contained in the Highway 

Capacity Manual (HCM) 6th edition using Synchro 12 software, a Trafficware product.  
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The following conditions were analyzed, as applicable: 

» 2024 Existing conditions; 

» 2027 Base conditions (Build-out year without development); 

» 2027 Projected conditions (Build-out year with development). 

 

It should be noted that based on methodologies contained in Chapter 10 of PennDOT’s Publication 46, TPD 

adjusted the following 2010 HCM default values in the Synchro 12 capacity analysis. These adjustments were 

made at the signalized intersections within the study area for all time periods based on the study area 

location being classified as Suburban:  

» Base saturation flow rates for signalized intersections. The saturation flow rate was changed from 

the default value of 1900 to 1800 based on Exhibit 10-9. 

» Start-up lost time and extension of effective green time for signalized intersections. The startup lost 

time was changed from the default value of 2.0 seconds to 2.5 seconds. Based on the total clearance 

time (yellow plus all-red time) being greater than 5 seconds, the extension of green time was 

changed from the default value of 2 seconds to 3.5 seconds. These adjusted values are based on 

Exhibit 10-10.  

» Critical and Follow-Up Gap times were adjusted relative to the difference between default and PA 

Default values contained in Exhibits 10-11 and 10-12. As requested by PennDOT, worksheets/tables 

showing how these values were calculated are included in Appendix F.  

In addition, capacity analyses were conducted at the proposed site driveway intersection under the 

projected conditions. The capacity analysis worksheets are included in Appendix G. The PennDOT traffic 

signal plans for existing conditions are included in Appendix H. 

PennDOT’s Transportation Impact Study Guidelines outlined in Strike-Off Letter 470-09-4, dated February 

12, 2009 contain the following criteria regarding levels of service: 

» Page 29 of the Guidelines state that if evaluation of the With Development Horizon Year Scenario 

to the Without Development Horizon Year Scenario indicates that the overall intersection level of 

service has dropped, the applicant will be required to mitigate the level of service if the increase in 

overall intersection delay is greater than 10-seconds. If the overall intersection delay increase is less 

than or equal to 10-seconds, mitigation of the intersection will not be required. 

» Page 29 of the Guidelines state that for mitigation scenarios, applicants are expected to mitigate 

the overall intersection LOS to the original Without Development LOS; the 10-second delay variance 

is not applied to mitigation scenarios. Applicants may be required to address available storage and 

queue lengths at critical movements or approaches even if the overall LOS requirements are met. 

» Page 31 of the Guidelines state that if signalization is the preferred alternative for mitigation, overall 

intersection LOS C in rural areas and LOS D in urban areas is acceptable. 

» Page 31 of the Guidelines states new signalized or unsignalized intersection established to serve as 

access to the development shall be designed to operate at minimum LOS C for rural areas, and 

minimum LOS D for urban areas. 

LEVELS OF SERVICE IN THE STUDY AREA 
Level of service (LOS) matrices for the study area intersections are shown in Table 9.  
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TABLE 9 

LEVEL OF SERVICE DELAY (SECONDS) SUMMARY 

Intersection Movement 

Weekday AM Weekday PM 

2024 

Exist. 

2027 2024 

Exist. 

2027 

Base Proj. Proj.1 Base Proj. Proj.1 

Pottstown Pike (SR 0100) 

 &  

Font Road/Proposed Site Driveway 

EB LT D E (38.8) F (54.2) F (53.5) F (107.9) F (163.6) F (387.5) F (387.5) 

EB R D D D D B B B B 

WB LTR -- -- F (116.3) F (116.3) -- -- F (954.4) F (954.4) 

NB L B B B B B B B B 

SB L -- -- A A -- -- B B 

ILOS A (4.6) A (6.0) A (7.6) A (7.6) A (3.7) A (4.5) D (28.8) D (28.8) 

Pottstown Pike (SR 0100) 

&  

Reserve Drive/Fellowship Road   

EB L A C C -- C C C -- 

EB TR C C C -- C C C -- 

WB L E E E -- C C C -- 

WB TR C C C -- C C C -- 

NB L B B B -- A A B -- 

NB T A A A -- B B B -- 

NB TR A A A -- B B B -- 

SB L A A A -- A A B -- 

SB T B C C -- B B B -- 

SB R A A A -- A A A -- 

ILOS C (20.7) C (23.9) C (24.4) -- B (14.1) B (14.9) B (15.2) -- 

Pottstown Pike (SR 0100) 

 &  

Milford Road/Garrison Drive 

EB LTR C D D -- D D D -- 

WB LTR D D E -- E (49.1) F (57.0) F (60.8) -- 

NB L B B B -- A A A -- 

SB L A A A -- B B B -- 

ILOS A (2.2) A (2.4) A (2.5) -- A (2.7) A (3.0) A (3.1) -- 

Exist. = Existing Condition, Base = No-Build scenario, Proj. = Build scenario 

1 = Projected with turn lane improvements 

 

As shown in Table 9, under all projected (build) conditions with the development of the proposed site and 

with site-related recommendations outlined in Table 13, all study area intersections will satisfy PennDOT 

ILOS Standards, with the exception of the intersection of Pottstown Pike (SR 0100) and Font Road/Proposed 

Driveway during the weekday P.M. peak hour, which will go from ILOS A to ILOS D due to the addition of 

the 4th leg (driveway) of the intersection.  In addition, the Proposed Driveway approach will operate 

deficiently (LOS F during the weekday A.M. and weekday P.M.).  

ICE Evaluation 

Since the Proposed Driveway is being added to an existing intersection, TPD completed the PennDOT ICE 

Form. As shown in the ICE evaluation, included in Appendix I, the best intersection control would be a 

traffic signal followed by a roundabout option.   

The roundabout option was not further pursued as an improvement because the site has limited ROW and 

the roundabout layout would not be physically feasible.  

Therefore, TPD conducted a traffic signal warrant evaluation (summarized later in this TIA) for the 2027 

Projected Conditions. However, as shown later in this TIA, warrants are not satisfied.   
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SIGNAL WARRANT ANALYSIS  
TPD performed a signal warrant analysis at the intersection of Pottstown Pike (SR 0100) and Font Road/Site 

Driveway. To evaluate the warrants, TPD developed 4 hours of count data at the intersection, using a K-Factor 

methodology.  Based on TPD’s experience, in situations with high right-turn volumes and the existence of a 

separate right-turn lane on the minor street, PennDOT requests these right-turn movements to be excluded 

from the warrant analysis.  This is the case for the EBR Font Road movement.  Therefore, TPD excluded the EBR 

volume from the analysis.  Consistent with Sections 4C.1-10 of the 2009 MUTCD and Section 4.2 of PennDOT 

Publication 46, Traffic Engineering Manual, TPD evaluated the Four-Hour Vehicular Volume, Pedestrian Volume, 

and crash experience. Based on this evaluation, signal warrants will be not satisfied.  Signal Warrant Analysis 

and Associated K-Factor Traffic Volume Development are included in Appendix J.   As stated previously in this 

TIA, the Upper Uwchlan Township’s ACT 209/CIP/RSA also identified signalization as the ideal improvement at 

the intersection.  However, the Upper Uwchlan Township’s ACT 209/CIP/RSA also concluded the signal warrants 

would not be satisfied.   

GAP ANALYSIS  
TPD performed gap analyses at the intersection of Pottstown Pike (SR 0100) and Font Road/Proposed Site 

Driveway. To evaluate the capacity of Pottstown Pike (SR 0100), TPD performed gap studies utilizing 

Miovision Video.  The gap studies were completed during the peak hours of the intersection (7:00 – 8:00 A.M. 

and 4:45 – 5:45 P.M.) for two-way gaps on Pottstown Pike (SR 0100).  

The number and duration of gaps available for the movements were documented.  The duration of gaps in 

traffic directly relates to the capacity (number of vehicles) that can make the identified movements at the 

specific intersections.  TPD determined the necessary Critical Gap and Follow-Up Gap needed for the 

evaluated movements based on values contained in Exhibit 10-11 and Exhibit 10-12 of PennDOT Pub 46, and 

PA Default Values and shown in Appendix F. The number and time duration of gaps counted during the peak 

hours were compared to the standards outlined above, to determine the total number of vehicles that can be 

served during the peak hours.   

The results of the gap studies are summarized below in Table 10. 

TABLE 10 

GAP ANALYSIS – TWO-WAY GAPS 

Intersection Peak Hour 
Existing Gap 

Capacity1 

Projected WB Left Turn 

Movements 

Remaining 

Capacity 

Pottstown Pike (SR 0100)  

&  

Font Road/Site Driveway                        

A.M. Peak Hour 100 11 +89 

P.M. Peak Hour 48 27 +21 

1 = Two-Way Gaps  

As shown in Table 10, sufficient two-way gaps exist along Pottstown Pike (SR 0100) to serve the anticipated 

number of vehicles exiting the Proposed Site via a left-turn movement during the weekday AM and PM 

Peak Hours. The Gap study results are summarized in Appendix K.  

95TH PERCENTILE QUEUE ANALYSIS 
Queue analyses were conducted at the study area intersections using Synchro 11 software. For this analysis, the 

95th percentile queue is defined as the queue length that is exceeded in 5% of the signal cycles. As an example, 
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for a signal with a 90-second cycle, this means that the 95th percentile queue length will be exceeded during 2 

of the 40 signal cycles that occur during the peak hour. The queue analysis results are summarized in Table 11. 

TABLE 11 

95TH PERCENTILE QUEUE (FEET) SUMMARY 

Intersection Movement 
Available 

 Storage 

Weekday AM Weekday PM 

2024 

Exist. 

2027 2024 

Exist. 

2027 

Base Proj. Proj.1 Base Proj. Proj.1 

Pottstown Pike (SR 0100) 

 &  

Font Road/Proposed Site Driveway 

EB LT 940’2 5’ 8’ 15’ 15’ 25’ 33’ 58’ 58’ 

EB R 85’ 83’ 115’ 115’ 115’ 30’ 38’ 38’ 38’ 

WB LTR -- -- -- 38’ 38’ -- -- 160’ 160’ 

NB L 300’ 13’ 15’ 15’ 15’ 40’ 50’ 50’ 50’ 

SB L 1000’2+ -- -- 3’ 3’ -- -- 3’ 3‘ 

Pottstown Pike (SR 0100) 

&  

Reserve Drive/Fellowship Road   

EB L 125’ 0’ 3’ 3’ -- 3’ 3’ 3’ -- 

EB TR 330’2 30’ 38’ 38’ -- 23’ 25’ 25’ -- 

WB L 195’ 263’ 278’ 285’ -- 83’ 98’ 100’ -- 

WB TR 1000’2+ 13’ 15’ 18’ -- 10’ 13’ 13’ -- 

NB L 90’ 3’ 5’ 5’ -- 10’ 13’ 13’ -- 

NB T 530’2 70’ 95’ 103’ -- 233’ 265’ 270’ -- 

NB TR 530’2 70’ 98’ 105’ -- 240’ 275’ 280’ -- 

SB L 340’ 5’ 5’ 5’ -- 5’ 5’ 5’ -- 

SB T 1000’2+ 298’ 448’ 460’ -- 228’ 263’ 280’ -- 

SB R 190’ 0’ 0’ 0’ -- 0’ 0’ 0’ -- 

Pottstown Pike (SR 0100) 

 &  

Milford Road/Garrison Drive 

EB LTR 150’2 15’ 20’ 20’ -- 13’ 18’ 18’ -- 

WB LTR 600’2 28’ 30’ 33’ -- 45’ 53’ 55’ -- 

NB L 125’ 0’ 0’ 0’ -- 3’ 3’ 3’ -- 

SB L 125’ 0’ 0’ 0’ -- 3’ 3’ 3’ -- 

Exist. = Existing Condition, Base = No-Build scenario, Proj. = Build scenario 

1 = Projected with turn lane improvements 

2 = Storage to next public intersection 

Queue analysis worksheets are included with the capacity analysis worksheets provided in the Appendix G. 

AUXILIARY TURN LANE ANALYSIS  

Methodology 

TPD evaluated auxiliary turn lane warrants at the Proposed Driveway. The warrant analysis methodology 

contained within Chapter 11 of PennDOT’s Publication 46, Section 11.17 and Strike-Off Letter 470-08-07 

was utilized for this evaluation. 

Findings 

Table 12 summarizes the results of the auxiliary turn lane analysis at the site access intersections.  
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TABLE 12 

AUXILIARY TURN LANE ANALYSIS SUMMARY 

Intersection Auxiliary Lane 
Warrant 

Satisfied? 
Proposed Storage 

Pottstown Pike (SR 0100)  

&  

Font Road/Proposed Site Driveway 

SB Left-Turn Lane 125’ 125’ 

NB Right-Turn Lane 125’ Deceleration Taper 

 

As shown in Table 12, warrants for a 125’ SBL lane and a 125’ NBR lane are satisfied at the Proposed Site 

Driveway.  In regards to the warranted NBR and given the limited site frontage along Pottstown Pike (SR 

0100), TPD recommends a deceleration taper in lieu of the NBR Lane. The calculations for the auxiliary turn 

lane warrants are included in Appendix L. 

RECOMMENDATIONS 

TPD has made the following recommendations in relation to the Proposed Automotive Service Center 

Development in Upper Uwchlan Township, Chester County, as outlined in Table 13. 

TABLE 13 

RECOMMENDATIONS 

Intersection Recommendation 

Pottstown Pike (SR 0100) 

 & 

Font Road/Proposed Site Driveway 

Provide adequate turning ingress/egress radii 

Provide a “STOP” sign on the WB approach 

Provide a 125’ Southbound Left Turn Lane  

Provide a Northbound Right Deceleration Taper  

Removal and maintenance of on-site vegetation to maximize available sight distance 

CONCLUSIONS 
Based on the results of the transportation impact study, TPD offers the following conclusions: 

» The Project Site is located on the eastern side of Pottstown Pike (SR 0100), opposite Font Road.  The 

Proposed Site will consist of a 36,380 s.f. Automotive Service Center.  In addition, the Proposed Site will 
provide a parking area for Car Storage associated with the local dealerships under the RDS Automotive 
Group. 

» The Proposed Site will be served by one (1) full-access driveway that will create the fourth leg of the 

intersection of Pottstown Pike (SR 0100) and Font Road.    

» With the removal of on-site vegetation, the measured sight distances at the Proposed Site Driveway 

will exceed PennDOT Safe Stopping Sight Distances (SSSD) and in most cases will exceed the Desirable 

Sight Distance Standards. 

» The Proposed Site will generate 71 new trips during the weekday A.M. peak hour and 77 new trips 

during the weekday P.M. peak hour.   

» Under all projected (build) conditions with the development of the proposed site and with site-related 

recommendations outlined in Table 9, all study area intersections will satisfy PennDOT ILOS Standards, 
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except for the intersection of Pottstown Pike (SR 0100) and Font Road/Proposed Driveway during the 

weekday P.M. peak hour, which will go from ILOS A to ILOS D due to the addition of the 4th leg (driveway) 

of the intersection.  In addition, the Proposed Driveway approach will operate deficiently (LOS F during 

the weekday A.M. and weekday P.M.). 
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FIGURE 4

2027 BASE CONDITIONS 
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FIGURE 5

AUTOMOTIVE SERVICE CENTER 
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FIGURE 6

2027 PROJECTED CONDITIONS 
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APPENDIX A: 

Project Correspondence 

  



From: Chris Williams <cwilliams@bowman.com> 

Sent: Monday, February 5, 2024 4:11 PM 

To: Bressler, Matt; Jacob Tackett; Hammond, Matt; Haesler, Brian 

Cc: Tony Scheivert; Jeff Gehman; Natasha Manbeck; Drew E. Sirianni 

Subject: RE: EPS Scoping Submission - 500 Pottstown Pike - Upper Uwchlan Township 

[Filed 05 Feb 2024 16:12] 

 

Follow Up Flag: Follow up 

Flag Status: Flagged 

 

Categories: Filed by Mail Manager 

 

Good afternoon 

 

Below are our comments on behalf of the Township for the TIS scope review. 

 

1. As part of the traffic study, with the addition of the access as a fourth leg of the Route 100/Font 

Road intersection, please evaluate the need for traffic control improvements.  This intersection 

has been on the Township’s watch list for traffic control/pedestrian improvements to occur 

when this site is developed.  

 

2. Verify the availability of sight distance at the new access location, which may be limited due to 

the alignment of Route 100 to the north, as well as the presence of the building close to the 

edge of the road north of the proposed access. 

 

3. The trip generation estimates for the site indicate the proposed 36,380 square-foot auto service 

center will generate approximately 69 weekday morning peak hour trips and approximately 75 

weekday afternoon peak hour trips, based on the ITE publication Trip Generation, 11th 

Edition.  We do not disagree with this calculation based on ITE; however, the plans show 412 

parking spaces, which may indicate additional traffic activity will occur at this site beyond the ITE 

estimates for an auto service center.  Please provide a detailed description of the operations of 

the proposed use of the site, including whether the site is proposed for off-site storage of 

vehicles.   

 

4. The planned and proposed developments that should be included in the background traffic 

growth projections for the study should include the following: 

a. McKee/Fetters – The full-build-out of this development includes 161 single family age-

restricted homes and 259 age-restricted townhomes located along Milford Road 

between Little Conestoga Road and Font Road.  However, this development is currently 

under construction and the applicant should contact the Township to determine the 

number and type of units that remain to be constructed.  

b. Byers Station Parcel 5C Lot 2B – A 10,500 square-foot (140-student) day care, a 1,820 

square-foot fast food restaurant with drive-through, and 13,200 square feet of retail 

space located on the northeast corner of the Pottstown Pike/Park Road/Station 

Boulevard intersection.   

c. Byers Station Parcel 6C (Vantage Point) – A 106-unit assisted living facility located on the 

northeast corner of the Graphite Mine Road/Byers Road intersection.  



d. 100 Greenridge Road Residential Development – A 64-unit single family home 

community located on the north side of Greenridge Road just west of Font Road.  

 

5. The Township’s Active Transportation Plan (ATP) envisions a shared use path on the east side of 

Route 100 in this area, which should be incorporated into the site plan, as well as a pedestrian 

crossing of Route 100 at the site access location, assuming intersection traffic control 

improvements.  Also, an alternative option may be to locate the trail through the rear of the 

property, but this would require further coordination between the applicant, the Township and 

coordination with the adjacent property owners.  Furthermore, the ATP envisions a “Yield 

Roadway” to the north, which could traverse through the northern edge of the property near 

the border with the Texas Eastern property.  This should be discussed with the Township as the 

land development project moves forward.  

 

Please contact our office if you have any questions. 

 

Thanks, 

Chris 

 

CHRISTOPHER J. WILLIAMS, P.E. 
Regional Manager - Mid-Atlantic | BOWMAN 

O: (610) 594-9995  |  D: (484) 872-2274  |  M: (215) 680-0245 

cwilliams@bowman.com | bowman.com 
 

From: Bressler, Matt <mbressler@trafficpd.com>  

Sent: Wednesday, January 17, 2024 11:56 AM 

To: Chris Williams <cwilliams@bowman.com> 

Cc: Jacob Tackett <JTackett@tandmassociates.com>; Hammond, Matt <mhammond@trafficpd.com>; 

Haesler, Brian <bhaesler@trafficpd.com> 

Subject: [EXTERNAL] EPS Scoping Submission - 500 Pottstown Pike - Upper Uwchlan Township 

 
Chris, Attached is TPD’s Scoping Application for 500 Pottstown Pike for your review. Thanks in advanceMatthew Bressler, Project ManagerTRAFFIC PLANNING AND DESIGN, INC.Moving Forward Together ® | An ENR 500 Top Design Firm OFFICES SERVING THE EASTERN UNITED STAT                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                         

Chris, 

 

Attached is TPD’s Scoping Application for 500 Pottstown Pike for your review.  

 

Thanks in advance 

Matthew  
 

Bressler,   Project Manager
   

 



 

TRAFFIC PLANNING AND DESIGN, INC. 
Moving  Forward Together  ®   |    An ENR 500 Top Design Firm
  

    

    

  

OFFICES SERVING THE EASTERN UNITED STATES 
 

O: 610.326.3100   |    www.TrafficPD.com    |    
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APPENDIX B: 

Study Area Photographs 

 

 

  



Job #:  TMAS.00013 Date Taken:  06-12-2023 Intersection Of:  Route 100 & Font Road 

 

 

Direction / Road:  EB Font Road 

Approach / Departure:  Approach 

Distance:  50 feet 

 

 

Direction / Road:  EB Font Road 

Approach / Departure:  Approach 

Distance:  200 Feet 

 



Job #:  TMAS.00013 Date Taken:  06-12-2023 Intersection Of:  Route 100 & Font Road 

 

 
  

Direction / Road:  NB Route 100  

Approach / Departure:  Approach  

Distance:  50 feet  

 

 

Direction / Road:  NB Route 100 

Approach / Departure:  Approach 

Distance:  200 Feet 

 



Job #:  TMAS.00013 Date Taken:  06-12-2023 Intersection Of:  Route 100 & Font Road 

 

 

Direction / Road:  SB Route 100 

Approach / Departure:  Approach 

Distance:  50 feet 

 

 

Direction / Road:  SB Route 100 

Approach / Departure:  Approach 

Distance:  200 Feet 

 



Job #:  TMAS.00013 Date Taken:  06-12-2023 Intersection Of:  Route 100 & Fellowship Road 

 

 

Direction / Road:  EB Fellowship Road 

Approach / Departure:  Approach 

Distance:  50 feet 

 

 

Direction / Road:  EB Fellowship Road 

Approach / Departure:  Approach 

Distance:  200 Feet 

 



Job #:  TMAS.00013 Date Taken:  06-12-2023 Intersection Of:  Route 100 & Fellowship Road 

 

 

Direction / Road:  WB Reserve Drive 

Approach / Departure:  Approach 

Distance:  50 feet 

 

 

Direction / Road:  WB Reserve Drive 

Approach / Departure:  Approach 

Distance:  200 Feet 

 



Job #:  TMAS.00013 Date Taken:  06-12-2023 Intersection Of:  Route 100 & Fellowship Road 

 

 
  

Direction / Road:  NB Route 100  

Approach / Departure:  Approach  

Distance:  50 feet  

 

 

Direction / Road:  NB Route 100 

Approach / Departure:  Approach 

Distance:  200 Feet 

 



Job #:  TMAS.00013 Date Taken:  06-12-2023 Intersection Of:  Route 100 & Fellowship Road 

 

 

Direction / Road:  SB Route 100 

Approach / Departure:  Approach 

Distance:  50 feet 

 

 

Direction / Road:  SB Route 100 

Approach / Departure:  Approach 

Distance:  200 Feet 

 



Job #:  TMAS.00013 Date Taken:  06-12-2023 Intersection Of:  Route 100 & Garrison Road/Milford Road 

 

 

Direction / Road:  EB Garrison Road 

Approach / Departure:  Approach 

Distance:  50 feet 

 

 

Direction / Road:  EB Garrison Road 

Approach / Departure:  Approach 

Distance:  200 Feet 

 



Job #:  TMAS.00013 Date Taken:  06-12-2023 Intersection Of:  Route 100 & Garrison Road/Milford Road 

 

 

Direction / Road:  WB Milford Road 

Approach / Departure:  Approach 

Distance:  50 feet 

 

 

Direction / Road:  WB Milford Road 

Approach / Departure:  Approach 

Distance:  200 Feet 

 



Job #:  TMAS.00013 Date Taken:  06-12-2023 Intersection Of:  Route 100 & Garrison Road/Milford Road 

 

 
  

Direction / Road:  NB Route 100  

Approach / Departure:  Approach  

Distance:  50 feet  

 

 

Direction / Road:  NB Route 100 

Approach / Departure:  Approach 

Distance:  200 Feet 

 



Job #:  TMAS.00013 Date Taken:  06-12-2023 Intersection Of:  Route 100 & Garrison Road/Milford Road 

 

 

Direction / Road:  SB Route 100 

Approach / Departure:  Approach 

Distance:  50 feet 

 

 

Direction / Road:  SB Route 100 

Approach / Departure:  Approach 

Distance:  200 Feet 

 



 

APPENDIX C: 

Manual Traffic Count Data 

 

 

  



 

Counter: MIO:
Set up By JB:

Traffic Planning and Design, Inc
2500 East High Street

Suite 650
Pottstown, Pennsylvania, United States  19464

610.326.3100

Count Name: 1 Route 100 &
Font Road
Site Code:
Start Date: 06/08/2023
Page No: 1

Turning Movement Data

Start Time

Eastbound St. Northbound St. Southbound St.
Eastbound Northbound Southbound

Left Right Peds App. Total Left Thru Peds App. Total Thru Right Peds App. Total Int. Total
7:00 AM 2 57 0 59 15 56 0 71 175 1 0 176 306
7:15 AM 2 53 0 55 13 56 0 69 208 3 0 211 335
7:30 AM 2 45 0 47 24 72 0 96 209 1 0 210 353
7:45 AM 3 46 0 49 23 105 0 128 187 0 0 187 364

Hourly Total 9 201 0 210 75 289 0 364 779 5 0 784 1358
8:00 AM 3 55 0 58 27 74 0 101 128 1 1 129 288
8:15 AM 0 59 0 59 32 75 0 107 162 0 0 162 328
8:30 AM 2 60 0 62 31 98 0 129 182 4 0 186 377
8:45 AM 4 39 0 43 29 100 0 129 127 7 0 134 306

Hourly Total 9 213 0 222 119 347 0 466 599 12 1 611 1299
*** BREAK *** - - - - - - - - - - - - -

4:00 PM 4 47 0 51 61 210 0 271 117 6 0 123 445
4:15 PM 1 34 0 35 56 217 0 273 127 1 0 128 436
4:30 PM 3 30 0 33 63 216 0 279 138 3 0 141 453
4:45 PM 4 38 0 42 48 208 0 256 134 3 0 137 435

Hourly Total 12 149 0 161 228 851 0 1079 516 13 0 529 1769
5:00 PM 3 32 0 35 62 219 0 281 106 5 0 111 427
5:15 PM 3 45 0 48 85 213 0 298 128 4 0 132 478
5:30 PM 3 42 0 45 61 214 0 275 130 4 0 134 454
5:45 PM 1 47 0 48 59 161 0 220 118 10 0 128 396

Hourly Total 10 166 0 176 267 807 0 1074 482 23 0 505 1755
Grand Total 40 729 0 769 689 2294 0 2983 2376 53 1 2429 6181
Approach % 5.2 94.8 - - 23.1 76.9 - - 97.8 2.2 - - -

Total % 0.6 11.8 - 12.4 11.1 37.1 - 48.3 38.4 0.9 - 39.3 -
Lights 35 716 - 751 663 2201 - 2864 2276 48 - 2324 5939

% Lights 87.5 98.2 - 97.7 96.2 95.9 - 96.0 95.8 90.6 - 95.7 96.1
Other Vehicles 5 13 - 18 26 93 - 119 100 5 - 105 242

% Other Vehicles 12.5 1.8 - 2.3 3.8 4.1 - 4.0 4.2 9.4 - 4.3 3.9
Pedestrians - - 0 - - - 0 - - - 1 - -

% Pedestrians - - - - - - - - - - 100.0 - -



 

Counter: MIO:
Set up By JB:

Traffic Planning and Design, Inc
2500 East High Street

Suite 650
Pottstown, Pennsylvania, United States  19464

610.326.3100

Count Name: 1 Route 100 &
Font Road
Site Code:
Start Date: 06/08/2023
Page No: 2

06/08/2023 7:00 AM
Ending At
06/08/2023 6:00 PM

Lights
Other Vehicles
Pedestrians

Southbound St. [SB]
Out In Total

2236 2324 4560
98 105 203
0 0 0

2334 2429 4763

48 2276 0
5 100 0
0 0 1

53 2376 1
R T P

0 0 0 0 O
ut

0 0 0 0 In

0 0 0 0
Total

Fake Approach [W
B]

2992 2864 5856
113 119 232
0 0 0

3105 2983 6088
Out In Total
Northbound St. [NB]

L T P
663 2201 0
26 93 0
0 0 0

689 2294 0

Ea
st

bo
un

d 
St

. [
EB

]
To

ta
l

14
62 49 0

15
11

In 75
1

18 0 76
9

O
ut

71
1

31 0 74
2

35 5 0 40 L

71
6

13 0 72
9 R

0 0 0 0 P

Turning Movement Data Plot



 

Counter: MIO:
Set up By JB:

Traffic Planning and Design, Inc
2500 East High Street

Suite 650
Pottstown, Pennsylvania, United States  19464

610.326.3100

Count Name: 1 Route 100 &
Font Road
Site Code:
Start Date: 06/08/2023
Page No: 3

Turning Movement Peak Hour Data (7:00 AM)

Start Time

Eastbound St. Northbound St. Southbound St.
Eastbound Northbound Southbound

Left Right Peds App. Total Left Thru Peds App. Total Thru Right Peds App. Total Int. Total
7:00 AM 2 57 0 59 15 56 0 71 175 1 0 176 306
7:15 AM 2 53 0 55 13 56 0 69 208 3 0 211 335
7:30 AM 2 45 0 47 24 72 0 96 209 1 0 210 353
7:45 AM 3 46 0 49 23 105 0 128 187 0 0 187 364

Total 9 201 0 210 75 289 0 364 779 5 0 784 1358
Approach % 4.3 95.7 - - 20.6 79.4 - - 99.4 0.6 - - -

Total % 0.7 14.8 - 15.5 5.5 21.3 - 26.8 57.4 0.4 - 57.7 -
PHF 0.750 0.882 - 0.890 0.781 0.688 - 0.711 0.932 0.417 - 0.929 0.933

Lights 5 197 - 202 64 264 - 328 735 4 - 739 1269
% Lights 55.6 98.0 - 96.2 85.3 91.3 - 90.1 94.4 80.0 - 94.3 93.4

Other Vehicles 4 4 - 8 11 25 - 36 44 1 - 45 89
% Other Vehicles 44.4 2.0 - 3.8 14.7 8.7 - 9.9 5.6 20.0 - 5.7 6.6

Pedestrians - - 0 - - - 0 - - - 0 - -
% Pedestrians - - - - - - - - - - - - -



 

Counter: MIO:
Set up By JB:

Traffic Planning and Design, Inc
2500 East High Street

Suite 650
Pottstown, Pennsylvania, United States  19464

610.326.3100

Count Name: 1 Route 100 &
Font Road
Site Code:
Start Date: 06/08/2023
Page No: 4

Peak Hour Data

06/08/2023 7:00 AM
Ending At
06/08/2023 8:00 AM

Lights
Other Vehicles
Pedestrians

Southbound St. [SB]
Out In Total
269 739 1008
29 45 74
0 0 0

298 784 1082

4 735 0
1 44 0
0 0 0
5 779 0
R T P

0 0 0 0 O
ut

0 0 0 0 In

0 0 0 0
Total

Fake Approach [W
B]

932 328 1260
48 36 84
0 0 0

980 364 1344
Out In Total
Northbound St. [NB]

L T P
64 264 0
11 25 0
0 0 0

75 289 0

Ea
st

bo
un

d 
St

. [
EB

]
To

ta
l

27
0

20 0 29
0

In 20
2 8 0 21
0

O
ut 68 12 0 80

5 4 0 9 L

19
7 4 0 20
1 R

0 0 0 0 P

Turning Movement Peak Hour Data Plot (7:00 AM)



 

Counter: MIO:
Set up By JB:

Traffic Planning and Design, Inc
2500 East High Street

Suite 650
Pottstown, Pennsylvania, United States  19464

610.326.3100

Count Name: 1 Route 100 &
Font Road
Site Code:
Start Date: 06/08/2023
Page No: 5

Turning Movement Peak Hour Data (4:45 PM)

Start Time

Eastbound St. Northbound St. Southbound St.
Eastbound Northbound Southbound

Left Right Peds App. Total Left Thru Peds App. Total Thru Right Peds App. Total Int. Total
4:45 PM 4 38 0 42 48 208 0 256 134 3 0 137 435
5:00 PM 3 32 0 35 62 219 0 281 106 5 0 111 427
5:15 PM 3 45 0 48 85 213 0 298 128 4 0 132 478
5:30 PM 3 42 0 45 61 214 0 275 130 4 0 134 454

Total 13 157 0 170 256 854 0 1110 498 16 0 514 1794
Approach % 7.6 92.4 - - 23.1 76.9 - - 96.9 3.1 - - -

Total % 0.7 8.8 - 9.5 14.3 47.6 - 61.9 27.8 0.9 - 28.7 -
PHF 0.813 0.872 - 0.885 0.753 0.975 - 0.931 0.929 0.800 - 0.938 0.938

Lights 12 157 - 169 253 839 - 1092 484 14 - 498 1759
% Lights 92.3 100.0 - 99.4 98.8 98.2 - 98.4 97.2 87.5 - 96.9 98.0

Other Vehicles 1 0 - 1 3 15 - 18 14 2 - 16 35
% Other Vehicles 7.7 0.0 - 0.6 1.2 1.8 - 1.6 2.8 12.5 - 3.1 2.0

Pedestrians - - 0 - - - 0 - - - 0 - -
% Pedestrians - - - - - - - - - - - - -



 

Counter: MIO:
Set up By JB:

Traffic Planning and Design, Inc
2500 East High Street

Suite 650
Pottstown, Pennsylvania, United States  19464

610.326.3100

Count Name: 1 Route 100 &
Font Road
Site Code:
Start Date: 06/08/2023
Page No: 6

Peak Hour Data

06/08/2023 4:45 PM
Ending At
06/08/2023 5:45 PM

Lights
Other Vehicles
Pedestrians

Southbound St. [SB]
Out In Total
851 498 1349
16 16 32
0 0 0

867 514 1381

14 484 0
2 14 0
0 0 0

16 498 0
R T P

0 0 0 0 O
ut

0 0 0 0 In

0 0 0 0
Total

Fake Approach [W
B]

641 1092 1733
14 18 32
0 0 0

655 1110 1765
Out In Total
Northbound St. [NB]

L T P
253 839 0
3 15 0
0 0 0

256 854 0

Ea
st

bo
un

d 
St

. [
EB

]
To

ta
l

43
6 6 0 44
2

In 16
9 1 0 17
0

O
ut

26
7 5 0 27
2

12 1 0 13 L

15
7 0 0 15
7 R

0 0 0 0 P

Turning Movement Peak Hour Data Plot (4:45 PM)



 

Counter: MIO:
Set up By JB:

Traffic Planning and Design, Inc
2500 East High Street

Suite 650
Pottstown, Pennsylvania, United States  19464

610.326.3100

Count Name: 2 Route 100 &
Fellowship Road
Site Code:
Start Date: 06/08/2023
Page No: 1

Turning Movement Data

Start Time

Reserve Drive Fellowship Road Route 100 Route 100
Eastbound Westbound Northbound Southbound

Left Thru Right
Right

on
Red

Peds App.
Total Left Thru Right

Right
on

Red
Peds App.

Total Left Thru Right
Right

on
Red

Peds App.
Total Left Thru Right

Right
on

Red
Peds App.

Total
Int.

Total

7:00 AM 0 0 19 3 0 22 31 0 4 0 0 35 2 72 7 0 0 81 5 225 2 0 0 232 370
7:15 AM 0 0 15 1 0 16 34 0 4 0 0 38 3 66 13 5 1 87 10 233 1 0 0 244 385
7:30 AM 3 0 11 1 0 15 21 0 3 0 0 24 7 90 11 1 0 109 3 230 0 0 0 233 381
7:45 AM 0 0 19 0 0 19 60 2 8 1 0 71 7 120 16 4 0 147 5 211 0 0 0 216 453

Hourly Total 3 0 64 5 0 72 146 2 19 1 0 168 19 348 47 10 1 424 23 899 3 0 0 925 1589
8:00 AM 0 0 8 7 0 15 60 1 6 7 0 74 4 93 13 3 0 113 9 176 0 0 0 185 387
8:15 AM 0 0 10 15 0 25 55 1 1 8 0 65 3 97 8 6 0 114 4 191 0 0 0 195 399
8:30 AM 0 0 11 6 0 17 50 0 2 5 0 57 1 122 26 4 0 153 6 202 0 1 0 209 436
8:45 AM 2 0 9 7 0 18 43 1 3 2 0 49 8 123 18 9 0 158 13 179 0 0 0 192 417

Hourly Total 2 0 38 35 0 75 208 3 12 22 0 245 16 435 65 22 0 538 32 748 0 1 0 781 1639
*** BREAK *** - - - - - - - - - - - - - - - - - - - - - - - - -

4:00 PM 0 3 10 1 0 14 24 3 9 2 0 38 7 257 36 9 0 309 4 155 0 0 0 159 520
4:15 PM 3 2 7 5 0 17 30 5 2 3 0 40 7 267 30 6 0 310 2 169 0 0 0 171 538
4:30 PM 2 2 22 2 0 28 30 0 4 5 0 39 17 263 27 1 0 308 3 165 0 0 0 168 543
4:45 PM 0 1 10 2 0 13 38 0 4 1 0 43 16 246 27 2 0 291 5 160 1 1 0 167 514

Hourly Total 5 8 49 10 0 72 122 8 19 11 0 160 47 1033 120 18 0 1218 14 649 1 1 0 665 2115
5:00 PM 1 1 8 11 0 21 40 4 2 1 0 47 13 278 37 4 0 332 5 129 0 1 1 135 535
5:15 PM 1 3 8 10 0 22 28 1 3 4 0 36 9 292 51 4 0 356 5 178 0 0 0 183 597
5:30 PM 1 0 8 6 0 15 30 5 2 2 0 39 16 274 44 14 0 348 6 160 1 1 0 168 570
5:45 PM 1 2 7 6 0 16 43 1 3 1 0 48 9 216 40 6 0 271 11 162 0 1 0 174 509

Hourly Total 4 6 31 33 0 74 141 11 10 8 0 170 47 1060 172 28 0 1307 27 629 1 3 1 660 2211
Grand Total 14 14 182 83 0 293 617 24 60 42 0 743 129 2876 404 78 1 3487 96 2925 5 5 1 3031 7554
Approach % 4.8 4.8 62.1 28.3 - - 83.0 3.2 8.1 5.7 - - 3.7 82.5 11.6 2.2 - - 3.2 96.5 0.2 0.2 - - -

Total % 0.2 0.2 2.4 1.1 - 3.9 8.2 0.3 0.8 0.6 - 9.8 1.7 38.1 5.3 1.0 - 46.2 1.3 38.7 0.1 0.1 - 40.1 -
Lights 12 14 178 81 - 285 598 23 53 41 - 715 129 2783 390 75 - 3377 94 2827 3 5 - 2929 7306

% Lights 85.7 100.0 97.8 97.6 - 97.3 96.9 95.8 88.3 97.6 - 96.2 100.0 96.8 96.5 96.2 - 96.8 97.9 96.6 60.0 100.0 - 96.6 96.7
Other

Vehicles 2 0 4 2 - 8 19 1 7 1 - 28 0 93 14 3 - 110 2 98 2 0 - 102 248

% Other
Vehicles 14.3 0.0 2.2 2.4 - 2.7 3.1 4.2 11.7 2.4 - 3.8 0.0 3.2 3.5 3.8 - 3.2 2.1 3.4 40.0 0.0 - 3.4 3.3

Pedestrians - - - - 0 - - - - - 0 - - - - - 1 - - - - - 1 - -
%

Pedestrians - - - - - - - - - - - - - - - - 100.0 - - - - - 100.0 - -



 

Counter: MIO:
Set up By JB:

Traffic Planning and Design, Inc
2500 East High Street

Suite 650
Pottstown, Pennsylvania, United States  19464

610.326.3100

Count Name: 2 Route 100 &
Fellowship Road
Site Code:
Start Date: 06/08/2023
Page No: 2

06/08/2023 7:00 AM
Ending At
06/08/2023 6:00 PM

Lights
Other Vehicles
Pedestrians

Route 100 [SB]
Out In Total

2889 2929 5818
103 102 205
0 0 0

2992 3031 6023

8 2827 94 0
2 98 2 0
0 0 0 1

10 2925 96 1
R T L P

592 0 19
573
O

ut

743 0 28
715
In

1335
0 47

1288
Total

Fellow
ship R

oad [W
B]

R 102 0 8 94

T 24 0 1 23

L 617 0 19
598

P 0 0 0 0

3684 3377 7061
123 110 233
0 0 0

3807 3487 7294
Out In Total

Route 100 [NB]

L T R P
129 2783 465 0
0 93 17 0
0 0 0 1

129 2876 482 1

R
es

er
ve
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e 
[E

B] To
ta

l
44

5
11 0 45

6

In 28
5 8 0 29
3

O
ut

16
0 3 0 16
3

12 2 0 14 L

14 0 0 14 T

25
9 6 0 26
5 R

0 0 0 0 P

Turning Movement Data Plot



 

Counter: MIO:
Set up By JB:

Traffic Planning and Design, Inc
2500 East High Street

Suite 650
Pottstown, Pennsylvania, United States  19464

610.326.3100

Count Name: 2 Route 100 &
Fellowship Road
Site Code:
Start Date: 06/08/2023
Page No: 3

Turning Movement Peak Hour Data (7:45 AM)

Start Time

Reserve Drive Fellowship Road Route 100 Route 100
Eastbound Westbound Northbound Southbound

Left Thru Right
Right

on
Red

Peds App.
Total Left Thru Right

Right
on

Red
Peds App.

Total Left Thru Right
Right

on
Red

Peds App.
Total Left Thru Right

Right
on

Red
Peds App.

Total
Int.

Total

7:45 AM 0 0 19 0 0 19 60 2 8 1 0 71 7 120 16 4 0 147 5 211 0 0 0 216 453
8:00 AM 0 0 8 7 0 15 60 1 6 7 0 74 4 93 13 3 0 113 9 176 0 0 0 185 387
8:15 AM 0 0 10 15 0 25 55 1 1 8 0 65 3 97 8 6 0 114 4 191 0 0 0 195 399
8:30 AM 0 0 11 6 0 17 50 0 2 5 0 57 1 122 26 4 0 153 6 202 0 1 0 209 436

Total 0 0 48 28 0 76 225 4 17 21 0 267 15 432 63 17 0 527 24 780 0 1 0 805 1675
Approach % 0.0 0.0 63.2 36.8 - - 84.3 1.5 6.4 7.9 - - 2.8 82.0 12.0 3.2 - - 3.0 96.9 0.0 0.1 - - -

Total % 0.0 0.0 2.9 1.7 - 4.5 13.4 0.2 1.0 1.3 - 15.9 0.9 25.8 3.8 1.0 - 31.5 1.4 46.6 0.0 0.1 - 48.1 -
PHF 0.000 0.000 0.632 0.467 - 0.760 0.938 0.500 0.531 0.656 - 0.902 0.536 0.885 0.606 0.708 - 0.861 0.667 0.924 0.000 0.250 - 0.932 0.924

Lights 0 0 46 27 - 73 214 3 13 20 - 250 15 402 58 17 - 492 23 751 0 1 - 775 1590
% Lights - - 95.8 96.4 - 96.1 95.1 75.0 76.5 95.2 - 93.6 100.0 93.1 92.1 100.0 - 93.4 95.8 96.3 - 100.0 - 96.3 94.9

Other
Vehicles 0 0 2 1 - 3 11 1 4 1 - 17 0 30 5 0 - 35 1 29 0 0 - 30 85

% Other
Vehicles - - 4.2 3.6 - 3.9 4.9 25.0 23.5 4.8 - 6.4 0.0 6.9 7.9 0.0 - 6.6 4.2 3.7 - 0.0 - 3.7 5.1

Pedestrians - - - - 0 - - - - - 0 - - - - - 0 - - - - - 0 - -
%

Pedestrians - - - - - - - - - - - - - - - - - - - - - - - - -



 

Counter: MIO:
Set up By JB:

Traffic Planning and Design, Inc
2500 East High Street

Suite 650
Pottstown, Pennsylvania, United States  19464

610.326.3100

Count Name: 2 Route 100 &
Fellowship Road
Site Code:
Start Date: 06/08/2023
Page No: 4

Peak Hour Data

06/08/2023 7:45 AM
Ending At
06/08/2023 8:45 AM

Lights
Other Vehicles
Pedestrians

Route 100 [SB]
Out In Total
435 775 1210
35 30 65
0 0 0

470 805 1275

1 751 23 0
0 29 1 0
0 0 0 0
1 780 24 0
R T L P

104 0 6 98
O

ut

267 0 17
250
In

371 0 23
348
Total

Fellow
ship R

oad [W
B]

R 38 0 5 33

T 4 0 1 3

L 225 0 11
214

P 0 0 0 0

1038 492 1530
43 35 78
0 0 0

1081 527 1608
Out In Total

Route 100 [NB]

L T R P
15 402 75 0
0 30 5 0
0 0 0 0

15 432 80 0

R
es

er
ve

 D
riv

e 
[E

B] To
ta

l
92 4 0 96

In 73 3 0 76

O
ut 19 1 0 20

0 0 0 0 L

0 0 0 0 T

73 3 0 76 R

0 0 0 0 P

Turning Movement Peak Hour Data Plot (7:45 AM)



 

Counter: MIO:
Set up By JB:

Traffic Planning and Design, Inc
2500 East High Street

Suite 650
Pottstown, Pennsylvania, United States  19464

610.326.3100

Count Name: 2 Route 100 &
Fellowship Road
Site Code:
Start Date: 06/08/2023
Page No: 5

Turning Movement Peak Hour Data (4:45 PM)

Start Time

Reserve Drive Fellowship Road Route 100 Route 100
Eastbound Westbound Northbound Southbound

Left Thru Right
Right

on
Red

Peds App.
Total Left Thru Right

Right
on

Red
Peds App.

Total Left Thru Right
Right

on
Red

Peds App.
Total Left Thru Right

Right
on

Red
Peds App.

Total
Int.

Total

4:45 PM 0 1 10 2 0 13 38 0 4 1 0 43 16 246 27 2 0 291 5 160 1 1 0 167 514
5:00 PM 1 1 8 11 0 21 40 4 2 1 0 47 13 278 37 4 0 332 5 129 0 1 1 135 535
5:15 PM 1 3 8 10 0 22 28 1 3 4 0 36 9 292 51 4 0 356 5 178 0 0 0 183 597
5:30 PM 1 0 8 6 0 15 30 5 2 2 0 39 16 274 44 14 0 348 6 160 1 1 0 168 570

Total 3 5 34 29 0 71 136 10 11 8 0 165 54 1090 159 24 0 1327 21 627 2 3 1 653 2216
Approach % 4.2 7.0 47.9 40.8 - - 82.4 6.1 6.7 4.8 - - 4.1 82.1 12.0 1.8 - - 3.2 96.0 0.3 0.5 - - -

Total % 0.1 0.2 1.5 1.3 - 3.2 6.1 0.5 0.5 0.4 - 7.4 2.4 49.2 7.2 1.1 - 59.9 0.9 28.3 0.1 0.1 - 29.5 -
PHF 0.750 0.417 0.850 0.659 - 0.807 0.850 0.500 0.688 0.500 - 0.878 0.844 0.933 0.779 0.429 - 0.932 0.875 0.881 0.500 0.750 - 0.892 0.928

Lights 3 5 34 28 - 70 135 10 11 8 - 164 54 1074 156 23 - 1307 21 615 2 3 - 641 2182
% Lights 100.0 100.0 100.0 96.6 - 98.6 99.3 100.0 100.0 100.0 - 99.4 100.0 98.5 98.1 95.8 - 98.5 100.0 98.1 100.0 100.0 - 98.2 98.5

Other
Vehicles 0 0 0 1 - 1 1 0 0 0 - 1 0 16 3 1 - 20 0 12 0 0 - 12 34

% Other
Vehicles 0.0 0.0 0.0 3.4 - 1.4 0.7 0.0 0.0 0.0 - 0.6 0.0 1.5 1.9 4.2 - 1.5 0.0 1.9 0.0 0.0 - 1.8 1.5

Pedestrians - - - - 0 - - - - - 0 - - - - - 0 - - - - - 1 - -
%

Pedestrians - - - - - - - - - - - - - - - - - - - - - - 100.0 - -



 

Counter: MIO:
Set up By JB:

Traffic Planning and Design, Inc
2500 East High Street

Suite 650
Pottstown, Pennsylvania, United States  19464

610.326.3100

Count Name: 2 Route 100 &
Fellowship Road
Site Code:
Start Date: 06/08/2023
Page No: 6

Peak Hour Data

06/08/2023 4:45 PM
Ending At
06/08/2023 5:45 PM

Lights
Other Vehicles
Pedestrians

Route 100 [SB]
Out In Total

1096 641 1737
16 12 28
0 0 0

1112 653 1765

5 615 21 0
0 12 0 0
0 0 0 1
5 627 21 1
R T L P

209 0 4 205
O

ut

165 0 1 164
In

374 0 5 369
Total

Fellow
ship R

oad [W
B]

R 19 0 0 19

T 10 0 0 10

L 136 0 1 135

P 0 0 0 0

812 1307 2119
14 20 34
0 0 0

826 1327 2153
Out In Total

Route 100 [NB]

L T R P
54 1074 179 0
0 16 4 0
0 0 0 0

54 1090 183 0

R
es

er
ve
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riv

e 
[E

B] To
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l
13

9 1 0 14
0

In 70 1 0 71

O
ut 69 0 0 69

3 0 0 3 L

5 0 0 5 T

62 1 0 63 R

0 0 0 0 P

Turning Movement Peak Hour Data Plot (4:45 PM)



 

Counter: MIO:
Set up By JB:

Traffic Planning and Design, Inc
2500 East High Street

Suite 650
Pottstown, Pennsylvania, United States  19464

610.326.3100

Count Name: 3 Route 100 &
Garrison Road-Milford Road
Site Code:
Start Date: 06/08/2023
Page No: 1

Turning Movement Data

Start Time

Milford Road Garrison Road Route 100 Route 100
Eastbound Westbound Northbound Southbound

Left Thru Right Peds App.
Total Left Thru Right Peds App.

Total Left Thru Right Peds App.
Total Left Thru Right Peds App.

Total
Int.

Total
7:00 AM 4 1 5 0 10 11 0 1 1 12 1 54 3 0 58 0 164 4 0 168 248
7:15 AM 5 1 1 0 7 14 0 2 0 16 1 52 2 0 55 2 192 4 0 198 276
7:30 AM 3 0 5 0 8 9 1 4 0 14 4 68 4 0 76 1 198 6 0 205 303
7:45 AM 7 1 3 0 11 4 1 2 0 7 1 106 2 0 109 2 182 0 0 184 311

Hourly Total 19 3 14 0 36 38 2 9 1 49 7 280 11 0 298 5 736 14 0 755 1138
8:00 AM 3 1 2 0 6 5 0 3 0 8 4 72 3 0 79 4 125 4 0 133 226
8:15 AM 6 0 6 0 12 12 1 2 0 15 1 68 3 0 72 2 147 7 0 156 255
8:30 AM 6 1 7 0 14 12 1 2 0 15 3 94 5 0 102 2 162 3 0 167 298
8:45 AM 4 0 4 0 8 10 0 0 0 10 5 87 8 0 100 1 121 2 0 124 242

Hourly Total 19 2 19 0 40 39 2 7 0 48 13 321 19 0 353 9 555 16 0 580 1021
*** BREAK *** - - - - - - - - - - - - - - - - - - - - -

4:00 PM 8 1 7 0 16 11 0 1 0 12 6 200 6 0 212 1 100 2 0 103 343
4:15 PM 3 1 2 0 6 14 1 0 0 15 4 204 12 0 220 2 117 4 0 123 364
4:30 PM 3 0 4 0 7 8 0 3 0 11 1 204 13 0 218 1 122 6 0 129 365
4:45 PM 4 0 4 0 8 10 0 2 0 12 9 190 10 0 209 3 120 9 0 132 361

Hourly Total 18 2 17 0 37 43 1 6 0 50 20 798 41 0 859 7 459 21 0 487 1433
5:00 PM 4 0 6 0 10 14 1 4 0 19 3 202 21 0 226 4 89 4 0 97 352
5:15 PM 3 1 3 0 7 17 1 1 0 19 4 196 12 0 212 2 116 4 0 122 360
5:30 PM 1 1 1 0 3 8 1 3 2 12 2 210 10 0 222 9 114 4 0 127 364
5:45 PM 4 1 6 0 11 18 1 2 0 21 3 147 11 0 161 5 106 0 0 111 304

Hourly Total 12 3 16 0 31 57 4 10 2 71 12 755 54 0 821 20 425 12 0 457 1380
Grand Total 68 10 66 0 144 177 9 32 3 218 52 2154 125 0 2331 41 2175 63 0 2279 4972
Approach % 47.2 6.9 45.8 - - 81.2 4.1 14.7 - - 2.2 92.4 5.4 - - 1.8 95.4 2.8 - - -

Total % 1.4 0.2 1.3 - 2.9 3.6 0.2 0.6 - 4.4 1.0 43.3 2.5 - 46.9 0.8 43.7 1.3 - 45.8 -
Lights 65 9 65 - 139 171 8 31 - 210 51 2074 119 - 2244 37 2090 60 - 2187 4780

% Lights 95.6 90.0 98.5 - 96.5 96.6 88.9 96.9 - 96.3 98.1 96.3 95.2 - 96.3 90.2 96.1 95.2 - 96.0 96.1
Other Vehicles 3 1 1 - 5 6 1 1 - 8 1 80 6 - 87 4 85 3 - 92 192

% Other
Vehicles 4.4 10.0 1.5 - 3.5 3.4 11.1 3.1 - 3.7 1.9 3.7 4.8 - 3.7 9.8 3.9 4.8 - 4.0 3.9

Pedestrians - - - 0 - - - - 3 - - - - 0 - - - - 0 - -
% Pedestrians - - - - - - - - 100.0 - - - - - - - - - - - -



 

Counter: MIO:
Set up By JB:

Traffic Planning and Design, Inc
2500 East High Street

Suite 650
Pottstown, Pennsylvania, United States  19464

610.326.3100

Count Name: 3 Route 100 &
Garrison Road-Milford Road
Site Code:
Start Date: 06/08/2023
Page No: 2

06/08/2023 7:00 AM
Ending At
06/08/2023 6:00 PM

Lights
Other Vehicles
Pedestrians

Route 100 [SB]
Out In Total

2170 2187 4357
84 92 176
0 0 0

2254 2279 4533

60 2090 37 0
3 85 4 0
0 0 0 0

63 2175 41 0
R T L P

176 0 11
165
O

ut

218 0 8 210
In

394 0 19
375
Total

G
arrison R

oad [W
B]

R 32 0 1 31

T 9 0 1 8

L 177 0 6 171

P 3 3 0 0

2326 2244 4570
92 87 179
0 0 0

2418 2331 4749
Out In Total

Route 100  [NB]

L T R P
51 2074 119 0
1 80 6 0
0 0 0 0

52 2154 125 0

M
ilf

or
d 

R
oa

d 
[E

B] To
ta

l
25

8
10 0 26

8

In 13
9 5 0 14
4

O
ut

11
9 5 0 12
4

65 3 0 68 L

9 1 0 10 T

65 1 0 66 R

0 0 0 0 P

Turning Movement Data Plot



 

Counter: MIO:
Set up By JB:

Traffic Planning and Design, Inc
2500 East High Street

Suite 650
Pottstown, Pennsylvania, United States  19464

610.326.3100

Count Name: 3 Route 100 &
Garrison Road-Milford Road
Site Code:
Start Date: 06/08/2023
Page No: 3

Turning Movement Peak Hour Data (7:00 AM)

Start Time

Milford Road Garrison Road Route 100 Route 100
Eastbound Westbound Northbound Southbound

Left Thru Right Peds App.
Total Left Thru Right Peds App.

Total Left Thru Right Peds App.
Total Left Thru Right Peds App.

Total
Int.

Total
7:00 AM 4 1 5 0 10 11 0 1 1 12 1 54 3 0 58 0 164 4 0 168 248
7:15 AM 5 1 1 0 7 14 0 2 0 16 1 52 2 0 55 2 192 4 0 198 276
7:30 AM 3 0 5 0 8 9 1 4 0 14 4 68 4 0 76 1 198 6 0 205 303
7:45 AM 7 1 3 0 11 4 1 2 0 7 1 106 2 0 109 2 182 0 0 184 311

Total 19 3 14 0 36 38 2 9 1 49 7 280 11 0 298 5 736 14 0 755 1138
Approach % 52.8 8.3 38.9 - - 77.6 4.1 18.4 - - 2.3 94.0 3.7 - - 0.7 97.5 1.9 - - -

Total % 1.7 0.3 1.2 - 3.2 3.3 0.2 0.8 - 4.3 0.6 24.6 1.0 - 26.2 0.4 64.7 1.2 - 66.3 -
PHF 0.679 0.750 0.700 - 0.818 0.679 0.500 0.563 - 0.766 0.438 0.660 0.688 - 0.683 0.625 0.929 0.583 - 0.921 0.915

Lights 19 2 14 - 35 37 2 9 - 48 7 258 6 - 271 4 699 14 - 717 1071
% Lights 100.0 66.7 100.0 - 97.2 97.4 100.0 100.0 - 98.0 100.0 92.1 54.5 - 90.9 80.0 95.0 100.0 - 95.0 94.1

Other Vehicles 0 1 0 - 1 1 0 0 - 1 0 22 5 - 27 1 37 0 - 38 67
% Other
Vehicles 0.0 33.3 0.0 - 2.8 2.6 0.0 0.0 - 2.0 0.0 7.9 45.5 - 9.1 20.0 5.0 0.0 - 5.0 5.9

Pedestrians - - - 0 - - - - 1 - - - - 0 - - - - 0 - -
% Pedestrians - - - - - - - - 100.0 - - - - - - - - - - - -



 

Counter: MIO:
Set up By JB:

Traffic Planning and Design, Inc
2500 East High Street

Suite 650
Pottstown, Pennsylvania, United States  19464

610.326.3100

Count Name: 3 Route 100 &
Garrison Road-Milford Road
Site Code:
Start Date: 06/08/2023
Page No: 4

Peak Hour Data

06/08/2023 7:00 AM
Ending At
06/08/2023 8:00 AM

Lights
Other Vehicles
Pedestrians

Route 100 [SB]
Out In Total
286 717 1003
22 38 60
0 0 0

308 755 1063

14 699 4 0
0 37 1 0
0 0 0 0

14 736 5 0
R T L P

19 0 7 12
O

ut

49 0 1 48 In

68 0 8 60
Total

G
arrison R

oad [W
B]

R 9 0 0 9

T 2 0 0 2

L 38 0 1 37

P 1 1 0 0

750 271 1021
38 27 65
0 0 0

788 298 1086
Out In Total

Route 100  [NB]

L T R P
7 258 6 0
0 22 5 0
0 0 0 0
7 280 11 0

M
ilf

or
d 

R
oa

d 
[E

B] To
ta

l
58 1 0 59

In 35 1 0 36

O
ut 23 0 0 23

19 0 0 19 L

2 1 0 3 T

14 0 0 14 R

0 0 0 0 P

Turning Movement Peak Hour Data Plot (7:00 AM)



 

Counter: MIO:
Set up By JB:

Traffic Planning and Design, Inc
2500 East High Street

Suite 650
Pottstown, Pennsylvania, United States  19464

610.326.3100

Count Name: 3 Route 100 &
Garrison Road-Milford Road
Site Code:
Start Date: 06/08/2023
Page No: 5

Turning Movement Peak Hour Data (4:15 PM)

Start Time

Milford Road Garrison Road Route 100 Route 100
Eastbound Westbound Northbound Southbound

Left Thru Right Peds App.
Total Left Thru Right Peds App.

Total Left Thru Right Peds App.
Total Left Thru Right Peds App.

Total
Int.

Total
4:15 PM 3 1 2 0 6 14 1 0 0 15 4 204 12 0 220 2 117 4 0 123 364
4:30 PM 3 0 4 0 7 8 0 3 0 11 1 204 13 0 218 1 122 6 0 129 365
4:45 PM 4 0 4 0 8 10 0 2 0 12 9 190 10 0 209 3 120 9 0 132 361
5:00 PM 4 0 6 0 10 14 1 4 0 19 3 202 21 0 226 4 89 4 0 97 352

Total 14 1 16 0 31 46 2 9 0 57 17 800 56 0 873 10 448 23 0 481 1442
Approach % 45.2 3.2 51.6 - - 80.7 3.5 15.8 - - 1.9 91.6 6.4 - - 2.1 93.1 4.8 - - -

Total % 1.0 0.1 1.1 - 2.1 3.2 0.1 0.6 - 4.0 1.2 55.5 3.9 - 60.5 0.7 31.1 1.6 - 33.4 -
PHF 0.875 0.250 0.667 - 0.775 0.821 0.500 0.563 - 0.750 0.472 0.980 0.667 - 0.966 0.625 0.918 0.639 - 0.911 0.988

Lights 13 1 15 - 29 45 2 9 - 56 17 784 55 - 856 10 440 23 - 473 1414
% Lights 92.9 100.0 93.8 - 93.5 97.8 100.0 100.0 - 98.2 100.0 98.0 98.2 - 98.1 100.0 98.2 100.0 - 98.3 98.1

Other Vehicles 1 0 1 - 2 1 0 0 - 1 0 16 1 - 17 0 8 0 - 8 28
% Other
Vehicles 7.1 0.0 6.3 - 6.5 2.2 0.0 0.0 - 1.8 0.0 2.0 1.8 - 1.9 0.0 1.8 0.0 - 1.7 1.9

Pedestrians - - - 0 - - - - 0 - - - - 0 - - - - 0 - -
% Pedestrians - - - - - - - - - - - - - - - - - - - - -



 

Counter: MIO:
Set up By JB:

Traffic Planning and Design, Inc
2500 East High Street

Suite 650
Pottstown, Pennsylvania, United States  19464

610.326.3100

Count Name: 3 Route 100 &
Garrison Road-Milford Road
Site Code:
Start Date: 06/08/2023
Page No: 6

Peak Hour Data

06/08/2023 4:15 PM
Ending At
06/08/2023 5:15 PM

Lights
Other Vehicles
Pedestrians

Route 100 [SB]
Out In Total
806 473 1279
17 8 25
0 0 0

823 481 1304

23 440 10 0
0 8 0 0
0 0 0 0

23 448 10 0
R T L P

67 0 1 66
O

ut

57 0 1 56 In

124 0 2 122
Total

G
arrison R

oad [W
B]

R 9 0 0 9

T 2 0 0 2

L 46 0 1 45

P 0 0 0 0

500 856 1356
10 17 27
0 0 0

510 873 1383
Out In Total

Route 100  [NB]

L T R P
17 784 55 0
0 16 1 0
0 0 0 0

17 800 56 0

M
ilf

or
d 

R
oa

d 
[E

B] To
ta

l
71 2 0 73

In 29 2 0 31

O
ut 42 0 0 42

13 1 0 14 L

1 0 0 1 T

15 1 0 16 R

0 0 0 0 P

Turning Movement Peak Hour Data Plot (4:15 PM)



 

APPENDIX D: 

Nearby Development Data  

  



McKee-Fetters Tract 
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FIGURE D-1

MCKEE FETTERS TRACT 
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SCHEMATIC DRAWING:NOT TO SCALE

PROPOSED DRIVEWAY

KEY:

Est. 1989

TRAFFIC PLANNING AND DESIGN, INC.
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Byers Station Parcel 5C Lot 2B 
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FIGURE D-2

BYERS STATION PARCEL 5C LOT 2B 
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Byers Station Parcel 6C 
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FIGURE D-3

BYERS STATION PARCEL 6C 
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100 Greenridge Road  

Residential Development  
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FIGURE D-4

100 GREENRIDGE ROAD RESIDENTIAL 
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APPENDIX E: 

Volume Development Spreadsheets  

& Trip Assignment Data 

 

 

  



 

Volume Development Spreadsheets 

  



3/4/2024

Traffic Volumes Worksheet

Intersection: 

Synchro Node: 1 Adjacent intersections: West 0 East 0 North 0 South 0

Time Period:  Weekday A.M. Peak Hour

Intersection

left thru right left thru right left thru right left thru right Volume

2023 Existing Counts 9 201 75 289 779 5 1358

Balancing (0.48% compunded for 1 yr) 0 1 0 1 4 0 6

2024 Existing Volumes (Balanced) 9 202 75 290 783 5 1364

Base growth (0.48% compounded for 3 yrs) 0 3 1 4 11 0 19

McKee-Fetters Tract (~40% Built/Occupied) 4 4 7 2 3 20

Byers Station Parcel 5C Lot 2B 6 6 11 13 36

Byers Station Parcel 6C 2 2 4

100 Greenridge Road Residential 15 6 21

2027 Base Volumes 9 230 92 314 811 8 1464

ENTER = 51

EXIT = 20

Trip Assignment % - New Enter 10.0% 57.0% 33.0%

Trip Assignment % - New Exit 57.0% 10.0% 33.0%

New Trips 5 11 2 7 29 17 71

2027 Projected Volumes 9 5 230 11 2 7 92 314 29 17 811 8 1535

Time Period:  Weekday P.M. Peak Hour

Intersection

left thru right left thru right left thru right left thru right Volume

2023 Existing Counts 13 157 256 854 498 16 1794

Balancing (0.48% compunded for 1 yr) 0 1 1 4 2 0 8

2024 Existing Volumes (Balanced) 13 158 257 858 500 16 1802

Base growth (0.48% compounded for 3 yrs) 0 2 4 12 7 0 25

McKee-Fetters Tract (~40% Built/Occupied) 3 7 6 3 6 25

Byers Station Parcel 5C Lot 2B 6 7 13 12 38

Byers Station Parcel 6C 3 2 5

100 Greenridge Road Residential 12 20 32

2027 Base Volumes 13 181 295 892 524 22 1927

ENTER = 30

EXIT = 47

Trip Assignment % - New Enter 10.0% 57.0% 33.0%

Trip Assignment % - New Exit 57.0% 10.0% 33.0%

New Trips 3 27 5 15 17 10 77

2027 Projected Volumes 13 3 181 27 5 15 295 892 17 10 524 22 2004

Eastbound Westbound Northbound Southbound

TPD# TMAS.00013

Pottstown Pike (S.R. 0100) & Font Road/Proposed Driveway

Eastbound Westbound Northbound Southbound



3/4/2024

Traffic Volumes Worksheet

Intersection: 

Synchro Node: 2 Adjacent intersections: West 0 East 0 North 0 South 0

Time Period:  Weekday A.M. Peak Hour

Intersection

left thru right left thru right left thru right left thru right Volume

2023 Existing Counts 0 0 76 225 4 38 15 432 80 24 780 1 1675

Balancing (0.48% compunded for 1 yr) 0 0 0 1 0 0 0 2 0 0 4 0 7

2024 Existing Volumes (Balanced) 0 0 76 226 4 38 15 434 80 24 784 1 1682

Base growth (0.48% compounded for 3 yrs) 3 1 6 1 0 11 22

McKee-Fetters Tract (~40% Built/Occupied) 2 2 1 9 6 20

Byers Station Parcel 5C Lot 2B 4 17 3 19 43

Byers Station Parcel 6C 2 2 4

100 Greenridge Road Residential 6 15 21

2027 Base Volumes 2 0 78 233 4 39 16 474 84 24 837 1 1792

ENTER = 51

EXIT = 20

Trip Assignment % - New Enter 5.0% 52.0%

Trip Assignment % - New Exit 5.0% 52.0%

New Trips 3 26 1 10 40

2027 Projected Volumes 2 0 78 233 4 42 16 500 84 25 847 1 1832

Time Period:  Weekday P.M. Peak Hour

Intersection

left thru right left thru right left thru right left thru right Volume

2023 Existing Counts 3 5 63 136 10 19 54 1090 183 21 627 5 2216

Balancing (0.48% compunded for 1 yr) 0 0 0 1 0 0 0 5 1 0 3 0 10

2024 Existing Volumes (Balanced) 3 5 63 137 10 19 54 1095 184 21 630 5 2226

Base growth (0.48% compounded for 3 yrs) 2 0 16 3 0 9 30

McKee-Fetters Tract (~40% Built/Occupied) 1 1 2 12 4 2 22

Byers Station Parcel 5C Lot 2B 4 20 4 18 46

Byers Station Parcel 6C 3 2 5

100 Greenridge Road Residential 20 12 32

2027 Base Volumes 4 5 64 143 10 19 56 1166 191 21 675 7 2361

ENTER = 30

EXIT = 47

Trip Assignment % - New Enter 5.0% 52.0%

Trip Assignment % - New Exit 5.0% 52.0%

New Trips 1 16 2 25 44

2027 Projected Volumes 4 5 64 143 10 20 56 1182 191 23 700 7 2405

Eastbound Westbound Northbound Southbound

TPD# TMAS.00013

Pottstown Pike (S.R. 0100) & Reserve Drive/Fellowship Drive

Eastbound Westbound Northbound Southbound



3/4/2024

Traffic Volumes Worksheet

Intersection: 

Synchro Node: 3 Adjacent intersections: West 0 East 0 North 0 South 0

Time Period:  Weekday A.M. Peak Hour

Intersection

left thru right left thru right left thru right left thru right Volume

2023 Existing Counts 19 3 14 38 2 9 7 280 11 5 736 14 1138

Balancing (0.48% compunded for 1 yr) 0 0 0 0 0 0 0 1 0 0 4 0 5

2024 Existing Volumes (Balanced) 19 3 14 38 2 9 7 281 11 5 740 14 1143

Base growth (0.48% compounded for 3 yrs) 4 11 15

McKee-Fetters Tract (~40% Built/Occupied) 7 5 12

Byers Station Parcel 5C Lot 2B 11 13 24

Byers Station Parcel 6C 2 2 4

100 Greenridge Road Residential 2 1 3

2027 Base Volumes 21 3 14 38 2 9 7 305 11 5 771 15 1201

ENTER = 51

EXIT = 20

Trip Assignment % - New Enter 33.0%

Trip Assignment % - New Exit 33.0%

New Trips 7 17 24

2027 Projected Volumes 21 3 14 38 2 9 7 312 11 5 788 15 1225

Time Period:  Weekday P.M. Peak Hour

Intersection

left thru right left thru right left thru right left thru right Volume

2023 Existing Counts 14 1 16 46 2 9 17 800 56 10 448 23 1442

Balancing (0.48% compunded for 1 yr) 0 0 0 0 0 0 0 4 0 0 2 0 6

2024 Existing Volumes (Balanced) 14 1 16 46 2 9 17 804 56 10 450 23 1448

Base growth (0.48% compounded for 3 yrs) 12 7 19

McKee-Fetters Tract (~40% Built/Occupied) 6 9 15

Byers Station Parcel 5C Lot 2B 13 12 25

Byers Station Parcel 6C 3 2 5

100 Greenridge Road Residential 1 2 3

2027 Base Volumes 15 1 16 46 2 9 17 838 56 10 480 25 1515

ENTER = 30

EXIT = 47

Trip Assignment % - New Enter 33.0%

Trip Assignment % - New Exit 33.0%

New Trips 15 10 25

2027 Projected Volumes 15 1 16 46 2 9 17 853 56 10 490 25 1540

Eastbound Westbound Northbound Southbound

TPD# TMAS.00013

Pottstown Pike (S.R. 0100) & Milford Road/Garrison Drive

Eastbound Westbound Northbound Southbound



 

Trip Assignment Data 
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FIGURE E-1
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APPENDIX F: 

Critical/Follow-up Gap Data 

 

 

  



tc,x = tc, base + tc,HV*PHV + tc,G*G - t3,LT

where:

tc,x = critical headway for movement x (s)

tc,base = base crtitcal headway from Chapter 10 of PennDOT Publication 46

tc,HV = adjustment factor for heavy vehciles (1.0 for major streets with one lane in each direction;

   2.0 for major streets with two or three lanes in each direction) (s)
PHV = proportion of heavy vehciles for movement (expressed as a decimal; e.g., PHV=0.02 for 2% heavy vehciles)

tc,G = adjustment factor for grade (0.1 for Movement 9 and 12; 0.2 for Movements 7,8,10, and 11) (s)

G = percent grade (expressed as an integer; e.g., G= -2 for a 2% downhill grade)
tc,base = adjustment factor for intersction geometry (0.7 for minor street left-turn movement at three-leg intersections; 0.0 otherwise) (s)

GRADE 0 -1 1 -2 2 -3 3 -4 4 -5 5 -6 6 -7 7 -8 8 -9 9 -10 10

HV %

0 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3

1 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3

2 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3

3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3

4 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3

5 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4

6 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4

7 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4

8 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4

9 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4

10 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4

GRADE 0 -1 1 -2 2 -3 3 -4 4 -5 5 -6 6 -7 7 -8 8 -9 9 -10 10

HV %

0 7.1 6.9 7.3 6.7 7.5 6.5 7.7 6.3 7.9 6.1 8.1 5.9 8.3 5.7 8.5 5.5 8.7 5.3 8.9 5.1 9.1

1 7.1 6.9 7.3 6.7 7.5 6.5 7.7 6.3 7.9 6.1 8.1 5.9 8.3 5.7 8.5 5.5 8.7 5.3 8.9 5.1 9.1

2 7.1 6.9 7.3 6.7 7.5 6.5 7.7 6.3 7.9 6.1 8.1 5.9 8.3 5.7 8.5 5.5 8.7 5.3 8.9 5.1 9.1

3 7.1 6.9 7.3 6.7 7.5 6.5 7.7 6.3 7.9 6.1 8.1 5.9 8.3 5.7 8.5 5.5 8.7 5.3 8.9 5.1 9.1

4 7.1 6.9 7.3 6.7 7.5 6.5 7.7 6.3 7.9 6.1 8.1 5.9 8.3 5.7 8.5 5.5 8.7 5.3 8.9 5.1 9.1

5 7.2 7.0 7.4 6.8 7.6 6.6 7.8 6.4 8.0 6.2 8.2 6.0 8.4 5.8 8.6 5.6 8.8 5.4 9.0 5.2 9.2

6 7.2 7.0 7.4 6.8 7.6 6.6 7.8 6.4 8.0 6.2 8.2 6.0 8.4 5.8 8.6 5.6 8.8 5.4 9.0 5.2 9.2

7 7.2 7.0 7.4 6.8 7.6 6.6 7.8 6.4 8.0 6.2 8.2 6.0 8.4 5.8 8.6 5.6 8.8 5.4 9.0 5.2 9.2

8 7.2 7.0 7.4 6.8 7.6 6.6 7.8 6.4 8.0 6.2 8.2 6.0 8.4 5.8 8.6 5.6 8.8 5.4 9.0 5.2 9.2

9 7.2 7.0 7.4 6.8 7.6 6.6 7.8 6.4 8.0 6.2 8.2 6.0 8.4 5.8 8.6 5.6 8.8 5.4 9.0 5.2 9.2

10 7.2 7.0 7.4 6.8 7.6 6.6 7.8 6.4 8.0 6.2 8.2 6.0 8.4 5.8 8.6 5.6 8.8 5.4 9.0 5.2 9.2

GRADE 0 -1 1 -2 2 -3 3 -4 4 -5 5 -6 6 -7 7 -8 8 -9 9 -10 10

HV %

0 6.5 6.3 6.7 6.1 6.9 5.9 7.1 5.7 7.3 5.5 7.5 5.3 7.7 5.1 7.9 4.9 8.1 4.7 8.3 4.5 8.5

1 6.5 6.3 6.7 6.1 6.9 5.9 7.1 5.7 7.3 5.5 7.5 5.3 7.7 5.1 7.9 4.9 8.1 4.7 8.3 4.5 8.5

2 6.5 6.3 6.7 6.1 6.9 5.9 7.1 5.7 7.3 5.5 7.5 5.3 7.7 5.1 7.9 4.9 8.1 4.7 8.3 4.5 8.5

3 6.5 6.3 6.7 6.1 6.9 5.9 7.1 5.7 7.3 5.5 7.5 5.3 7.7 5.1 7.9 4.9 8.1 4.7 8.3 4.5 8.5

4 6.5 6.3 6.7 6.1 6.9 5.9 7.1 5.7 7.3 5.5 7.5 5.3 7.7 5.1 7.9 4.9 8.1 4.7 8.3 4.5 8.5

5 6.6 6.4 6.8 6.2 7.0 6.0 7.2 5.8 7.4 5.6 7.6 5.4 7.8 5.2 8.0 5.0 8.2 4.8 8.4 4.6 8.6

6 6.6 6.4 6.8 6.2 7.0 6.0 7.2 5.8 7.4 5.6 7.6 5.4 7.8 5.2 8.0 5.0 8.2 4.8 8.4 4.6 8.6

7 6.6 6.4 6.8 6.2 7.0 6.0 7.2 5.8 7.4 5.6 7.6 5.4 7.8 5.2 8.0 5.0 8.2 4.8 8.4 4.6 8.6

8 6.6 6.4 6.8 6.2 7.0 6.0 7.2 5.8 7.4 5.6 7.6 5.4 7.8 5.2 8.0 5.0 8.2 4.8 8.4 4.6 8.6

9 6.6 6.4 6.8 6.2 7.0 6.0 7.2 5.8 7.4 5.6 7.6 5.4 7.8 5.2 8.0 5.0 8.2 4.8 8.4 4.6 8.6

10 6.6 6.4 6.8 6.2 7.0 6.0 7.2 5.8 7.4 5.6 7.6 5.4 7.8 5.2 8.0 5.0 8.2 4.8 8.4 4.6 8.6

GRADE 0 -1 1 -2 2 -3 3 -4 4 -5 5 -6 6 -7 7 -8 8 -9 9 -10 10

HV %

0 6.2 6.1 6.3 6.0 6.4 5.9 6.5 5.8 6.6 5.7 6.7 5.6 6.8 5.5 6.9 5.4 7.0 5.3 7.1 5.2 7.2

1 6.2 6.1 6.3 6.0 6.4 5.9 6.5 5.8 6.6 5.7 6.7 5.6 6.8 5.5 6.9 5.4 7.0 5.3 7.1 5.2 7.2

2 6.2 6.1 6.3 6.0 6.4 5.9 6.5 5.8 6.6 5.7 6.7 5.6 6.8 5.5 6.9 5.4 7.0 5.3 7.1 5.2 7.2

3 6.2 6.1 6.3 6.0 6.4 5.9 6.5 5.8 6.6 5.7 6.7 5.6 6.8 5.5 6.9 5.4 7.0 5.3 7.1 5.2 7.2

4 6.2 6.1 6.3 6.0 6.4 5.9 6.5 5.8 6.6 5.7 6.7 5.6 6.8 5.5 6.9 5.4 7.0 5.3 7.1 5.2 7.2

5 6.3 6.2 6.4 6.1 6.5 6.0 6.6 5.9 6.7 5.8 6.8 5.7 6.9 5.6 7.0 5.5 7.1 5.4 7.2 5.3 7.3

6 6.3 6.2 6.4 6.1 6.5 6.0 6.6 5.9 6.7 5.8 6.8 5.7 6.9 5.6 7.0 5.5 7.1 5.4 7.2 5.3 7.3

7 6.3 6.2 6.4 6.1 6.5 6.0 6.6 5.9 6.7 5.8 6.8 5.7 6.9 5.6 7.0 5.5 7.1 5.4 7.2 5.3 7.3

8 6.3 6.2 6.4 6.1 6.5 6.0 6.6 5.9 6.7 5.8 6.8 5.7 6.9 5.6 7.0 5.5 7.1 5.4 7.2 5.3 7.3

9 6.3 6.2 6.4 6.1 6.5 6.0 6.6 5.9 6.7 5.8 6.8 5.7 6.9 5.6 7.0 5.5 7.1 5.4 7.2 5.3 7.3

10 6.3 6.2 6.4 6.1 6.5 6.0 6.6 5.9 6.7 5.8 6.8 5.7 6.9 5.6 7.0 5.5 7.1 5.4 7.2 5.3 7.3

BASED ON PENNSYLVANIA DEFAULT VALUES FROM CHAPTER 10 OF PENNDOT PUBLICATION 46

CRITICAL HEADWAY CALCULATIONS FOR TWSC INTERSECTION WITHIN SUBURBAN LAND USE CONTEXT

LEFT TURN FROM MAJOR ROADWAY - TWO LANES (tc, base = 4.3)

LEFT TURN FROM MINOR ROADWAY - TWO LANES - 4-LEG INTERSECTION (tc, base = 7.1)

THROUGH TRAFFIC ON MINOR ROADWAY - TWO LANES (tc, base = 6.5)

RIGHT TURN FROM MINOR ROADWAY - TWO LANES (tc, base = 6.2)



tc,x = tc, base + tc,HV*PHV + tc,G*G - t3,LT

where:

tc,x = critical headway for movement x (s)

tc,base = base crtitcal headway from Chapter 10 of PennDOT Publication 46

tc,HV = adjustment factor for heavy vehciles (1.0 for major streets with one lane in each direction;

   2.0 for major streets with two or three lanes in each direction) (s)
PHV = proportion of heavy vehciles for movement (expressed as a decimal; e.g., PHV=0.02 for 2% heavy vehciles)

tc,G = adjustment factor for grade (0.1 for Movement 9 and 12; 0.2 for Movements 7,8,10, and 11) (s)

G = percent grade (expressed as an integer; e.g., G= -2 for a 2% downhill grade)
tc,base = adjustment factor for intersction geometry (0.7 for minor street left-turn movement at three-leg intersections; 0.0 otherwise) (s)

GRADE 0 -1 1 -2 2 -3 3 -4 4 -5 5 -6 6 -7 7 -8 8 -9 9 -10 10

HV %

0 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3

1 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3

2 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3

3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3

4 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3 4.3

5 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4

6 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4

7 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4

8 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4

9 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4

10 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4 4.4

GRADE 0 -1 1 -2 2 -3 3 -4 4 -5 5 -6 6 -7 7 -8 8 -9 9 -10 10

HV %

0 6.4 6.2 6.6 6.0 6.8 5.8 7.0 5.6 7.2 5.4 7.4 5.2 7.6 5.0 7.8 4.8 8.0 4.6 8.2 4.4 8.4

1 6.4 6.2 6.6 6.0 6.8 5.8 7.0 5.6 7.2 5.4 7.4 5.2 7.6 5.0 7.8 4.8 8.0 4.6 8.2 4.4 8.4

2 6.4 6.2 6.6 6.0 6.8 5.8 7.0 5.6 7.2 5.4 7.4 5.2 7.6 5.0 7.8 4.8 8.0 4.6 8.2 4.4 8.4

3 6.4 6.2 6.6 6.0 6.8 5.8 7.0 5.6 7.2 5.4 7.4 5.2 7.6 5.0 7.8 4.8 8.0 4.6 8.2 4.4 8.4

4 6.4 6.2 6.6 6.0 6.8 5.8 7.0 5.6 7.2 5.4 7.4 5.2 7.6 5.0 7.8 4.8 8.0 4.6 8.2 4.4 8.4

5 6.5 6.3 6.7 6.1 6.9 5.9 7.1 5.7 7.3 5.5 7.5 5.3 7.7 5.1 7.9 4.9 8.1 4.7 8.3 4.5 8.5

6 6.5 6.3 6.7 6.1 6.9 5.9 7.1 5.7 7.3 5.5 7.5 5.3 7.7 5.1 7.9 4.9 8.1 4.7 8.3 4.5 8.5

7 6.5 6.3 6.7 6.1 6.9 5.9 7.1 5.7 7.3 5.5 7.5 5.3 7.7 5.1 7.9 4.9 8.1 4.7 8.3 4.5 8.5

8 6.5 6.3 6.7 6.1 6.9 5.9 7.1 5.7 7.3 5.5 7.5 5.3 7.7 5.1 7.9 4.9 8.1 4.7 8.3 4.5 8.5

9 6.5 6.3 6.7 6.1 6.9 5.9 7.1 5.7 7.3 5.5 7.5 5.3 7.7 5.1 7.9 4.9 8.1 4.7 8.3 4.5 8.5

10 6.5 6.3 6.7 6.1 6.9 5.9 7.1 5.7 7.3 5.5 7.5 5.3 7.7 5.1 7.9 4.9 8.1 4.7 8.3 4.5 8.5

GRADE 0 -1 1 -2 2 -3 3 -4 4 -5 5 -6 6 -7 7 -8 8 -9 9 -10 10

HV %

0 6.2 6.1 6.3 6.0 6.4 5.9 6.5 5.8 6.6 5.7 6.7 5.6 6.8 5.5 6.9 5.4 7.0 5.3 7.1 5.2 7.2

1 6.2 6.1 6.3 6.0 6.4 5.9 6.5 5.8 6.6 5.7 6.7 5.6 6.8 5.5 6.9 5.4 7.0 5.3 7.1 5.2 7.2

2 6.2 6.1 6.3 6.0 6.4 5.9 6.5 5.8 6.6 5.7 6.7 5.6 6.8 5.5 6.9 5.4 7.0 5.3 7.1 5.2 7.2

3 6.2 6.1 6.3 6.0 6.4 5.9 6.5 5.8 6.6 5.7 6.7 5.6 6.8 5.5 6.9 5.4 7.0 5.3 7.1 5.2 7.2

4 6.2 6.1 6.3 6.0 6.4 5.9 6.5 5.8 6.6 5.7 6.7 5.6 6.8 5.5 6.9 5.4 7.0 5.3 7.1 5.2 7.2

5 6.3 6.2 6.4 6.1 6.5 6.0 6.6 5.9 6.7 5.8 6.8 5.7 6.9 5.6 7.0 5.5 7.1 5.4 7.2 5.3 7.3

6 6.3 6.2 6.4 6.1 6.5 6.0 6.6 5.9 6.7 5.8 6.8 5.7 6.9 5.6 7.0 5.5 7.1 5.4 7.2 5.3 7.3

7 6.3 6.2 6.4 6.1 6.5 6.0 6.6 5.9 6.7 5.8 6.8 5.7 6.9 5.6 7.0 5.5 7.1 5.4 7.2 5.3 7.3

8 6.3 6.2 6.4 6.1 6.5 6.0 6.6 5.9 6.7 5.8 6.8 5.7 6.9 5.6 7.0 5.5 7.1 5.4 7.2 5.3 7.3

9 6.3 6.2 6.4 6.1 6.5 6.0 6.6 5.9 6.7 5.8 6.8 5.7 6.9 5.6 7.0 5.5 7.1 5.4 7.2 5.3 7.3

10 6.3 6.2 6.4 6.1 6.5 6.0 6.6 5.9 6.7 5.8 6.8 5.7 6.9 5.6 7.0 5.5 7.1 5.4 7.2 5.3 7.3

RIGHT TURN FROM MINOR ROADWAY - TWO LANES (tc, base = 6.2)

LEFT TURN FROM MINOR ROADWAY - TWO LANES - 3-LEG INTERSECTION (tc, base = 7.1)

CRITICAL HEADWAY CALCULATIONS FOR TWSC INTERSECTION WITHIN SUBURBAN LAND USE CONTEXT

BASED ON PENNSYLVANIA DEFAULT VALUES FROM CHAPTER 10 OF PENNDOT PUBLICATION 46

LEFT TURN FROM MAJOR ROADWAY - TWO LANES (tc, base = 4.3)



tf,x = tf, base + tf,HV*PHV

where:

tf,x = follow-up headway for movement x (s)

tf,base = base follow-up headway from Chapter 10 of PennDOT Publication 46

tf,HV = adjustment factor for heavy vehciles (0.9 for major streets with one lane in each direction;

   1.0 for major streets with two or three lanes in each direction) (s)
PHV = proportion of heavy vehciles for movement (expressed as a decimal; e.g., PHV=0.02 for 2% heavy vehciles)

GRADE 0 -1 1 -2 2 -3 3 -4 4 -5 5 -6 6 -7 7 -8 8 -9 9 -10 10

HV %

0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0

1 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0

2 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0

3 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0

4 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0

5 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0

6 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1

7 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1

8 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1

9 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1

10 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1

GRADE 0 -1 1 -2 2 -3 3 -4 4 -5 5 -6 6 -7 7 -8 8 -9 9 -10 10

HV %

0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0

1 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0

2 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0

3 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0

4 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0

5 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0 3.0

6 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1

7 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1

8 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1

9 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1

10 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1

GRADE 0 -1 1 -2 2 -3 3 -4 4 -5 5 -6 6 -7 7 -8 8 -9 9 -10 10

HV %

0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0

1 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0

2 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0

3 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0

4 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0

5 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0

6 4.1 4.1 4.1 4.1 4.1 4.1 4.1 4.1 4.1 4.1 4.1 4.1 4.1 4.1 4.1 4.1 4.1 4.1 4.1 4.1 4.1

7 4.1 4.1 4.1 4.1 4.1 4.1 4.1 4.1 4.1 4.1 4.1 4.1 4.1 4.1 4.1 4.1 4.1 4.1 4.1 4.1 4.1

8 4.1 4.1 4.1 4.1 4.1 4.1 4.1 4.1 4.1 4.1 4.1 4.1 4.1 4.1 4.1 4.1 4.1 4.1 4.1 4.1 4.1

9 4.1 4.1 4.1 4.1 4.1 4.1 4.1 4.1 4.1 4.1 4.1 4.1 4.1 4.1 4.1 4.1 4.1 4.1 4.1 4.1 4.1

10 4.1 4.1 4.1 4.1 4.1 4.1 4.1 4.1 4.1 4.1 4.1 4.1 4.1 4.1 4.1 4.1 4.1 4.1 4.1 4.1 4.1

GRADE 0 -1 1 -2 2 -3 3 -4 4 -5 5 -6 6 -7 7 -8 8 -9 9 -10 10

HV %

0 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1

1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1

2 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1

3 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1

4 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1

5 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1 3.1

6 3.2 3.2 3.2 3.2 3.2 3.2 3.2 3.2 3.2 3.2 3.2 3.2 3.2 3.2 3.2 3.2 3.2 3.2 3.2 3.2 3.2

7 3.2 3.2 3.2 3.2 3.2 3.2 3.2 3.2 3.2 3.2 3.2 3.2 3.2 3.2 3.2 3.2 3.2 3.2 3.2 3.2 3.2

8 3.2 3.2 3.2 3.2 3.2 3.2 3.2 3.2 3.2 3.2 3.2 3.2 3.2 3.2 3.2 3.2 3.2 3.2 3.2 3.2 3.2

9 3.2 3.2 3.2 3.2 3.2 3.2 3.2 3.2 3.2 3.2 3.2 3.2 3.2 3.2 3.2 3.2 3.2 3.2 3.2 3.2 3.2

10 3.2 3.2 3.2 3.2 3.2 3.2 3.2 3.2 3.2 3.2 3.2 3.2 3.2 3.2 3.2 3.2 3.2 3.2 3.2 3.2 3.2

FOLLOW-UP HEADWAY CALCULATIONS FOR TWSC INTERSECTION WITHIN SUBURBAN LAND USE CONTEXT

BASED ON PENNSYLVANIA DEFAULT VALUES FROM CHAPTER 10 OF PENNDOT PUBLICATION 46

LEFT TURN FROM MAJOR ROADWAY - TWO LANES (tf, base = 3.0)

LEFT TURN FROM MINOR ROADWAY - TWO LANES (tf, base = 3.0)

THROUGH TRAFFIC ON MINOR ROADWAY - TWO LANES (tf, base = 4.0)

RIGHT TURN FROM MINOR ROADWAY - TWO LANES (tf, base = 3.1)



 

APPENDIX G: 
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Existing Conditions  
  



1: Pottstown Pike (SR 0100) & Font Road 2024 Existing Conditions
Timing Plan: Weekday AM Peak Hour

Lanes, Volumes, Timings Synchro 12 Report

2024 Existing.syn Page 1

Lane Group EBL EBR NBL NBT SBT SBR

Lane Configurations

Traffic Volume (vph) 9 202 75 290 783 5

Future Volume (vph) 9 202 75 290 783 5

Ideal Flow (vphpl) 1800 1800 1800 1800 1800 1800

Lane Width (ft) 10 13 11 12 11 12

Grade (%) -1% 1% -1%

Storage Length (ft) 0 85 300 0

Storage Lanes 1 1 1 0

Taper Length (ft) 25 25

Lane Util. Factor 1.00 1.00 1.00 1.00 1.00 1.00

Frt 0.850 0.999

Flt Protected 0.950 0.950

Satd. Flow (prot) 1114 1558 1430 1643 1647 0

Flt Permitted 0.950 0.950

Satd. Flow (perm) 1114 1558 1430 1643 1647 0

Link Speed (mph) 25 45 45

Link Distance (ft) 380 1166 1743

Travel Time (s) 10.4 17.7 26.4

Peak Hour Factor 0.93 0.93 0.93 0.93 0.93 0.93

Heavy Vehicles (%) 44% 2% 15% 9% 6% 20%

Adj. Flow (vph) 10 217 81 312 842 5

Shared Lane Traffic (%)

Lane Group Flow (vph) 10 217 81 312 847 0

Sign Control Stop Free Free

Intersection Summary

Area Type: Other

Control Type: Unsignalized



1: Pottstown Pike (SR 0100) & Font Road 2024 Existing Conditions
Timing Plan: Weekday AM Peak Hour

HCM 6th TWSC Synchro 12 Report

2024 Existing.syn Page 2

Intersection

Int Delay, s/veh 4.6

Movement EBL EBR NBL NBT SBT SBR

Lane Configurations

Traffic Vol, veh/h 9 202 75 290 783 5

Future Vol, veh/h 9 202 75 290 783 5

Conflicting Peds, #/hr 0 0 0 0 0 0

Sign Control Stop Stop Free Free Free Free

RT Channelized - Stop - None - None

Storage Length 0 85 300 - - -

Veh in Median Storage, # 0 - - 0 0 -

Grade, % -1 - - 1 -1 -

Peak Hour Factor 93 93 93 93 93 93

Heavy Vehicles, % 44 2 15 9 6 20

Mvmt Flow 10 217 81 312 842 5

Major/Minor Minor2 Major1 Major2

Conflicting Flow All 1319 845 847 0 - 0

          Stage 1 845 - - - - -

          Stage 2 474 - - - - -

Critical Hdwy 6.64 6.12 4.5 - - -

Critical Hdwy Stg 1 5.64 - - - - -

Critical Hdwy Stg 2 5.64 - - - - -

Follow-up Hdwy 3.4 3.1 3.1 - - -

Pot Cap-1 Maneuver 163 389 567 - - -

          Stage 1 409 - - - - -

          Stage 2 625 - - - - -

Platoon blocked, % - - -

Mov Cap-1 Maneuver 140 389 567 - - -

Mov Cap-2 Maneuver 140 - - - - -

          Stage 1 351 - - - - -

          Stage 2 625 - - - - -

Approach EB NB SB

HCM Control Delay, s/v 25.6 2.5 0

HCM LOS D

Minor Lane/Major Mvmt NBL NBT EBLn1 EBLn2 SBT SBR

Capacity (veh/h) 567 - 140 389 - -

HCM Lane V/C Ratio 0.142 - 0.069 0.558 - -

HCM Control Delay (s/veh) 12.4 - 32.6 25.3 - -

HCM Lane LOS B - D D - -

HCM 95th %tile Q (veh) 0.5 - 0.2 3.3 - -



2: Pottstown Pike (SR 0100) & Reserve Drive/Fellowship Road 2024 Existing Conditions
Timing Plan: Weekday AM Peak Hour

Lanes, Volumes, Timings Synchro 12 Report

2024 Existing.syn Page 3

Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (vph) 0 0 76 226 4 38 15 434 80 24 784 1

Future Volume (vph) 0 0 76 226 4 38 15 434 80 24 784 1

Ideal Flow (vphpl) 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800

Lane Width (ft) 10 13 12 12 12 12 12 12 12 12 12 12

Grade (%) 0% -1% 2% 0%

Storage Length (ft) 125 0 195 0 90 0 340 190

Storage Lanes 1 0 1 0 1 0 1 1

Taper Length (ft) 25 25 25 25

Lane Util. Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 0.95 0.95 1.00 1.00 1.00

Frt 0.850 0.863 0.977 0.850

Flt Protected 0.950 0.950 0.950

Satd. Flow (prot) 1680 1520 0 1637 1369 0 1693 3096 0 1644 1731 1530

Flt Permitted 0.703 0.168 0.429

Satd. Flow (perm) 1680 1520 0 1211 1369 0 299 3096 0 742 1731 1530

Right Turn on Red Yes Yes Yes Yes

Satd. Flow (RTOR) 288 41 46 119

Link Speed (mph) 35 35 35 45

Link Distance (ft) 229 662 548 828

Travel Time (s) 4.5 12.9 10.7 12.5

Peak Hour Factor 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92

Heavy Vehicles (%) 0% 0% 4% 5% 25% 13% 0% 7% 6% 4% 4% 0%

Adj. Flow (vph) 0 0 83 246 4 41 16 472 87 26 852 1

Shared Lane Traffic (%)

Lane Group Flow (vph) 0 83 0 246 45 0 16 559 0 26 852 1

Turn Type Perm NA Perm NA pm+pt NA pm+pt NA Perm

Protected Phases 8 4 1 6 5 2

Permitted Phases 8 4 6 2 2

Detector Phase 8 8 4 4 1 6 5 2 2

Switch Phase

Minimum Initial (s) 5.0 5.0 5.0 5.0 5.0 15.0 5.0 15.0 15.0

Minimum Split (s) 11.0 11.0 11.0 11.0 12.0 22.0 12.0 22.0 22.0

Total Split (s) 13.0 13.0 13.0 13.0 14.0 65.0 14.0 65.0 65.0

Total Split (%) 14.1% 14.1% 14.1% 14.1% 15.2% 70.7% 15.2% 70.7% 70.7%

Yellow Time (s) 4.0 4.0 4.0 4.0 5.0 5.0 5.0 5.0 5.0

All-Red Time (s) 2.0 2.0 2.0 2.0 2.0 2.0 2.0 2.0 2.0

Lost Time Adjust (s) -1.0 -1.0 -1.0 -1.0 -1.0 -1.0 -1.0 -1.0 -1.0

Total Lost Time (s) 5.0 5.0 5.0 5.0 6.0 6.0 6.0 6.0 6.0

Lead/Lag Lead Lag Lead Lag Lag

Lead-Lag Optimize? Yes Yes Yes Yes Yes

Recall Mode None None None None None Min None Min Min

Intersection Summary

Area Type: Other

Cycle Length: 92

Actuated Cycle Length: 58.1

Natural Cycle: 90

Control Type: Actuated-Uncoordinated
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Splits and Phases:     2: Pottstown Pike (SR 0100) & Reserve Drive/Fellowship Road
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (veh/h) 0 0 76 226 4 38 15 434 80 24 784 1

Future Volume (veh/h) 0 0 76 226 4 38 15 434 80 24 784 1

Initial Q (Qb), veh 0 0 0 0 0 0 0 0 0 0 0 0

Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Work Zone On Approach No No No No

Adj Sat Flow, veh/h/ln 1800 1872 1744 1766 1482 1652 1778 1679 1693 1744 1744 1800

Adj Flow Rate, veh/h 0 0 53 246 4 18 16 472 69 26 852 0

Peak Hour Factor 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92

Percent Heavy Veh, % 0 0 4 5 25 13 0 7 6 4 4 0

Cap, veh/h 119 0 210 259 31 140 255 1512 220 556 960 840

Arrive On Green 0.00 0.00 0.12 0.13 0.13 0.12 0.04 0.54 0.52 0.05 0.55 0.00

Sat Flow, veh/h 1337 0 1586 1276 235 1057 1693 2795 407 1661 1744 1525

Grp Volume(v), veh/h 0 0 53 246 0 22 16 268 273 26 852 0

Grp Sat Flow(s),veh/h/ln 1337 0 1586 1276 0 1292 1693 1595 1606 1661 1744 1525

Q Serve(g_s), s 0.0 0.0 1.8 6.7 0.0 0.9 0.2 5.6 5.7 0.4 26.0 0.0

Cycle Q Clear(g_c), s 0.0 0.0 1.8 8.0 0.0 0.9 0.2 5.6 5.7 0.4 26.0 0.0

Prop In Lane 1.00 1.00 1.00 0.82 1.00 0.25 1.00 1.00

Lane Grp Cap(c), veh/h 119 0 210 259 0 171 255 863 869 556 960 840

V/C Ratio(X) 0.00 0.00 0.25 0.95 0.00 0.13 0.06 0.31 0.31 0.05 0.89 0.00

Avail Cap(c_a), veh/h 119 0 210 259 0 171 418 1556 1566 700 1701 1488

HCM Platoon Ratio 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Upstream Filter(I) 0.00 0.00 1.00 1.00 0.00 1.00 1.00 1.00 1.00 1.00 1.00 0.00

Uniform Delay (d), s/veh 0.0 0.0 24.0 28.3 0.0 23.5 10.9 7.7 7.8 5.5 11.9 0.0

Incr Delay (d2), s/veh 0.0 0.0 0.6 41.8 0.0 0.3 0.1 0.2 0.2 0.0 3.0 0.0

Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

%ile BackOfQ(95%),veh/ln 0.0 0.0 1.2 10.5 0.0 0.5 0.1 2.8 2.8 0.2 11.9 0.0

Unsig. Movement Delay, s/veh

LnGrp Delay(d), s/veh 0.0 0.0 24.7 70.1 0.0 23.9 11.0 7.9 8.0 5.6 15.0 0.0

LnGrp LOS C E C B A A A B

Approach Vol, veh/h 53 268 557 878

Approach Delay, s/veh 24.7 66.3 8.0 14.7

Approach LOS C E A B

Timer - Assigned Phs 1 2 4 5 6 8

Phs Duration (G+Y+Rc), s 8.2 39.3 13.0 8.8 38.7 13.0

Change Period (Y+Rc), s 7.0 7.0 6.0 7.0 7.0 6.0

Max Green Setting (Gmax), s 7.0 58.0 7.0 7.0 58.0 7.0

Max Q Clear Time (g_c+I1), s 2.7 28.5 10.5 2.9 8.1 3.8

Green Ext Time (p_c), s 0.0 3.9 0.0 0.0 2.0 0.0

Intersection Summary

HCM 6th Ctrl Delay, s/veh 20.7

HCM 6th LOS C



3: Pottstown Pike (SR 0100) & Milford Road/Garrison Drive 2024 Existing Conditions
Timing Plan: Weekday AM Peak Hour

Lanes, Volumes, Timings Synchro 12 Report

2024 Existing.syn Page 6

Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (vph) 19 3 14 38 2 9 7 281 11 5 740 14

Future Volume (vph) 19 3 14 38 2 9 7 281 11 5 740 14

Ideal Flow (vphpl) 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800

Lane Width (ft) 12 13 12 12 13 12 11 13 11 11 12 11

Grade (%) 1% 1% 1% -2%

Storage Length (ft) 0 0 0 0 125 250 125 150

Storage Lanes 0 0 0 0 1 1 1 1

Taper Length (ft) 25 25 25 25

Lane Util. Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Ped Bike Factor

Frt 0.948 0.975 0.850 0.850

Flt Protected 0.974 0.963 0.950 0.950

Satd. Flow (prot) 0 1667 0 0 1698 0 1645 1714 1008 1391 1731 1494

Flt Permitted 0.974 0.963 0.950 0.950

Satd. Flow (perm) 0 1667 0 0 1698 0 1645 1714 1008 1391 1731 1494

Link Speed (mph) 25 25 45 45

Link Distance (ft) 215 346 1743 721

Travel Time (s) 5.9 9.4 26.4 10.9

Confl. Peds. (#/hr) 1 1

Peak Hour Factor 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92

Heavy Vehicles (%) 0% 33% 0% 3% 0% 0% 0% 8% 46% 20% 5% 0%

Adj. Flow (vph) 21 3 15 41 2 10 8 305 12 5 804 15

Shared Lane Traffic (%)

Lane Group Flow (vph) 0 39 0 0 53 0 8 305 12 5 804 15

Sign Control Stop Stop Free Free

Intersection Summary

Area Type: Other

Control Type: Unsignalized
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Intersection

Int Delay, s/veh 2.2

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Vol, veh/h 19 3 14 38 2 9 7 281 11 5 740 14

Future Vol, veh/h 19 3 14 38 2 9 7 281 11 5 740 14

Conflicting Peds, #/hr 0 0 0 1 0 1 0 0 0 0 0 0

Sign Control Stop Stop Stop Stop Stop Stop Free Free Free Free Free Free

RT Channelized - - None - - None - - None - - None

Storage Length - - - - - - 125 - 250 125 - 150

Veh in Median Storage, # - 0 - - 0 - - 0 - - 0 -

Grade, % - 1 - - 1 - - 1 - - -2 -

Peak Hour Factor 92 92 92 92 92 92 92 92 92 92 92 92

Heavy Vehicles, % 0 33 0 3 0 0 0 8 46 20 5 0

Mvmt Flow 21 3 15 41 2 10 8 305 12 5 804 15

Major/Minor Minor2 Minor1 Major1 Major2

Conflicting Flow All 1148 1147 805 1153 1150 306 819 0 0 317 0 0

          Stage 1 814 814 - 321 321 - - - - - - -

          Stage 2 334 333 - 832 829 - - - - - - -

Critical Hdwy 7.3 7.03 6.3 7.33 6.7 6.3 4.3 - - 4.5 - -

Critical Hdwy Stg 1 6.3 6.03 - 6.33 5.7 - - - - - - -

Critical Hdwy Stg 2 6.3 6.03 - 6.33 5.7 - - - - - - -

Follow-up Hdwy 3 4.297 3.1 3 4 3.1 3 - - 3.2 - -

Pot Cap-1 Maneuver 182 164 394 179 188 773 622 - - 869 - -

          Stage 1 398 335 - 778 644 - - - - - - -

          Stage 2 766 581 - 385 371 - - - - - - -

Platoon blocked, % - - - -

Mov Cap-1 Maneuver 175 161 394 167 184 772 622 - - 869 - -

Mov Cap-2 Maneuver 175 161 - 167 184 - - - - - - -

          Stage 1 393 333 - 768 636 - - - - - - -

          Stage 2 743 573 - 364 369 - - - - - - -

Approach EB WB NB SB

HCM Control Delay, s/v 24.8 30.1 0.3 0.1

HCM LOS C D

Minor Lane/Major Mvmt NBL NBT NBR EBLn1WBLn1 SBL SBT SBR

Capacity (veh/h) 622 - - 221 196 869 - -

HCM Lane V/C Ratio 0.012 - - 0.177 0.272 0.006 - -

HCM Control Delay (s/veh) 10.9 - - 24.8 30.1 9.2 - -

HCM Lane LOS B - - C D A - -

HCM 95th %tile Q (veh) 0 - - 0.6 1.1 0 - -
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Lane Group EBL EBR NBL NBT SBT SBR

Lane Configurations

Traffic Volume (vph) 13 158 257 858 500 16

Future Volume (vph) 13 158 257 858 500 16

Ideal Flow (vphpl) 1800 1800 1800 1800 1800 1800

Lane Width (ft) 10 13 11 12 11 12

Grade (%) -1% 1% -1%

Storage Length (ft) 0 85 300 0

Storage Lanes 1 1 1 0

Taper Length (ft) 25 25

Lane Util. Factor 1.00 1.00 1.00 1.00 1.00 1.00

Frt 0.850 0.996

Flt Protected 0.950 0.950

Satd. Flow (prot) 1485 1589 1628 1756 1686 0

Flt Permitted 0.950 0.950

Satd. Flow (perm) 1485 1589 1628 1756 1686 0

Link Speed (mph) 25 45 45

Link Distance (ft) 380 1166 1743

Travel Time (s) 10.4 17.7 26.4

Peak Hour Factor 0.94 0.94 0.94 0.94 0.94 0.94

Heavy Vehicles (%) 8% 0% 1% 2% 3% 13%

Adj. Flow (vph) 14 168 273 913 532 17

Shared Lane Traffic (%)

Lane Group Flow (vph) 14 168 273 913 549 0

Sign Control Stop Free Free

Intersection Summary

Area Type: Other

Control Type: Unsignalized
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Intersection

Int Delay, s/veh 3.7

Movement EBL EBR NBL NBT SBT SBR

Lane Configurations

Traffic Vol, veh/h 13 158 257 858 500 16

Future Vol, veh/h 13 158 257 858 500 16

Conflicting Peds, #/hr 0 0 0 0 0 0

Sign Control Stop Stop Free Free Free Free

RT Channelized - Stop - None - None

Storage Length 0 85 300 - - -

Veh in Median Storage, # 0 - - 0 0 -

Grade, % -1 - - 1 -1 -

Peak Hour Factor 94 94 94 94 94 94

Heavy Vehicles, % 8 0 1 2 3 13

Mvmt Flow 14 168 273 913 532 17

Major/Minor Minor2 Major1 Major2

Conflicting Flow All 2000 541 549 0 - 0

          Stage 1 541 - - - - -

          Stage 2 1459 - - - - -

Critical Hdwy 6.28 6.1 4.3 - - -

Critical Hdwy Stg 1 5.28 - - - - -

Critical Hdwy Stg 2 5.28 - - - - -

Follow-up Hdwy 3.1 3.1 3 - - -

Pot Cap-1 Maneuver 74 581 776 - - -

          Stage 1 657 - - - - -

          Stage 2 240 - - - - -

Platoon blocked, % - - -

Mov Cap-1 Maneuver 48 581 776 - - -

Mov Cap-2 Maneuver 48 - - - - -

          Stage 1 426 - - - - -

          Stage 2 240 - - - - -

Approach EB NB SB

HCM Control Delay, s/v 20.9 2.8 0

HCM LOS C

Minor Lane/Major Mvmt NBL NBT EBLn1 EBLn2 SBT SBR

Capacity (veh/h) 776 - 48 581 - -

HCM Lane V/C Ratio 0.352 - 0.288 0.289 - -

HCM Control Delay (s/veh) 12.1 - 107.9 13.7 - -

HCM Lane LOS B - F B - -

HCM 95th %tile Q (veh) 1.6 - 1 1.2 - -
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (vph) 3 5 63 137 10 19 54 1095 184 21 630 5

Future Volume (vph) 3 5 63 137 10 19 54 1095 184 21 630 5

Ideal Flow (vphpl) 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800

Lane Width (ft) 10 13 12 12 12 12 12 12 12 12 12 12

Grade (%) 0% -1% 2% 0%

Storage Length (ft) 125 0 195 0 90 0 340 190

Storage Lanes 1 0 1 0 1 0 1 1

Taper Length (ft) 25 25 25 25

Lane Util. Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 0.95 0.95 1.00 1.00 1.00

Ped Bike Factor 0.99 0.97

Frt 0.860 0.903 0.978 0.850

Flt Protected 0.950 0.950 0.950 0.950

Satd. Flow (prot) 1596 1570 0 1702 1634 0 1693 3246 0 1710 1765 1530

Flt Permitted 0.737 0.709 0.265 0.134

Satd. Flow (perm) 1238 1570 0 1270 1634 0 472 3246 0 241 1765 1498

Right Turn on Red Yes Yes Yes Yes

Satd. Flow (RTOR) 68 20 41 119

Link Speed (mph) 35 35 35 45

Link Distance (ft) 229 662 548 828

Travel Time (s) 4.5 12.9 10.7 12.5

Confl. Peds. (#/hr) 1 1

Peak Hour Factor 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93

Heavy Vehicles (%) 0% 0% 2% 1% 0% 0% 0% 2% 2% 0% 2% 0%

Adj. Flow (vph) 3 5 68 147 11 20 58 1177 198 23 677 5

Shared Lane Traffic (%)

Lane Group Flow (vph) 3 73 0 147 31 0 58 1375 0 23 677 5

Turn Type Perm NA Perm NA pm+pt NA pm+pt NA Perm

Protected Phases 8 4 1 6 5 2

Permitted Phases 8 4 6 2 2

Detector Phase 8 8 4 4 1 6 5 2 2

Switch Phase

Minimum Initial (s) 5.0 5.0 5.0 5.0 5.0 15.0 5.0 15.0 15.0

Minimum Split (s) 11.0 11.0 11.0 11.0 12.0 22.0 12.0 22.0 22.0

Total Split (s) 13.0 13.0 13.0 13.0 14.0 65.0 14.0 65.0 65.0

Total Split (%) 14.1% 14.1% 14.1% 14.1% 15.2% 70.7% 15.2% 70.7% 70.7%

Yellow Time (s) 4.0 4.0 4.0 4.0 5.0 5.0 5.0 5.0 5.0

All-Red Time (s) 2.0 2.0 2.0 2.0 2.0 2.0 2.0 2.0 2.0

Lost Time Adjust (s) -1.0 -1.0 -1.0 -1.0 -1.0 -1.0 -1.0 -1.0 -1.0

Total Lost Time (s) 5.0 5.0 5.0 5.0 6.0 6.0 6.0 6.0 6.0

Lead/Lag Lead Lag Lead Lag Lag

Lead-Lag Optimize? Yes Yes Yes Yes Yes

Recall Mode None None None None None Min None Min Min

Intersection Summary

Area Type: Other

Cycle Length: 92

Actuated Cycle Length: 62.4

Natural Cycle: 60
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Control Type: Actuated-Uncoordinated

Splits and Phases:     2: Pottstown Pike (SR 0100) & Reserve Drive/Fellowship Road
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (veh/h) 3 5 63 137 10 19 54 1095 184 21 630 5

Future Volume (veh/h) 3 5 63 137 10 19 54 1095 184 21 630 5

Initial Q (Qb), veh 0 0 0 0 0 0 0 0 0 0 0 0

Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Work Zone On Approach No No No No

Adj Sat Flow, veh/h/ln 1800 1872 1772 1823 1837 1837 1778 1750 1750 1800 1772 1800

Adj Flow Rate, veh/h 3 5 37 147 11 11 58 1177 172 23 677 2

Peak Hour Factor 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93

Percent Heavy Veh, % 0 0 2 1 0 0 0 2 2 0 2 0

Cap, veh/h 314 27 202 298 120 120 368 1489 217 275 860 740

Arrive On Green 0.14 0.14 0.12 0.14 0.14 0.12 0.07 0.51 0.49 0.04 0.49 0.49

Sat Flow, veh/h 1337 192 1423 1330 843 843 1693 2912 424 1714 1772 1524

Grp Volume(v), veh/h 3 0 42 147 0 22 58 670 679 23 677 2

Grp Sat Flow(s),veh/h/ln 1337 0 1616 1330 0 1686 1693 1662 1673 1714 1772 1524

Q Serve(g_s), s 0.1 0.0 1.3 6.1 0.0 0.6 0.9 18.6 18.8 0.4 17.9 0.0

Cycle Q Clear(g_c), s 0.3 0.0 1.3 6.9 0.0 0.6 0.9 18.6 18.8 0.4 17.9 0.0

Prop In Lane 1.00 0.88 1.00 0.50 1.00 0.25 1.00 1.00

Lane Grp Cap(c), veh/h 314 0 230 298 0 239 368 850 856 275 860 740

V/C Ratio(X) 0.01 0.00 0.18 0.49 0.00 0.09 0.16 0.79 0.79 0.08 0.79 0.00

Avail Cap(c_a), veh/h 314 0 230 298 0 239 489 1741 1753 442 1857 1597

HCM Platoon Ratio 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Upstream Filter(I) 1.00 0.00 1.00 1.00 0.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Uniform Delay (d), s/veh 20.9 0.0 21.7 24.1 0.0 21.2 8.8 11.3 11.4 9.1 12.1 7.5

Incr Delay (d2), s/veh 0.0 0.0 0.4 1.3 0.0 0.2 0.2 1.7 1.7 0.1 1.6 0.0

Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

%ile BackOfQ(95%),veh/ln 0.1 0.0 0.9 3.3 0.0 0.4 0.4 9.3 9.6 0.2 9.1 0.0

Unsig. Movement Delay, s/veh

LnGrp Delay(d), s/veh 20.9 0.0 22.1 25.4 0.0 21.4 9.0 12.9 13.1 9.2 13.7 7.5

LnGrp LOS C C C C A B B A B A

Approach Vol, veh/h 45 169 1407 702

Approach Delay, s/veh 22.0 24.8 12.9 13.5

Approach LOS C C B B

Timer - Assigned Phs 1 2 4 5 6 8

Phs Duration (G+Y+Rc), s 10.0 33.3 13.0 8.5 34.8 13.0

Change Period (Y+Rc), s 7.0 7.0 6.0 7.0 7.0 6.0

Max Green Setting (Gmax), s 7.0 58.0 7.0 7.0 58.0 7.0

Max Q Clear Time (g_c+I1), s 3.4 20.4 9.4 2.9 21.1 3.3

Green Ext Time (p_c), s 0.0 2.8 0.0 0.0 6.7 0.0

Intersection Summary

HCM 6th Ctrl Delay, s/veh 14.1

HCM 6th LOS B
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (vph) 14 1 16 46 2 9 17 804 56 10 450 23

Future Volume (vph) 14 1 16 46 2 9 17 804 56 10 450 23

Ideal Flow (vphpl) 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800

Lane Width (ft) 12 13 12 12 13 12 11 13 11 11 12 11

Grade (%) 1% 1% 1% -2%

Storage Length (ft) 0 0 0 0 125 250 125 150

Storage Lanes 0 0 0 0 1 1 1 1

Taper Length (ft) 25 25 25 25

Lane Util. Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Frt 0.930 0.979 0.850 0.850

Flt Protected 0.978 0.961 0.950 0.950

Satd. Flow (prot) 0 1584 0 0 1714 0 1645 1814 1443 1670 1782 1494

Flt Permitted 0.978 0.961 0.950 0.950

Satd. Flow (perm) 0 1584 0 0 1714 0 1645 1814 1443 1670 1782 1494

Link Speed (mph) 25 25 45 45

Link Distance (ft) 215 346 1743 721

Travel Time (s) 5.9 9.4 26.4 10.9

Peak Hour Factor 0.99 0.99 0.99 0.99 0.99 0.99 0.99 0.99 0.99 0.99 0.99 0.99

Heavy Vehicles (%) 7% 0% 6% 2% 0% 0% 0% 2% 2% 0% 2% 0%

Adj. Flow (vph) 14 1 16 46 2 9 17 812 57 10 455 23

Shared Lane Traffic (%)

Lane Group Flow (vph) 0 31 0 0 57 0 17 812 57 10 455 23

Sign Control Stop Stop Free Free

Intersection Summary

Area Type: Other

Control Type: Unsignalized
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Intersection

Int Delay, s/veh 2.7

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Vol, veh/h 14 1 16 46 2 9 17 804 56 10 450 23

Future Vol, veh/h 14 1 16 46 2 9 17 804 56 10 450 23

Conflicting Peds, #/hr 0 0 0 0 0 0 0 0 0 0 0 0

Sign Control Stop Stop Stop Stop Stop Stop Free Free Free Free Free Free

RT Channelized - - None - - None - - None - - None

Storage Length - - - - - - 125 - 250 125 - 150

Veh in Median Storage, # - 0 - - 0 - - 0 - - 0 -

Grade, % - 1 - - 1 - - 1 - - -2 -

Peak Hour Factor 99 99 99 99 99 99 99 99 99 99 99 99

Heavy Vehicles, % 7 0 6 2 0 0 0 2 2 0 2 0

Mvmt Flow 14 1 16 46 2 9 17 812 57 10 455 23

Major/Minor Minor2 Minor1 Major1 Major2

Conflicting Flow All 1355 1378 455 1341 1344 812 478 0 0 869 0 0

          Stage 1 475 475 - 846 846 - - - - - - -

          Stage 2 880 903 - 495 498 - - - - - - -

Critical Hdwy 7.37 6.7 6.36 7.32 6.7 6.3 4.3 - - 4.3 - -

Critical Hdwy Stg 1 6.37 5.7 - 6.32 5.7 - - - - - - -

Critical Hdwy Stg 2 6.37 5.7 - 6.32 5.7 - - - - - - -

Follow-up Hdwy 3.1 4 3.2 3 4 3.1 3 - - 3 - -

Pot Cap-1 Maneuver 123 135 612 130 142 390 822 - - 597 - -

          Stage 1 611 546 - 379 364 - - - - - - -

          Stage 2 349 341 - 614 533 - - - - - - -

Platoon blocked, % - - - -

Mov Cap-1 Maneuver 115 130 612 122 137 390 822 - - 597 - -

Mov Cap-2 Maneuver 115 130 - 122 137 - - - - - - -

          Stage 1 598 537 - 371 356 - - - - - - -

          Stage 2 332 334 - 587 524 - - - - - - -

Approach EB WB NB SB

HCM Control Delay, s/v 26.4 49.1 0.2 0.2

HCM LOS D E

Minor Lane/Major Mvmt NBL NBT NBR EBLn1WBLn1 SBL SBT SBR

Capacity (veh/h) 822 - - 199 137 597 - -

HCM Lane V/C Ratio 0.021 - - 0.157 0.42 0.017 - -

HCM Control Delay (s/veh) 9.5 - - 26.4 49.1 11.1 - -

HCM Lane LOS A - - D E B - -

HCM 95th %tile Q (veh) 0.1 - - 0.5 1.8 0.1 - -



2027 Base Conditions  



1: Pottstown Pike (SR 0100) & Font Road 2027 Base Conditions
Timing Plan: Weekday AM Peak Hour

Lanes, Volumes, Timings Synchro 12 Report
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Lane Group EBL EBR NBL NBT SBT SBR

Lane Configurations

Traffic Volume (vph) 9 230 92 314 811 8

Future Volume (vph) 9 230 92 314 811 8

Ideal Flow (vphpl) 1800 1800 1800 1800 1800 1800

Lane Width (ft) 10 13 11 12 11 12

Grade (%) -1% 1% -1%

Storage Length (ft) 0 85 300 0

Storage Lanes 1 1 1 0

Taper Length (ft) 25 25

Lane Util. Factor 1.00 1.00 1.00 1.00 1.00 1.00

Frt 0.850 0.999

Flt Protected 0.950 0.950

Satd. Flow (prot) 1114 1558 1430 1643 1646 0

Flt Permitted 0.950 0.950

Satd. Flow (perm) 1114 1558 1430 1643 1646 0

Link Speed (mph) 25 45 45

Link Distance (ft) 380 1166 1743

Travel Time (s) 10.4 17.7 26.4

Peak Hour Factor 0.93 0.93 0.93 0.93 0.93 0.93

Heavy Vehicles (%) 44% 2% 15% 9% 6% 20%

Adj. Flow (vph) 10 247 99 338 872 9

Shared Lane Traffic (%)

Lane Group Flow (vph) 10 247 99 338 881 0

Sign Control Stop Free Free

Intersection Summary

Area Type: Other

Control Type: Unsignalized



1: Pottstown Pike (SR 0100) & Font Road 2027 Base Conditions
Timing Plan: Weekday AM Peak Hour

HCM 6th TWSC Synchro 12 Report
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Intersection

Int Delay, s/veh 6

Movement EBL EBR NBL NBT SBT SBR

Lane Configurations

Traffic Vol, veh/h 9 230 92 314 811 8

Future Vol, veh/h 9 230 92 314 811 8

Conflicting Peds, #/hr 0 0 0 0 0 0

Sign Control Stop Stop Free Free Free Free

RT Channelized - Stop - None - None

Storage Length 0 85 300 - - -

Veh in Median Storage, # 0 - - 0 0 -

Grade, % -1 - - 1 -1 -

Peak Hour Factor 93 93 93 93 93 93

Heavy Vehicles, % 44 2 15 9 6 20

Mvmt Flow 10 247 99 338 872 9

Major/Minor Minor2 Major1 Major2

Conflicting Flow All 1413 877 881 0 - 0

          Stage 1 877 - - - - -

          Stage 2 536 - - - - -

Critical Hdwy 6.64 6.12 4.5 - - -

Critical Hdwy Stg 1 5.64 - - - - -

Critical Hdwy Stg 2 5.64 - - - - -

Follow-up Hdwy 3.4 3.1 3.1 - - -

Pot Cap-1 Maneuver 142 373 551 - - -

          Stage 1 394 - - - - -

          Stage 2 583 - - - - -

Platoon blocked, % - - -

Mov Cap-1 Maneuver 116 373 551 - - -

Mov Cap-2 Maneuver 116 - - - - -

          Stage 1 323 - - - - -

          Stage 2 583 - - - - -

Approach EB NB SB

HCM Control Delay, s/v 32 2.9 0

HCM LOS D

Minor Lane/Major Mvmt NBL NBT EBLn1 EBLn2 SBT SBR

Capacity (veh/h) 551 - 116 373 - -

HCM Lane V/C Ratio 0.18 - 0.083 0.663 - -

HCM Control Delay (s/veh) 13 - 38.8 31.7 - -

HCM Lane LOS B - E D - -

HCM 95th %tile Q (veh) 0.6 - 0.3 4.6 - -



2: Pottstown Pike (SR 0100) & Reserve Drive/Fellowship Road 2027 Base Conditions
Timing Plan: Weekday AM Peak Hour

Lanes, Volumes, Timings Synchro 12 Report
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (vph) 2 0 78 233 4 39 16 474 84 24 837 1

Future Volume (vph) 2 0 78 233 4 39 16 474 84 24 837 1

Ideal Flow (vphpl) 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800

Lane Width (ft) 10 13 12 12 12 12 12 12 12 12 12 12

Grade (%) 0% -1% 2% 0%

Storage Length (ft) 125 0 195 0 90 0 340 190

Storage Lanes 1 0 1 0 1 0 1 1

Taper Length (ft) 25 25 25 25

Lane Util. Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 0.95 0.95 1.00 1.00 1.00

Frt 0.850 0.863 0.977 0.850

Flt Protected 0.950 0.950 0.950 0.950

Satd. Flow (prot) 1596 1520 0 1637 1369 0 1693 3096 0 1644 1731 1530

Flt Permitted 0.727 0.702 0.112 0.412

Satd. Flow (perm) 1221 1520 0 1209 1369 0 200 3096 0 713 1731 1530

Right Turn on Red Yes Yes Yes Yes

Satd. Flow (RTOR) 255 42 39 119

Link Speed (mph) 35 35 35 45

Link Distance (ft) 229 662 548 828

Travel Time (s) 4.5 12.9 10.7 12.5

Peak Hour Factor 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92

Heavy Vehicles (%) 0% 0% 4% 5% 25% 13% 0% 7% 6% 4% 4% 0%

Adj. Flow (vph) 2 0 85 253 4 42 17 515 91 26 910 1

Shared Lane Traffic (%)

Lane Group Flow (vph) 2 85 0 253 46 0 17 606 0 26 910 1

Turn Type Perm NA Perm NA pm+pt NA pm+pt NA Perm

Protected Phases 8 4 1 6 5 2

Permitted Phases 8 4 6 2 2

Detector Phase 8 8 4 4 1 6 5 2 2

Switch Phase

Minimum Initial (s) 5.0 5.0 5.0 5.0 5.0 15.0 5.0 15.0 15.0

Minimum Split (s) 11.0 11.0 11.0 11.0 12.0 22.0 12.0 22.0 22.0

Total Split (s) 17.0 17.0 17.0 17.0 14.0 61.0 14.0 61.0 61.0

Total Split (%) 18.5% 18.5% 18.5% 18.5% 15.2% 66.3% 15.2% 66.3% 66.3%

Yellow Time (s) 4.0 4.0 4.0 4.0 5.0 5.0 5.0 5.0 5.0

All-Red Time (s) 2.0 2.0 2.0 2.0 2.0 2.0 2.0 2.0 2.0

Lost Time Adjust (s) -1.0 -1.0 -1.0 -1.0 -1.0 -1.0 -1.0 -1.0 -1.0

Total Lost Time (s) 5.0 5.0 5.0 5.0 6.0 6.0 6.0 6.0 6.0

Lead/Lag Lead Lag Lead Lag Lag

Lead-Lag Optimize? Yes Yes Yes Yes Yes

Recall Mode None None None None None Min None Min Min

Intersection Summary

Area Type: Other

Cycle Length: 92

Actuated Cycle Length: 70.2

Natural Cycle: 90

Control Type: Actuated-Uncoordinated



2: Pottstown Pike (SR 0100) & Reserve Drive/Fellowship Road 2027 Base Conditions
Timing Plan: Weekday AM Peak Hour

Lanes, Volumes, Timings Synchro 12 Report
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Splits and Phases:     2: Pottstown Pike (SR 0100) & Reserve Drive/Fellowship Road



2: Pottstown Pike (SR 0100) & Reserve Drive/Fellowship Road 2027 Base Conditions
Timing Plan: Weekday AM Peak Hour

HCM 6th Signalized Intersection Summary Synchro 12 Report
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (veh/h) 2 0 78 233 4 39 16 474 84 24 837 1

Future Volume (veh/h) 2 0 78 233 4 39 16 474 84 24 837 1

Initial Q (Qb), veh 0 0 0 0 0 0 0 0 0 0 0 0

Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Work Zone On Approach No No No No

Adj Sat Flow, veh/h/ln 1800 1872 1744 1766 1482 1652 1778 1679 1693 1744 1744 1800

Adj Flow Rate, veh/h 2 0 55 253 4 19 17 515 73 26 910 0

Peak Hour Factor 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92

Percent Heavy Veh, % 0 0 4 5 25 13 0 7 6 4 4 0

Cap, veh/h 306 0 260 277 37 175 214 1577 223 526 994 869

Arrive On Green 0.16 0.00 0.15 0.16 0.16 0.15 0.03 0.56 0.55 0.04 0.57 0.00

Sat Flow, veh/h 1336 0 1586 1274 224 1066 1693 2807 396 1661 1744 1525

Grp Volume(v), veh/h 2 0 55 253 0 23 17 292 296 26 910 0

Grp Sat Flow(s),veh/h/ln 1336 0 1586 1274 0 1290 1693 1595 1608 1661 1744 1525

Q Serve(g_s), s 0.1 0.0 2.2 10.3 0.0 1.1 0.3 7.2 7.3 0.5 34.3 0.0

Cycle Q Clear(g_c), s 0.7 0.0 2.2 12.0 0.0 1.1 0.3 7.2 7.3 0.5 34.3 0.0

Prop In Lane 1.00 1.00 1.00 0.83 1.00 0.25 1.00 1.00

Lane Grp Cap(c), veh/h 306 0 260 277 0 212 214 896 903 526 994 869

V/C Ratio(X) 0.01 0.00 0.21 0.91 0.00 0.11 0.08 0.33 0.33 0.05 0.92 0.00

Avail Cap(c_a), veh/h 306 0 260 277 0 212 342 1200 1210 638 1312 1147

HCM Platoon Ratio 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Upstream Filter(I) 1.00 0.00 1.00 1.00 0.00 1.00 1.00 1.00 1.00 1.00 1.00 0.00

Uniform Delay (d), s/veh 26.1 0.0 26.9 32.9 0.0 26.4 14.1 8.6 8.7 6.2 14.2 0.0

Incr Delay (d2), s/veh 0.0 0.0 0.4 32.0 0.0 0.2 0.2 0.2 0.2 0.0 8.4 0.0

Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

%ile BackOfQ(95%),veh/ln 0.1 0.0 1.5 11.1 0.0 0.6 0.2 3.8 3.9 0.2 17.9 0.0

Unsig. Movement Delay, s/veh

LnGrp Delay(d), s/veh 26.1 0.0 27.3 64.9 0.0 26.6 14.2 8.8 8.9 6.2 22.5 0.0

LnGrp LOS C C E C B A A A C

Approach Vol, veh/h 57 276 605 936

Approach Delay, s/veh 27.3 61.7 9.0 22.1

Approach LOS C E A C

Timer - Assigned Phs 1 2 4 5 6 8

Phs Duration (G+Y+Rc), s 8.5 47.7 17.0 9.1 47.1 17.0

Change Period (Y+Rc), s 7.0 7.0 6.0 7.0 7.0 6.0

Max Green Setting (Gmax), s 7.0 54.0 11.0 7.0 54.0 11.0

Max Q Clear Time (g_c+I1), s 2.8 36.8 14.5 3.0 9.7 4.2

Green Ext Time (p_c), s 0.0 3.8 0.0 0.0 2.2 0.1

Intersection Summary

HCM 6th Ctrl Delay, s/veh 23.9

HCM 6th LOS C



3: Pottstown Pike (SR 0100) & Milford Road/Garrison Drive 2027 Base Conditions
Timing Plan: Weekday AM Peak Hour

Lanes, Volumes, Timings Synchro 12 Report
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (vph) 21 3 14 38 2 9 7 305 11 5 771 15

Future Volume (vph) 21 3 14 38 2 9 7 305 11 5 771 15

Ideal Flow (vphpl) 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800

Lane Width (ft) 12 13 12 12 13 12 11 13 11 11 12 11

Grade (%) 1% 1% 1% -2%

Storage Length (ft) 0 0 0 0 125 250 125 150

Storage Lanes 0 0 0 0 1 1 1 1

Taper Length (ft) 25 25 25 25

Lane Util. Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Ped Bike Factor

Frt 0.951 0.975 0.850 0.850

Flt Protected 0.973 0.963 0.950 0.950

Satd. Flow (prot) 0 1672 0 0 1698 0 1645 1714 1008 1391 1731 1494

Flt Permitted 0.973 0.963 0.950 0.950

Satd. Flow (perm) 0 1672 0 0 1698 0 1645 1714 1008 1391 1731 1494

Link Speed (mph) 25 25 45 45

Link Distance (ft) 215 346 1743 721

Travel Time (s) 5.9 9.4 26.4 10.9

Confl. Peds. (#/hr) 1 1

Peak Hour Factor 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92

Heavy Vehicles (%) 0% 33% 0% 3% 0% 0% 0% 8% 46% 20% 5% 0%

Adj. Flow (vph) 23 3 15 41 2 10 8 332 12 5 838 16

Shared Lane Traffic (%)

Lane Group Flow (vph) 0 41 0 0 53 0 8 332 12 5 838 16

Sign Control Stop Stop Free Free

Intersection Summary

Area Type: Other

Control Type: Unsignalized



3: Pottstown Pike (SR 0100) & Milford Road/Garrison Drive 2027 Base Conditions
Timing Plan: Weekday AM Peak Hour

HCM 6th TWSC Synchro 12 Report
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Intersection

Int Delay, s/veh 2.4

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Vol, veh/h 21 3 14 38 2 9 7 305 11 5 771 15

Future Vol, veh/h 21 3 14 38 2 9 7 305 11 5 771 15

Conflicting Peds, #/hr 0 0 0 1 0 1 0 0 0 0 0 0

Sign Control Stop Stop Stop Stop Stop Stop Free Free Free Free Free Free

RT Channelized - - None - - None - - None - - None

Storage Length - - - - - - 125 - 250 125 - 150

Veh in Median Storage, # - 0 - - 0 - - 0 - - 0 -

Grade, % - 1 - - 1 - - 1 - - -2 -

Peak Hour Factor 92 92 92 92 92 92 92 92 92 92 92 92

Heavy Vehicles, % 0 33 0 3 0 0 0 8 46 20 5 0

Mvmt Flow 23 3 15 41 2 10 8 332 12 5 838 16

Major/Minor Minor2 Minor1 Major1 Major2

Conflicting Flow All 1209 1208 839 1214 1212 333 854 0 0 344 0 0

          Stage 1 848 848 - 348 348 - - - - - - -

          Stage 2 361 360 - 866 864 - - - - - - -

Critical Hdwy 7.3 7.03 6.3 7.33 6.7 6.3 4.3 - - 4.5 - -

Critical Hdwy Stg 1 6.3 6.03 - 6.33 5.7 - - - - - - -

Critical Hdwy Stg 2 6.3 6.03 - 6.33 5.7 - - - - - - -

Follow-up Hdwy 3 4.297 3.1 3 4 3.1 3 - - 3.2 - -

Pot Cap-1 Maneuver 164 150 376 161 172 746 605 - - 849 - -

          Stage 1 379 322 - 750 625 - - - - - - -

          Stage 2 739 564 - 367 356 - - - - - - -

Platoon blocked, % - - - -

Mov Cap-1 Maneuver 158 147 376 150 169 745 605 - - 849 - -

Mov Cap-2 Maneuver 158 147 - 150 169 - - - - - - -

          Stage 1 374 320 - 740 617 - - - - - - -

          Stage 2 716 557 - 346 354 - - - - - - -

Approach EB WB NB SB

HCM Control Delay, s/v 27.8 33.9 0.2 0.1

HCM LOS D D

Minor Lane/Major Mvmt NBL NBT NBR EBLn1WBLn1 SBL SBT SBR

Capacity (veh/h) 605 - - 199 177 849 - -

HCM Lane V/C Ratio 0.013 - - 0.208 0.301 0.006 - -

HCM Control Delay (s/veh) 11 - - 27.8 33.9 9.3 - -

HCM Lane LOS B - - D D A - -

HCM 95th %tile Q (veh) 0 - - 0.8 1.2 0 - -
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Timing Plan: Weekday PM Peak Hour

Lanes, Volumes, Timings Synchro 12 Report
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Lane Group EBL EBR NBL NBT SBT SBR

Lane Configurations

Traffic Volume (vph) 13 181 295 892 524 22

Future Volume (vph) 13 181 295 892 524 22

Ideal Flow (vphpl) 1800 1800 1800 1800 1800 1800

Lane Width (ft) 10 13 11 12 11 12

Grade (%) -1% 1% -1%

Storage Length (ft) 0 85 300 0

Storage Lanes 1 1 1 0

Taper Length (ft) 25 25

Lane Util. Factor 1.00 1.00 1.00 1.00 1.00 1.00

Frt 0.850 0.995

Flt Protected 0.950 0.950

Satd. Flow (prot) 1485 1589 1628 1756 1683 0

Flt Permitted 0.950 0.950

Satd. Flow (perm) 1485 1589 1628 1756 1683 0

Link Speed (mph) 25 45 45

Link Distance (ft) 380 1166 1743

Travel Time (s) 10.4 17.7 26.4

Peak Hour Factor 0.94 0.94 0.94 0.94 0.94 0.94

Heavy Vehicles (%) 8% 0% 1% 2% 3% 13%

Adj. Flow (vph) 14 193 314 949 557 23

Shared Lane Traffic (%)

Lane Group Flow (vph) 14 193 314 949 580 0

Sign Control Stop Free Free

Intersection Summary

Area Type: Other

Control Type: Unsignalized



1: Pottstown Pike (SR 0100) & Font Road 2027 Base Conditions
Timing Plan: Weekday PM Peak Hour

HCM 6th TWSC Synchro 12 Report
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Intersection

Int Delay, s/veh 4.5

Movement EBL EBR NBL NBT SBT SBR

Lane Configurations

Traffic Vol, veh/h 13 181 295 892 524 22

Future Vol, veh/h 13 181 295 892 524 22

Conflicting Peds, #/hr 0 0 0 0 0 0

Sign Control Stop Stop Free Free Free Free

RT Channelized - Stop - None - None

Storage Length 0 85 300 - - -

Veh in Median Storage, # 0 - - 0 0 -

Grade, % -1 - - 1 -1 -

Peak Hour Factor 94 94 94 94 94 94

Heavy Vehicles, % 8 0 1 2 3 13

Mvmt Flow 14 193 314 949 557 23

Major/Minor Minor2 Major1 Major2

Conflicting Flow All 2146 569 580 0 - 0

          Stage 1 569 - - - - -

          Stage 2 1577 - - - - -

Critical Hdwy 6.28 6.1 4.3 - - -

Critical Hdwy Stg 1 5.28 - - - - -

Critical Hdwy Stg 2 5.28 - - - - -

Follow-up Hdwy 3.1 3.1 3 - - -

Pot Cap-1 Maneuver 60 560 757 - - -

          Stage 1 638 - - - - -

          Stage 2 210 - - - - -

Platoon blocked, % - - -

Mov Cap-1 Maneuver 35 560 757 - - -

Mov Cap-2 Maneuver 35 - - - - -

          Stage 1 373 - - - - -

          Stage 2 210 - - - - -

Approach EB NB SB

HCM Control Delay, s/v 24.8 3.3 0

HCM LOS C

Minor Lane/Major Mvmt NBL NBT EBLn1 EBLn2 SBT SBR

Capacity (veh/h) 757 - 35 560 - -

HCM Lane V/C Ratio 0.415 - 0.395 0.344 - -

HCM Control Delay (s/veh) 13.1 - 163.6 14.8 - -

HCM Lane LOS B - F B - -

HCM 95th %tile Q (veh) 2 - 1.3 1.5 - -



2: Pottstown Pike (SR 0100) & Reserve Drive/Fellowship Road 2027 Base Conditions
Timing Plan: Weekday PM Peak Hour

Lanes, Volumes, Timings Synchro 12 Report
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (vph) 4 5 64 143 10 19 56 1166 191 21 675 7

Future Volume (vph) 4 5 64 143 10 19 56 1166 191 21 675 7

Ideal Flow (vphpl) 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800

Lane Width (ft) 10 13 12 12 12 12 12 12 12 12 12 12

Grade (%) 0% -1% 2% 0%

Storage Length (ft) 125 0 195 0 90 0 340 190

Storage Lanes 1 0 1 0 1 0 1 1

Taper Length (ft) 25 25 25 25

Lane Util. Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 0.95 0.95 1.00 1.00 1.00

Ped Bike Factor 0.99 0.97

Frt 0.860 0.903 0.979 0.850

Flt Protected 0.950 0.950 0.950 0.950

Satd. Flow (prot) 1596 1570 0 1702 1634 0 1693 3250 0 1710 1765 1530

Flt Permitted 0.737 0.709 0.240 0.117

Satd. Flow (perm) 1238 1570 0 1270 1634 0 428 3250 0 211 1765 1498

Right Turn on Red Yes Yes Yes Yes

Satd. Flow (RTOR) 69 20 39 119

Link Speed (mph) 35 35 35 45

Link Distance (ft) 229 662 548 828

Travel Time (s) 4.5 12.9 10.7 12.5

Confl. Peds. (#/hr) 1 1

Peak Hour Factor 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93

Heavy Vehicles (%) 0% 0% 2% 1% 0% 0% 0% 2% 2% 0% 2% 0%

Adj. Flow (vph) 4 5 69 154 11 20 60 1254 205 23 726 8

Shared Lane Traffic (%)

Lane Group Flow (vph) 4 74 0 154 31 0 60 1459 0 23 726 8

Turn Type Perm NA Perm NA pm+pt NA pm+pt NA Perm

Protected Phases 8 4 1 6 5 2

Permitted Phases 8 4 6 2 2

Detector Phase 8 8 4 4 1 6 5 2 2

Switch Phase

Minimum Initial (s) 5.0 5.0 5.0 5.0 5.0 15.0 5.0 15.0 15.0

Minimum Split (s) 11.0 11.0 11.0 11.0 12.0 22.0 12.0 22.0 22.0

Total Split (s) 14.0 14.0 14.0 14.0 14.0 64.0 14.0 64.0 64.0

Total Split (%) 15.2% 15.2% 15.2% 15.2% 15.2% 69.6% 15.2% 69.6% 69.6%

Yellow Time (s) 4.0 4.0 4.0 4.0 5.0 5.0 5.0 5.0 5.0

All-Red Time (s) 2.0 2.0 2.0 2.0 2.0 2.0 2.0 2.0 2.0

Lost Time Adjust (s) -1.0 -1.0 -1.0 -1.0 -1.0 -1.0 -1.0 -1.0 -1.0

Total Lost Time (s) 5.0 5.0 5.0 5.0 6.0 6.0 6.0 6.0 6.0

Lead/Lag Lead Lag Lead Lag Lag

Lead-Lag Optimize? Yes Yes Yes Yes Yes

Recall Mode None None None None None Min None Min Min

Intersection Summary

Area Type: Other

Cycle Length: 92

Actuated Cycle Length: 67.8

Natural Cycle: 65



2: Pottstown Pike (SR 0100) & Reserve Drive/Fellowship Road 2027 Base Conditions
Timing Plan: Weekday PM Peak Hour

Lanes, Volumes, Timings Synchro 12 Report
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Control Type: Actuated-Uncoordinated

Splits and Phases:     2: Pottstown Pike (SR 0100) & Reserve Drive/Fellowship Road
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Timing Plan: Weekday PM Peak Hour

HCM 6th Signalized Intersection Summary Synchro 12 Report
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (veh/h) 4 5 64 143 10 19 56 1166 191 21 675 7

Future Volume (veh/h) 4 5 64 143 10 19 56 1166 191 21 675 7

Initial Q (Qb), veh 0 0 0 0 0 0 0 0 0 0 0 0

Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Work Zone On Approach No No No No

Adj Sat Flow, veh/h/ln 1800 1872 1772 1823 1837 1837 1778 1750 1750 1800 1772 1800

Adj Flow Rate, veh/h 4 5 38 154 11 11 60 1254 179 23 726 5

Peak Hour Factor 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93

Percent Heavy Veh, % 0 0 2 1 0 0 0 2 2 0 2 0

Cap, veh/h 312 28 211 295 125 125 344 1547 220 256 892 767

Arrive On Green 0.15 0.15 0.13 0.15 0.15 0.13 0.07 0.53 0.51 0.04 0.50 0.50

Sat Flow, veh/h 1337 188 1427 1329 843 843 1693 2922 415 1714 1772 1524

Grp Volume(v), veh/h 4 0 43 154 0 22 60 710 723 23 726 5

Grp Sat Flow(s),veh/h/ln 1337 0 1615 1329 0 1686 1693 1662 1675 1714 1772 1524

Q Serve(g_s), s 0.2 0.0 1.4 6.9 0.0 0.7 1.0 21.4 21.8 0.4 21.0 0.1

Cycle Q Clear(g_c), s 0.3 0.0 1.4 7.8 0.0 0.7 1.0 21.4 21.8 0.4 21.0 0.1

Prop In Lane 1.00 0.88 1.00 0.50 1.00 0.25 1.00 1.00

Lane Grp Cap(c), veh/h 312 0 239 295 0 250 344 880 887 256 892 767

V/C Ratio(X) 0.01 0.00 0.18 0.52 0.00 0.09 0.17 0.81 0.82 0.09 0.81 0.01

Avail Cap(c_a), veh/h 312 0 239 295 0 250 451 1586 1598 408 1691 1454

HCM Platoon Ratio 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Upstream Filter(I) 1.00 0.00 1.00 1.00 0.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Uniform Delay (d), s/veh 22.3 0.0 23.1 25.9 0.0 22.6 9.7 11.8 12.0 9.8 12.7 7.5

Incr Delay (d2), s/veh 0.0 0.0 0.4 1.7 0.0 0.2 0.2 1.8 1.9 0.1 1.9 0.0

Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

%ile BackOfQ(95%),veh/ln 0.1 0.0 1.0 3.9 0.0 0.5 0.5 10.6 11.0 0.2 10.5 0.0

Unsig. Movement Delay, s/veh

LnGrp Delay(d), s/veh 22.3 0.0 23.4 27.5 0.0 22.7 10.0 13.6 13.8 9.9 14.6 7.5

LnGrp LOS C C C C A B B A B A

Approach Vol, veh/h 47 176 1493 754

Approach Delay, s/veh 23.3 26.9 13.6 14.4

Approach LOS C C B B

Timer - Assigned Phs 1 2 4 5 6 8

Phs Duration (G+Y+Rc), s 10.2 36.6 14.0 8.6 38.2 14.0

Change Period (Y+Rc), s 7.0 7.0 6.0 7.0 7.0 6.0

Max Green Setting (Gmax), s 7.0 57.0 8.0 7.0 57.0 8.0

Max Q Clear Time (g_c+I1), s 3.5 23.5 10.3 2.9 23.9 3.4

Green Ext Time (p_c), s 0.0 3.0 0.0 0.0 7.3 0.0

Intersection Summary

HCM 6th Ctrl Delay, s/veh 14.9

HCM 6th LOS B



3: Pottstown Pike (SR 0100) & Milford Road/Garrison Drive 2027 Base Conditions
Timing Plan: Weekday PM Peak Hour

Lanes, Volumes, Timings Synchro 12 Report
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (vph) 15 1 16 46 2 9 17 838 56 10 480 25

Future Volume (vph) 15 1 16 46 2 9 17 838 56 10 480 25

Ideal Flow (vphpl) 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800

Lane Width (ft) 12 13 12 12 13 12 11 13 11 11 12 11

Grade (%) 1% 1% 1% -2%

Storage Length (ft) 0 0 0 0 125 250 125 150

Storage Lanes 0 0 0 0 1 1 1 1

Taper Length (ft) 25 25 25 25

Lane Util. Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Frt 0.932 0.979 0.850 0.850

Flt Protected 0.977 0.961 0.950 0.950

Satd. Flow (prot) 0 1586 0 0 1714 0 1645 1814 1443 1670 1782 1494

Flt Permitted 0.977 0.961 0.950 0.950

Satd. Flow (perm) 0 1586 0 0 1714 0 1645 1814 1443 1670 1782 1494

Link Speed (mph) 25 25 45 45

Link Distance (ft) 215 346 1743 721

Travel Time (s) 5.9 9.4 26.4 10.9

Peak Hour Factor 0.99 0.99 0.99 0.99 0.99 0.99 0.99 0.99 0.99 0.99 0.99 0.99

Heavy Vehicles (%) 7% 0% 6% 2% 0% 0% 0% 2% 2% 0% 2% 0%

Adj. Flow (vph) 15 1 16 46 2 9 17 846 57 10 485 25

Shared Lane Traffic (%)

Lane Group Flow (vph) 0 32 0 0 57 0 17 846 57 10 485 25

Sign Control Stop Stop Free Free

Intersection Summary

Area Type: Other

Control Type: Unsignalized



3: Pottstown Pike (SR 0100) & Milford Road/Garrison Drive 2027 Base Conditions
Timing Plan: Weekday PM Peak Hour

HCM 6th TWSC Synchro 12 Report
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Intersection

Int Delay, s/veh 3

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Vol, veh/h 15 1 16 46 2 9 17 838 56 10 480 25

Future Vol, veh/h 15 1 16 46 2 9 17 838 56 10 480 25

Conflicting Peds, #/hr 0 0 0 0 0 0 0 0 0 0 0 0

Sign Control Stop Stop Stop Stop Stop Stop Free Free Free Free Free Free

RT Channelized - - None - - None - - None - - None

Storage Length - - - - - - 125 - 250 125 - 150

Veh in Median Storage, # - 0 - - 0 - - 0 - - 0 -

Grade, % - 1 - - 1 - - 1 - - -2 -

Peak Hour Factor 99 99 99 99 99 99 99 99 99 99 99 99

Heavy Vehicles, % 7 0 6 2 0 0 0 2 2 0 2 0

Mvmt Flow 15 1 16 46 2 9 17 846 57 10 485 25

Major/Minor Minor2 Minor1 Major1 Major2

Conflicting Flow All 1419 1442 485 1406 1410 846 510 0 0 903 0 0

          Stage 1 505 505 - 880 880 - - - - - - -

          Stage 2 914 937 - 526 530 - - - - - - -

Critical Hdwy 7.37 6.7 6.36 7.32 6.7 6.3 4.3 - - 4.3 - -

Critical Hdwy Stg 1 6.37 5.7 - 6.32 5.7 - - - - - - -

Critical Hdwy Stg 2 6.37 5.7 - 6.32 5.7 - - - - - - -

Follow-up Hdwy 3.1 4 3.2 3 4 3.1 3 - - 3 - -

Pot Cap-1 Maneuver 110 123 588 117 129 372 801 - - 581 - -

          Stage 1 586 529 - 361 350 - - - - - - -

          Stage 2 333 329 - 589 515 - - - - - - -

Platoon blocked, % - - - -

Mov Cap-1 Maneuver 103 118 588 110 124 372 801 - - 581 - -

Mov Cap-2 Maneuver 103 118 - 110 124 - - - - - - -

          Stage 1 574 520 - 353 343 - - - - - - -

          Stage 2 316 322 - 562 506 - - - - - - -

Approach EB WB NB SB

HCM Control Delay, s/v 30 57 0.2 0.2

HCM LOS D F

Minor Lane/Major Mvmt NBL NBT NBR EBLn1WBLn1 SBL SBT SBR

Capacity (veh/h) 801 - - 176 124 581 - -

HCM Lane V/C Ratio 0.021 - - 0.184 0.464 0.017 - -

HCM Control Delay (s/veh) 9.6 - - 30 57 11.3 - -

HCM Lane LOS A - - D F B - -

HCM 95th %tile Q (veh) 0.1 - - 0.7 2.1 0.1 - -



2027 Projected Conditions 

  



1: Pottstown Pike (SR 0100) & Font Road/Site Driveway 2027 Projected Conditions
Timing Plan: Weekday AM Peak Hour

Lanes, Volumes, Timings Synchro 12 Report
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (vph) 9 5 230 11 2 7 92 314 29 17 811 8

Future Volume (vph) 9 5 230 11 2 7 92 314 29 17 811 8

Ideal Flow (vphpl) 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800

Lane Width (ft) 12 10 13 12 12 12 11 12 12 12 11 12

Grade (%) -1% 0% 1% -1%

Storage Length (ft) 0 85 0 0 300 0 0 0

Storage Lanes 1 1 0 0 1 0 0 0

Taper Length (ft) 25 25 25 25

Lane Util. Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Frt 0.850 0.951 0.987 0.999

Flt Protected 0.968 0.973 0.950 0.999

Satd. Flow (prot) 0 1257 1558 0 1633 0 1430 1631 0 0 1645 0

Flt Permitted 0.968 0.973 0.950 0.999

Satd. Flow (perm) 0 1257 1558 0 1633 0 1430 1631 0 0 1645 0

Link Speed (mph) 25 25 45 45

Link Distance (ft) 380 289 1166 1743

Travel Time (s) 10.4 0.0 17.7 26.4

Peak Hour Factor 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93

Heavy Vehicles (%) 44% 2% 2% 2% 2% 2% 15% 9% 2% 2% 6% 20%

Adj. Flow (vph) 10 5 247 12 2 8 99 338 31 18 872 9

Shared Lane Traffic (%)

Lane Group Flow (vph) 0 15 247 0 22 0 99 369 0 0 899 0

Sign Control Stop Stop Free Free

Intersection Summary

Area Type: Other

Control Type: Unsignalized



1: Pottstown Pike (SR 0100) & Font Road/Site Driveway 2027 Projected Conditions
Timing Plan: Weekday AM Peak Hour

HCM 6th TWSC Synchro 12 Report
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Intersection

Int Delay, s/veh 7.6

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Vol, veh/h 9 5 230 11 2 7 92 314 29 17 811 8

Future Vol, veh/h 9 5 230 11 2 7 92 314 29 17 811 8

Conflicting Peds, #/hr 0 0 0 0 0 0 0 0 0 0 0 0

Sign Control Stop Stop Stop Stop Stop Stop Free Free Free Free Free Free

RT Channelized - - Stop - - None - - None - - None

Storage Length 0 - 85 - - - 300 - - - - -

Veh in Median Storage, # - 0 - - 0 - - 0 - - 0 -

Grade, % - -1 - - 0 - - 1 - - -1 -

Peak Hour Factor 93 93 93 93 93 93 93 93 93 93 93 93

Heavy Vehicles, % 44 2 2 2 2 2 15 9 2 2 6 20

Mvmt Flow 10 5 247 12 2 8 99 338 31 18 872 9

Major/Minor Minor2 Minor1 Major1 Major2

Conflicting Flow All 1470 1480 877 1467 1469 354 881 0 0 369 0 0

          Stage 1 913 913 - 552 552 - - - - - - -

          Stage 2 557 567 - 915 917 - - - - - - -

Critical Hdwy 7.34 6.32 6.12 7.12 6.52 6.22 4.5 - - 4.3 - -

Critical Hdwy Stg 1 6.34 5.32 - 6.12 5.52 - - - - - - -

Critical Hdwy Stg 2 6.34 5.32 - 6.12 5.52 - - - - - - -

Follow-up Hdwy 3.4 4.018 3.1 3 4.018 3.1 3.1 - - 3 - -

Pot Cap-1 Maneuver 98 136 373 114 127 731 551 - - 897 - -

          Stage 1 317 371 - 586 515 - - - - - - -

          Stage 2 511 523 - 362 351 - - - - - - -

Platoon blocked, % - - - -

Mov Cap-1 Maneuver 80 107 373 31 100 731 551 - - 897 - -

Mov Cap-2 Maneuver 80 107 - 31 100 - - - - - - -

          Stage 1 260 357 - 481 422 - - - - - - -

          Stage 2 413 429 - 115 337 - - - - - - -

Approach EB WB NB SB

HCM Control Delay, s/v 33 116.3 2.7 0.2

HCM LOS D F

Minor Lane/Major Mvmt NBL NBT NBR EBLn1 EBLn2WBLn1 SBL SBT SBR

Capacity (veh/h) 551 - - 88 373 52 897 - -

HCM Lane V/C Ratio 0.18 - - 0.171 0.663 0.414 0.02 - -

HCM Control Delay (s/veh) 13 - - 54.2 31.7 116.3 9.1 0 -

HCM Lane LOS B - - F D F A A -

HCM 95th %tile Q (veh) 0.6 - - 0.6 4.6 1.5 0.1 - -



2: Pottstown Pike (SR 0100) & Reserve Drive/Fellowship Road 2027 Projected Conditions
Timing Plan: Weekday AM Peak Hour

Lanes, Volumes, Timings Synchro 12 Report
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (vph) 2 0 78 233 4 42 16 500 84 25 847 1

Future Volume (vph) 2 0 78 233 4 42 16 500 84 25 847 1

Ideal Flow (vphpl) 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800

Lane Width (ft) 10 13 12 12 12 12 12 12 12 12 12 12

Grade (%) 0% -1% 2% 0%

Storage Length (ft) 125 0 195 0 90 0 340 190

Storage Lanes 1 0 1 0 1 0 1 1

Taper Length (ft) 25 25 25 25

Lane Util. Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 0.95 0.95 1.00 1.00 1.00

Frt 0.850 0.862 0.978 0.850

Flt Protected 0.950 0.950 0.950 0.950

Satd. Flow (prot) 1596 1520 0 1637 1368 0 1693 3099 0 1644 1731 1530

Flt Permitted 0.724 0.702 0.110 0.396

Satd. Flow (perm) 1216 1520 0 1209 1368 0 196 3099 0 685 1731 1530

Right Turn on Red Yes Yes Yes Yes

Satd. Flow (RTOR) 252 46 36 119

Link Speed (mph) 35 35 35 45

Link Distance (ft) 229 662 548 828

Travel Time (s) 4.5 12.9 10.7 12.5

Peak Hour Factor 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92

Heavy Vehicles (%) 0% 0% 4% 5% 25% 13% 0% 7% 6% 4% 4% 0%

Adj. Flow (vph) 2 0 85 253 4 46 17 543 91 27 921 1

Shared Lane Traffic (%)

Lane Group Flow (vph) 2 85 0 253 50 0 17 634 0 27 921 1

Turn Type Perm NA Perm NA pm+pt NA pm+pt NA Perm

Protected Phases 8 4 1 6 5 2

Permitted Phases 8 4 6 2 2

Detector Phase 8 8 4 4 1 6 5 2 2

Switch Phase

Minimum Initial (s) 5.0 5.0 5.0 5.0 5.0 15.0 5.0 15.0 15.0

Minimum Split (s) 11.0 11.0 11.0 11.0 12.0 22.0 12.0 22.0 22.0

Total Split (s) 17.0 17.0 17.0 17.0 14.0 61.0 14.0 61.0 61.0

Total Split (%) 18.5% 18.5% 18.5% 18.5% 15.2% 66.3% 15.2% 66.3% 66.3%

Yellow Time (s) 4.0 4.0 4.0 4.0 5.0 5.0 5.0 5.0 5.0

All-Red Time (s) 2.0 2.0 2.0 2.0 2.0 2.0 2.0 2.0 2.0

Lost Time Adjust (s) -1.0 -1.0 -1.0 -1.0 -1.0 -1.0 -1.0 -1.0 -1.0

Total Lost Time (s) 5.0 5.0 5.0 5.0 6.0 6.0 6.0 6.0 6.0

Lead/Lag Lead Lag Lead Lag Lag

Lead-Lag Optimize? Yes Yes Yes Yes Yes

Recall Mode None None None None None Min None Min Min

Intersection Summary

Area Type: Other

Cycle Length: 92

Actuated Cycle Length: 71

Natural Cycle: 90

Control Type: Actuated-Uncoordinated



2: Pottstown Pike (SR 0100) & Reserve Drive/Fellowship Road 2027 Projected Conditions
Timing Plan: Weekday AM Peak Hour

Lanes, Volumes, Timings Synchro 12 Report
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Splits and Phases:     2: Pottstown Pike (SR 0100) & Reserve Drive/Fellowship Road



2: Pottstown Pike (SR 0100) & Reserve Drive/Fellowship Road 2027 Projected Conditions
Timing Plan: Weekday AM Peak Hour

HCM 6th Signalized Intersection Summary Synchro 12 Report
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (veh/h) 2 0 78 233 4 42 16 500 84 25 847 1

Future Volume (veh/h) 2 0 78 233 4 42 16 500 84 25 847 1

Initial Q (Qb), veh 0 0 0 0 0 0 0 0 0 0 0 0

Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Work Zone On Approach No No No No

Adj Sat Flow, veh/h/ln 1800 1872 1744 1766 1482 1652 1778 1679 1693 1744 1744 1800

Adj Flow Rate, veh/h 2 0 55 253 4 23 17 543 73 27 921 0

Peak Hour Factor 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92

Percent Heavy Veh, % 0 0 4 5 25 13 0 7 6 4 4 0

Cap, veh/h 298 0 257 273 31 177 211 1600 215 516 1002 877

Arrive On Green 0.16 0.00 0.15 0.16 0.16 0.15 0.03 0.57 0.55 0.04 0.57 0.00

Sat Flow, veh/h 1331 0 1586 1274 190 1094 1693 2828 379 1661 1744 1525

Grp Volume(v), veh/h 2 0 55 253 0 27 17 306 310 27 921 0

Grp Sat Flow(s),veh/h/ln 1331 0 1586 1274 0 1285 1693 1595 1611 1661 1744 1525

Q Serve(g_s), s 0.1 0.0 2.3 10.2 0.0 1.3 0.3 7.6 7.7 0.5 35.2 0.0

Cycle Q Clear(g_c), s 0.9 0.0 2.3 12.0 0.0 1.3 0.3 7.6 7.7 0.5 35.2 0.0

Prop In Lane 1.00 1.00 1.00 0.85 1.00 0.24 1.00 1.00

Lane Grp Cap(c), veh/h 298 0 257 273 0 208 211 903 912 516 1002 877

V/C Ratio(X) 0.01 0.00 0.21 0.93 0.00 0.13 0.08 0.34 0.34 0.05 0.92 0.00

Avail Cap(c_a), veh/h 298 0 257 273 0 208 337 1185 1197 625 1295 1133

HCM Platoon Ratio 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Upstream Filter(I) 1.00 0.00 1.00 1.00 0.00 1.00 1.00 1.00 1.00 1.00 1.00 0.00

Uniform Delay (d), s/veh 26.7 0.0 27.4 33.5 0.0 26.9 14.3 8.6 8.7 6.2 14.2 0.0

Incr Delay (d2), s/veh 0.0 0.0 0.4 35.1 0.0 0.3 0.2 0.2 0.2 0.0 8.9 0.0

Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

%ile BackOfQ(95%),veh/ln 0.1 0.0 1.5 11.4 0.0 0.7 0.2 4.1 4.2 0.2 18.4 0.0

Unsig. Movement Delay, s/veh

LnGrp Delay(d), s/veh 26.8 0.0 27.8 68.6 0.0 27.2 14.5 8.8 8.9 6.2 23.1 0.0

LnGrp LOS C C E C B A A A C

Approach Vol, veh/h 57 280 633 948

Approach Delay, s/veh 27.7 64.6 9.0 22.6

Approach LOS C E A C

Timer - Assigned Phs 1 2 4 5 6 8

Phs Duration (G+Y+Rc), s 8.5 48.6 17.0 9.1 47.9 17.0

Change Period (Y+Rc), s 7.0 7.0 6.0 7.0 7.0 6.0

Max Green Setting (Gmax), s 7.0 54.0 11.0 7.0 54.0 11.0

Max Q Clear Time (g_c+I1), s 2.8 37.7 14.5 3.0 10.1 4.3

Green Ext Time (p_c), s 0.0 3.8 0.0 0.0 2.4 0.1

Intersection Summary

HCM 6th Ctrl Delay, s/veh 24.4

HCM 6th LOS C



3: Pottstown Pike (SR 0100) & Milford Road/Garrison Drive 2027 Projected Conditions
Timing Plan: Weekday AM Peak Hour

Lanes, Volumes, Timings Synchro 12 Report
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (vph) 21 3 14 38 2 9 7 312 11 5 788 15

Future Volume (vph) 21 3 14 38 2 9 7 312 11 5 788 15

Ideal Flow (vphpl) 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800

Lane Width (ft) 12 13 12 12 13 12 11 13 11 11 12 11

Grade (%) 1% 1% 1% -2%

Storage Length (ft) 0 0 0 0 125 250 125 150

Storage Lanes 0 0 0 0 1 1 1 1

Taper Length (ft) 25 25 25 25

Lane Util. Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Ped Bike Factor

Frt 0.951 0.975 0.850 0.850

Flt Protected 0.973 0.963 0.950 0.950

Satd. Flow (prot) 0 1672 0 0 1698 0 1645 1714 1008 1391 1731 1494

Flt Permitted 0.973 0.963 0.950 0.950

Satd. Flow (perm) 0 1672 0 0 1698 0 1645 1714 1008 1391 1731 1494

Link Speed (mph) 25 25 45 45

Link Distance (ft) 215 346 1743 721

Travel Time (s) 5.9 9.4 26.4 10.9

Confl. Peds. (#/hr) 1 1

Peak Hour Factor 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92

Heavy Vehicles (%) 0% 33% 0% 3% 0% 0% 0% 8% 46% 20% 5% 0%

Adj. Flow (vph) 23 3 15 41 2 10 8 339 12 5 857 16

Shared Lane Traffic (%)

Lane Group Flow (vph) 0 41 0 0 53 0 8 339 12 5 857 16

Sign Control Stop Stop Free Free

Intersection Summary

Area Type: Other

Control Type: Unsignalized



3: Pottstown Pike (SR 0100) & Milford Road/Garrison Drive 2027 Projected Conditions
Timing Plan: Weekday AM Peak Hour

HCM 6th TWSC Synchro 12 Report
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Intersection

Int Delay, s/veh 2.5

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Vol, veh/h 21 3 14 38 2 9 7 312 11 5 788 15

Future Vol, veh/h 21 3 14 38 2 9 7 312 11 5 788 15

Conflicting Peds, #/hr 0 0 0 1 0 1 0 0 0 0 0 0

Sign Control Stop Stop Stop Stop Stop Stop Free Free Free Free Free Free

RT Channelized - - None - - None - - None - - None

Storage Length - - - - - - 125 - 250 125 - 150

Veh in Median Storage, # - 0 - - 0 - - 0 - - 0 -

Grade, % - 1 - - 1 - - 1 - - -2 -

Peak Hour Factor 92 92 92 92 92 92 92 92 92 92 92 92

Heavy Vehicles, % 0 33 0 3 0 0 0 8 46 20 5 0

Mvmt Flow 23 3 15 41 2 10 8 339 12 5 857 16

Major/Minor Minor2 Minor1 Major1 Major2

Conflicting Flow All 1235 1234 858 1240 1238 340 873 0 0 351 0 0

          Stage 1 867 867 - 355 355 - - - - - - -

          Stage 2 368 367 - 885 883 - - - - - - -

Critical Hdwy 7.3 7.03 6.3 7.33 6.7 6.3 4.3 - - 4.5 - -

Critical Hdwy Stg 1 6.3 6.03 - 6.33 5.7 - - - - - - -

Critical Hdwy Stg 2 6.3 6.03 - 6.33 5.7 - - - - - - -

Follow-up Hdwy 3 4.297 3.1 3 4 3.1 3 - - 3.2 - -

Pot Cap-1 Maneuver 157 144 366 154 165 739 595 - - 844 - -

          Stage 1 370 315 - 743 621 - - - - - - -

          Stage 2 732 560 - 358 349 - - - - - - -

Platoon blocked, % - - - -

Mov Cap-1 Maneuver 151 141 366 143 162 738 595 - - 844 - -

Mov Cap-2 Maneuver 151 141 - 143 162 - - - - - - -

          Stage 1 365 313 - 733 613 - - - - - - -

          Stage 2 709 553 - 337 347 - - - - - - -

Approach EB WB NB SB

HCM Control Delay, s/v 29 35.8 0.2 0.1

HCM LOS D E

Minor Lane/Major Mvmt NBL NBT NBR EBLn1WBLn1 SBL SBT SBR

Capacity (veh/h) 595 - - 191 169 844 - -

HCM Lane V/C Ratio 0.013 - - 0.216 0.315 0.006 - -

HCM Control Delay (s/veh) 11.1 - - 29 35.8 9.3 - -

HCM Lane LOS B - - D E A - -

HCM 95th %tile Q (veh) 0 - - 0.8 1.3 0 - -
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Lanes, Volumes, Timings Synchro 12 Report
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations
Traffic Volume (vph) 13 3 181 27 5 15 295 892 17 10 524 22
Future Volume (vph) 13 3 181 27 5 15 295 892 17 10 524 22
Ideal Flow (vphpl) 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800
Lane Width (ft) 12 10 13 12 12 12 11 12 12 12 11 12
Grade (%) -1% 0% 1% -1%
Storage Length (ft) 0 85 0 0 300 0 0 0
Storage Lanes 1 1 0 0 1 0 0 0
Taper Length (ft) 25 25 25 25
Lane Util. Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Frt 0.850 0.957 0.997 0.995
Flt Protected 0.960 0.972 0.950 0.999
Satd. Flow (prot) 0 1516 1589 0 1642 0 1628 1751 0 0 1682 0
Flt Permitted 0.960 0.972 0.950 0.999
Satd. Flow (perm) 0 1516 1589 0 1642 0 1628 1751 0 0 1682 0
Link Speed (mph) 25 25 45 45
Link Distance (ft) 380 235 1166 1743
Travel Time (s) 10.4 0.0 17.7 26.4
Peak Hour Factor 0.94 0.94 0.94 0.94 0.94 0.94 0.94 0.94 0.94 0.94 0.94 0.94
Heavy Vehicles (%) 8% 2% 0% 2% 2% 2% 1% 2% 2% 2% 3% 13%
Adj. Flow (vph) 14 3 193 29 5 16 314 949 18 11 557 23
Shared Lane Traffic (%)
Lane Group Flow (vph) 0 17 193 0 50 0 314 967 0 0 591 0
Sign Control Stop Stop Free Free

Intersection Summary

Area Type: Other
Control Type: Unsignalized
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HCM 6th TWSC Synchro 12 Report
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Intersection

Int Delay, s/veh 28.8

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations
Traffic Vol, veh/h 13 3 181 27 5 15 295 892 17 10 524 22
Future Vol, veh/h 13 3 181 27 5 15 295 892 17 10 524 22
Conflicting Peds, #/hr 0 0 0 0 0 0 0 0 0 0 0 0
Sign Control Stop Stop Stop Stop Stop Stop Free Free Free Free Free Free
RT Channelized - - Stop - - None - - None - - None
Storage Length 0 - 85 - - - 300 - - - - -
Veh in Median Storage, # - 0 - - 0 - - 0 - - 0 -
Grade, % - -1 - - 0 - - 1 - - -1 -
Peak Hour Factor 94 94 94 94 94 94 94 94 94 94 94 94
Heavy Vehicles, % 8 2 0 2 2 2 1 2 2 2 3 13
Mvmt Flow 14 3 193 29 5 16 314 949 18 11 557 23

Major/Minor Minor2 Minor1 Major1 Major2

Conflicting Flow All 2188 2186 569 2178 2188 958 580 0 0 967 0 0
          Stage 1 591 591 - 1586 1586 - - - - - - -
          Stage 2 1597 1595 - 592 602 - - - - - - -
Critical Hdwy 6.98 6.32 6.1 7.12 6.52 6.22 4.3 - - 4.3 - -
Critical Hdwy Stg 1 5.98 5.32 - 6.12 5.52 - - - - - - -
Critical Hdwy Stg 2 5.98 5.32 - 6.12 5.52 - - - - - - -
Follow-up Hdwy 3.1 4.018 3.1 3 4.018 3.1 3 - - 3 - -
Pot Cap-1 Maneuver 37 52 560 35 46 326 757 - - 551 - -
          Stage 1 555 511 - 146 168 - - - - - - -
          Stage 2 151 182 - 556 489 - - - - - - -
Platoon blocked, % - - - -
Mov Cap-1 Maneuver 20 29 560 ~ 14 26 326 757 - - 551 - -
Mov Cap-2 Maneuver 20 29 - ~ 14 26 - - - - - - -
          Stage 1 325 496 - 85 98 - - - - - - -
          Stage 2 79 106 - 352 474 - - - - - - -

Approach EB WB NB SB

HCM Control Delay, s/v 45.1 $ 954.4 3.2 0.2
HCM LOS E F

Minor Lane/Major Mvmt NBL NBT NBR EBLn1 EBLn2WBLn1 SBL SBT SBR

Capacity (veh/h) 757 - - 21 560 22 551 - -
HCM Lane V/C Ratio 0.415 - - 0.811 0.344 2.273 0.019 - -
HCM Control Delay (s/veh) 13.1 - -$ 387.5 14.8$ 954.4 11.7 0 -
HCM Lane LOS B - - F B F B A -
HCM 95th %tile Q (veh) 2 - - 2.3 1.5 6.4 0.1 - -

Notes

~: Volume exceeds capacity       $: Delay exceeds 300s      +: Computation Not Defined      *: All major volume in platoon



2: Pottstown Pike (SR 0100) & Reserve Drive/Fellowship Road 2027 Projected Conditions
Timing Plan: Weekday PM Peak Hour

Lanes, Volumes, Timings Synchro 12 Report
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations
Traffic Volume (vph) 4 5 64 143 10 20 56 1182 191 23 700 7
Future Volume (vph) 4 5 64 143 10 20 56 1182 191 23 700 7
Ideal Flow (vphpl) 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800
Lane Width (ft) 10 13 12 12 12 12 12 12 12 12 12 12
Grade (%) 0% -1% 2% 0%
Storage Length (ft) 125 0 195 0 90 0 340 190
Storage Lanes 1 0 1 0 1 0 1 1
Taper Length (ft) 25 25 25 25
Lane Util. Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 0.95 0.95 1.00 1.00 1.00
Ped Bike Factor 0.99 0.97
Frt 0.860 0.900 0.979 0.850
Flt Protected 0.950 0.950 0.950 0.950
Satd. Flow (prot) 1596 1570 0 1702 1628 0 1693 3250 0 1710 1765 1530
Flt Permitted 0.736 0.709 0.227 0.115
Satd. Flow (perm) 1236 1570 0 1270 1628 0 405 3250 0 207 1765 1498
Right Turn on Red Yes Yes Yes Yes
Satd. Flow (RTOR) 69 22 38 119
Link Speed (mph) 35 35 35 45
Link Distance (ft) 229 662 548 828
Travel Time (s) 4.5 12.9 10.7 12.5
Confl. Peds. (#/hr) 1 1
Peak Hour Factor 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93
Heavy Vehicles (%) 0% 0% 2% 1% 0% 0% 0% 2% 2% 0% 2% 0%
Adj. Flow (vph) 4 5 69 154 11 22 60 1271 205 25 753 8
Shared Lane Traffic (%)
Lane Group Flow (vph) 4 74 0 154 33 0 60 1476 0 25 753 8
Turn Type Perm NA Perm NA pm+pt NA pm+pt NA Perm
Protected Phases 8 4 1 6 5 2
Permitted Phases 8 4 6 2 2
Detector Phase 8 8 4 4 1 6 5 2 2
Switch Phase
Minimum Initial (s) 5.0 5.0 5.0 5.0 5.0 15.0 5.0 15.0 15.0
Minimum Split (s) 11.0 11.0 11.0 11.0 12.0 22.0 12.0 22.0 22.0
Total Split (s) 14.0 14.0 14.0 14.0 14.0 64.0 14.0 64.0 64.0
Total Split (%) 15.2% 15.2% 15.2% 15.2% 15.2% 69.6% 15.2% 69.6% 69.6%
Yellow Time (s) 4.0 4.0 4.0 4.0 5.0 5.0 5.0 5.0 5.0
All-Red Time (s) 2.0 2.0 2.0 2.0 2.0 2.0 2.0 2.0 2.0
Lost Time Adjust (s) -1.0 -1.0 -1.0 -1.0 -1.0 -1.0 -1.0 -1.0 -1.0
Total Lost Time (s) 5.0 5.0 5.0 5.0 6.0 6.0 6.0 6.0 6.0
Lead/Lag Lead Lag Lead Lag Lag
Lead-Lag Optimize? Yes Yes Yes Yes Yes
Recall Mode None None None None None Min None Min Min

Intersection Summary

Area Type: Other
Cycle Length: 92
Actuated Cycle Length: 68.8
Natural Cycle: 65



2: Pottstown Pike (SR 0100) & Reserve Drive/Fellowship Road 2027 Projected Conditions
Timing Plan: Weekday PM Peak Hour

Lanes, Volumes, Timings Synchro 12 Report
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Control Type: Actuated-Uncoordinated

Splits and Phases:     2: Pottstown Pike (SR 0100) & Reserve Drive/Fellowship Road



2: Pottstown Pike (SR 0100) & Reserve Drive/Fellowship Road 2027 Projected Conditions
Timing Plan: Weekday PM Peak Hour

HCM 6th Signalized Intersection Summary Synchro 12 Report
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (veh/h) 4 5 64 143 10 20 56 1182 191 23 700 7

Future Volume (veh/h) 4 5 64 143 10 20 56 1182 191 23 700 7

Initial Q (Qb), veh 0 0 0 0 0 0 0 0 0 0 0 0

Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Work Zone On Approach No No No No

Adj Sat Flow, veh/h/ln 1800 1872 1772 1823 1837 1837 1778 1750 1750 1800 1772 1800

Adj Flow Rate, veh/h 4 5 38 154 11 13 60 1271 179 25 753 5

Peak Hour Factor 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93

Percent Heavy Veh, % 0 0 2 1 0 0 0 2 2 0 2 0

Cap, veh/h 306 27 209 291 112 133 331 1561 219 256 903 776

Arrive On Green 0.15 0.15 0.13 0.15 0.15 0.13 0.07 0.53 0.52 0.04 0.51 0.51

Sat Flow, veh/h 1335 188 1427 1329 767 907 1693 2928 410 1714 1772 1524

Grp Volume(v), veh/h 4 0 43 154 0 24 60 718 732 25 753 5

Grp Sat Flow(s),veh/h/ln 1335 0 1615 1329 0 1674 1693 1662 1676 1714 1772 1524

Q Serve(g_s), s 0.2 0.0 1.5 7.0 0.0 0.8 1.0 21.9 22.3 0.4 22.3 0.1

Cycle Q Clear(g_c), s 0.4 0.0 1.5 8.0 0.0 0.8 1.0 21.9 22.3 0.4 22.3 0.1

Prop In Lane 1.00 0.88 1.00 0.54 1.00 0.24 1.00 1.00

Lane Grp Cap(c), veh/h 306 0 236 291 0 245 331 886 894 256 903 776

V/C Ratio(X) 0.01 0.00 0.18 0.53 0.00 0.10 0.18 0.81 0.82 0.10 0.83 0.01

Avail Cap(c_a), veh/h 306 0 236 291 0 245 436 1566 1579 403 1669 1436

HCM Platoon Ratio 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Upstream Filter(I) 1.00 0.00 1.00 1.00 0.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Uniform Delay (d), s/veh 22.7 0.0 23.5 26.3 0.0 23.0 10.1 11.8 12.0 9.9 12.9 7.4

Incr Delay (d2), s/veh 0.0 0.0 0.4 1.8 0.0 0.2 0.3 1.8 1.9 0.2 2.1 0.0

Initial Q Delay(d3), s/veh 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

%ile BackOfQ(95%),veh/ln 0.1 0.0 1.0 4.0 0.0 0.5 0.5 10.8 11.2 0.2 11.2 0.0

Unsig. Movement Delay, s/veh

LnGrp Delay(d), s/veh 22.8 0.0 23.8 28.1 0.0 23.2 10.4 13.6 13.9 10.0 15.0 7.4

LnGrp LOS C C C C B B B B B A

Approach Vol, veh/h 47 178 1510 783

Approach Delay, s/veh 23.7 27.5 13.7 14.8

Approach LOS C C B B

Timer - Assigned Phs 1 2 4 5 6 8

Phs Duration (G+Y+Rc), s 10.2 37.4 14.0 8.7 38.8 14.0

Change Period (Y+Rc), s 7.0 7.0 6.0 7.0 7.0 6.0

Max Green Setting (Gmax), s 7.0 57.0 8.0 7.0 57.0 8.0

Max Q Clear Time (g_c+I1), s 3.5 24.8 10.5 2.9 24.4 3.5

Green Ext Time (p_c), s 0.0 3.2 0.0 0.0 7.5 0.0

Intersection Summary

HCM 6th Ctrl Delay, s/veh 15.2

HCM 6th LOS B



3: Pottstown Pike (SR 0100) & Milford Road/Garrison Drive 2027 Projected Conditions
Timing Plan: Weekday PM Peak Hour

Lanes, Volumes, Timings Synchro 12 Report
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (vph) 15 1 16 46 2 9 17 853 56 10 490 25

Future Volume (vph) 15 1 16 46 2 9 17 853 56 10 490 25

Ideal Flow (vphpl) 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800

Lane Width (ft) 12 13 12 12 13 12 11 13 11 11 12 11

Grade (%) 1% 1% 1% -2%

Storage Length (ft) 0 0 0 0 125 250 125 150

Storage Lanes 0 0 0 0 1 1 1 1

Taper Length (ft) 25 25 25 25

Lane Util. Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Frt 0.932 0.979 0.850 0.850

Flt Protected 0.977 0.961 0.950 0.950

Satd. Flow (prot) 0 1586 0 0 1714 0 1645 1814 1443 1670 1782 1494

Flt Permitted 0.977 0.961 0.950 0.950

Satd. Flow (perm) 0 1586 0 0 1714 0 1645 1814 1443 1670 1782 1494

Link Speed (mph) 25 25 45 45

Link Distance (ft) 215 346 1743 721

Travel Time (s) 5.9 9.4 26.4 10.9

Peak Hour Factor 0.99 0.99 0.99 0.99 0.99 0.99 0.99 0.99 0.99 0.99 0.99 0.99

Heavy Vehicles (%) 7% 0% 6% 2% 0% 0% 0% 2% 2% 0% 2% 0%

Adj. Flow (vph) 15 1 16 46 2 9 17 862 57 10 495 25

Shared Lane Traffic (%)

Lane Group Flow (vph) 0 32 0 0 57 0 17 862 57 10 495 25

Sign Control Stop Stop Free Free

Intersection Summary

Area Type: Other

Control Type: Unsignalized



3: Pottstown Pike (SR 0100) & Milford Road/Garrison Drive 2027 Projected Conditions
Timing Plan: Weekday PM Peak Hour

HCM 6th TWSC Synchro 12 Report
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Intersection

Int Delay, s/veh 3.1

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Vol, veh/h 15 1 16 46 2 9 17 853 56 10 490 25

Future Vol, veh/h 15 1 16 46 2 9 17 853 56 10 490 25

Conflicting Peds, #/hr 0 0 0 0 0 0 0 0 0 0 0 0

Sign Control Stop Stop Stop Stop Stop Stop Free Free Free Free Free Free

RT Channelized - - None - - None - - None - - None

Storage Length - - - - - - 125 - 250 125 - 150

Veh in Median Storage, # - 0 - - 0 - - 0 - - 0 -

Grade, % - 1 - - 1 - - 1 - - -2 -

Peak Hour Factor 99 99 99 99 99 99 99 99 99 99 99 99

Heavy Vehicles, % 7 0 6 2 0 0 0 2 2 0 2 0

Mvmt Flow 15 1 16 46 2 9 17 862 57 10 495 25

Major/Minor Minor2 Minor1 Major1 Major2

Conflicting Flow All 1445 1468 495 1432 1436 862 520 0 0 919 0 0

          Stage 1 515 515 - 896 896 - - - - - - -

          Stage 2 930 953 - 536 540 - - - - - - -

Critical Hdwy 7.37 6.7 6.36 7.32 6.7 6.3 4.3 - - 4.3 - -

Critical Hdwy Stg 1 6.37 5.7 - 6.32 5.7 - - - - - - -

Critical Hdwy Stg 2 6.37 5.7 - 6.32 5.7 - - - - - - -

Follow-up Hdwy 3.1 4 3.2 3 4 3.1 3 - - 3 - -

Pot Cap-1 Maneuver 105 119 580 112 124 364 795 - - 573 - -

          Stage 1 578 523 - 353 344 - - - - - - -

          Stage 2 326 323 - 581 509 - - - - - - -

Platoon blocked, % - - - -

Mov Cap-1 Maneuver 98 114 580 105 119 364 795 - - 573 - -

Mov Cap-2 Maneuver 98 114 - 105 119 - - - - - - -

          Stage 1 566 514 - 346 337 - - - - - - -

          Stage 2 309 316 - 554 500 - - - - - - -

Approach EB WB NB SB

HCM Control Delay, s/v 31.3 60.8 0.2 0.2

HCM LOS D F

Minor Lane/Major Mvmt NBL NBT NBR EBLn1WBLn1 SBL SBT SBR

Capacity (veh/h) 795 - - 169 119 573 - -

HCM Lane V/C Ratio 0.022 - - 0.191 0.484 0.018 - -

HCM Control Delay (s/veh) 9.6 - - 31.3 60.8 11.4 - -

HCM Lane LOS A - - D F B - -

HCM 95th %tile Q (veh) 0.1 - - 0.7 2.2 0.1 - -



2027 Projected Conditions 

With Improvements 

  



1: Pottstown Pike (SR 0100) & Font Road/Site Driveway 2027 Projected Conditions

With Improvements Timing Plan: Weekday AM Peak Hour

Lanes, Volumes, Timings Synchro 12 Report
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Volume (vph) 9 5 230 11 2 7 92 314 29 17 811 8

Future Volume (vph) 9 5 230 11 2 7 92 314 29 17 811 8

Ideal Flow (vphpl) 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800

Lane Width (ft) 12 10 13 12 12 12 11 12 12 12 11 12

Grade (%) -1% 0% 1% -1%

Storage Length (ft) 0 85 0 0 300 0 125 0

Storage Lanes 1 1 0 0 1 0 1 0

Taper Length (ft) 25 25 25 25

Lane Util. Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00

Frt 0.850 0.951 0.987 0.998

Flt Protected 0.968 0.973 0.950 0.950

Satd. Flow (prot) 0 1257 1558 0 1633 0 1430 1631 0 1685 1644 0

Flt Permitted 0.968 0.973 0.950 0.950

Satd. Flow (perm) 0 1257 1558 0 1633 0 1430 1631 0 1685 1644 0

Link Speed (mph) 25 25 45 45

Link Distance (ft) 380 289 1166 1743

Travel Time (s) 10.4 0.0 17.7 26.4

Peak Hour Factor 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93 0.93

Heavy Vehicles (%) 44% 2% 2% 2% 2% 2% 15% 9% 2% 2% 6% 20%

Adj. Flow (vph) 10 5 247 12 2 8 99 338 31 18 872 9

Shared Lane Traffic (%)

Lane Group Flow (vph) 0 15 247 0 22 0 99 369 0 18 881 0

Sign Control Stop Stop Free Free

Intersection Summary

Area Type: Other

Control Type: Unsignalized



1: Pottstown Pike (SR 0100) & Font Road/Site Driveway 2027 Projected Conditions

With Improvements Timing Plan: Weekday AM Peak Hour

HCM 6th TWSC Synchro 12 Report
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Intersection

Int Delay, s/veh 7.6

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations

Traffic Vol, veh/h 9 5 230 11 2 7 92 314 29 17 811 8

Future Vol, veh/h 9 5 230 11 2 7 92 314 29 17 811 8

Conflicting Peds, #/hr 0 0 0 0 0 0 0 0 0 0 0 0

Sign Control Stop Stop Stop Stop Stop Stop Free Free Free Free Free Free

RT Channelized - - Stop - - None - - None - - None

Storage Length 0 - 85 - - - 300 - - 125 - -

Veh in Median Storage, # - 0 - - 0 - - 0 - - 0 -

Grade, % - -1 - - 0 - - 1 - - -1 -

Peak Hour Factor 93 93 93 93 93 93 93 93 93 93 93 93

Heavy Vehicles, % 44 2 2 2 2 2 15 9 2 2 6 20

Mvmt Flow 10 5 247 12 2 8 99 338 31 18 872 9

Major/Minor Minor2 Minor1 Major1 Major2

Conflicting Flow All 1470 1480 877 1467 1469 354 881 0 0 369 0 0

          Stage 1 913 913 - 552 552 - - - - - - -

          Stage 2 557 567 - 915 917 - - - - - - -

Critical Hdwy 7.34 6.32 6.12 7.12 6.52 6.22 4.5 - - 4.3 - -

Critical Hdwy Stg 1 6.34 5.32 - 6.12 5.52 - - - - - - -

Critical Hdwy Stg 2 6.34 5.32 - 6.12 5.52 - - - - - - -

Follow-up Hdwy 3.4 4.018 3.1 3 4.018 3.1 3.1 - - 3 - -

Pot Cap-1 Maneuver 98 136 373 114 127 731 551 - - 897 - -

          Stage 1 317 371 - 586 515 - - - - - - -

          Stage 2 511 523 - 362 351 - - - - - - -

Platoon blocked, % - - - -

Mov Cap-1 Maneuver 81 109 373 31 102 731 551 - - 897 - -

Mov Cap-2 Maneuver 81 109 - 31 102 - - - - - - -

          Stage 1 260 364 - 481 422 - - - - - - -

          Stage 2 413 429 - 118 344 - - - - - - -

Approach EB WB NB SB

HCM Control Delay, s/v 33 116.3 2.7 0.2

HCM LOS D F

Minor Lane/Major Mvmt NBL NBT NBR EBLn1 EBLn2WBLn1 SBL SBT SBR

Capacity (veh/h) 551 - - 89 373 52 897 - -

HCM Lane V/C Ratio 0.18 - - 0.169 0.663 0.414 0.02 - -

HCM Control Delay (s/veh) 13 - - 53.5 31.7 116.3 9.1 - -

HCM Lane LOS B - - F D F A - -

HCM 95th %tile Q (veh) 0.6 - - 0.6 4.6 1.5 0.1 - -



1: Pottstown Pike (SR 0100) & Font Road/Site Driveway 2027 Projected Conditions

With Improvements Timing Plan: Weekday PM Peak Hour

Lanes, Volumes, Timings Synchro 12 Report
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations
Traffic Volume (vph) 13 3 181 27 5 15 295 892 17 10 524 22
Future Volume (vph) 13 3 181 27 5 15 295 892 17 10 524 22
Ideal Flow (vphpl) 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800 1800
Lane Width (ft) 12 10 13 12 12 12 11 12 12 12 11 12
Grade (%) -1% 0% 1% -1%
Storage Length (ft) 0 85 0 0 300 0 125 0
Storage Lanes 1 1 0 0 1 0 1 0
Taper Length (ft) 25 25 25 25
Lane Util. Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Frt 0.850 0.957 0.997 0.994
Flt Protected 0.960 0.972 0.950 0.950
Satd. Flow (prot) 0 1516 1589 0 1642 0 1628 1751 0 1685 1681 0
Flt Permitted 0.960 0.972 0.950 0.950
Satd. Flow (perm) 0 1516 1589 0 1642 0 1628 1751 0 1685 1681 0
Link Speed (mph) 25 25 45 45
Link Distance (ft) 380 235 1166 1743
Travel Time (s) 10.4 0.0 17.7 26.4
Peak Hour Factor 0.94 0.94 0.94 0.94 0.94 0.94 0.94 0.94 0.94 0.94 0.94 0.94
Heavy Vehicles (%) 8% 2% 0% 2% 2% 2% 1% 2% 2% 2% 3% 13%
Adj. Flow (vph) 14 3 193 29 5 16 314 949 18 11 557 23
Shared Lane Traffic (%)
Lane Group Flow (vph) 0 17 193 0 50 0 314 967 0 11 580 0
Sign Control Stop Stop Free Free

Intersection Summary

Area Type: Other
Control Type: Unsignalized
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With Improvements Timing Plan: Weekday PM Peak Hour

HCM 6th TWSC Synchro 12 Report
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Intersection

Int Delay, s/veh 28.8

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations
Traffic Vol, veh/h 13 3 181 27 5 15 295 892 17 10 524 22
Future Vol, veh/h 13 3 181 27 5 15 295 892 17 10 524 22
Conflicting Peds, #/hr 0 0 0 0 0 0 0 0 0 0 0 0
Sign Control Stop Stop Stop Stop Stop Stop Free Free Free Free Free Free
RT Channelized - - Stop - - None - - None - - None
Storage Length 0 - 85 - - - 300 - - 125 - -
Veh in Median Storage, # - 0 - - 0 - - 0 - - 0 -
Grade, % - -1 - - 0 - - 1 - - -1 -
Peak Hour Factor 94 94 94 94 94 94 94 94 94 94 94 94
Heavy Vehicles, % 8 2 0 2 2 2 1 2 2 2 3 13
Mvmt Flow 14 3 193 29 5 16 314 949 18 11 557 23

Major/Minor Minor2 Minor1 Major1 Major2

Conflicting Flow All 2188 2186 569 2178 2188 958 580 0 0 967 0 0
          Stage 1 591 591 - 1586 1586 - - - - - - -
          Stage 2 1597 1595 - 592 602 - - - - - - -
Critical Hdwy 6.98 6.32 6.1 7.12 6.52 6.22 4.3 - - 4.3 - -
Critical Hdwy Stg 1 5.98 5.32 - 6.12 5.52 - - - - - - -
Critical Hdwy Stg 2 5.98 5.32 - 6.12 5.52 - - - - - - -
Follow-up Hdwy 3.1 4.018 3.1 3 4.018 3.1 3 - - 3 - -
Pot Cap-1 Maneuver 37 52 560 35 46 326 757 - - 551 - -
          Stage 1 555 511 - 146 168 - - - - - - -
          Stage 2 151 182 - 556 489 - - - - - - -
Platoon blocked, % - - - -
Mov Cap-1 Maneuver 20 30 560 ~ 14 26 326 757 - - 551 - -
Mov Cap-2 Maneuver 20 30 - ~ 14 26 - - - - - - -
          Stage 1 325 501 - 85 98 - - - - - - -
          Stage 2 79 106 - 355 479 - - - - - - -

Approach EB WB NB SB

HCM Control Delay, s/v 45.1 $ 954.4 3.2 0.2
HCM LOS E F

Minor Lane/Major Mvmt NBL NBT NBR EBLn1 EBLn2WBLn1 SBL SBT SBR

Capacity (veh/h) 757 - - 21 560 22 551 - -
HCM Lane V/C Ratio 0.415 - - 0.811 0.344 2.273 0.019 - -
HCM Control Delay (s/veh) 13.1 - -$ 387.5 14.8$ 954.4 11.7 - -
HCM Lane LOS B - - F B F B - -
HCM 95th %tile Q (veh) 2 - - 2.3 1.5 6.4 0.1 - -

Notes

~: Volume exceeds capacity       $: Delay exceeds 300s      +: Computation Not Defined      *: All major volume in platoon
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Stage 1

Project Name

Submitted By Agency/Company Email

Project Purpose and Goals                                                  

(What is the catalyst for this project and 

what are the intended outcomes? )

Project Setting Description                           

(Describe the area surrounding the 

intersection )

County

PennDOT District

Major Street Route Number(s) SR 0100 SR Segment # 370 SR Offset

Primary Functional Classification Existing AADT 12,675 Existing Control 

Major Street Ownership

Crosswalks?

Left-Turn Through Right-Turn

Left-Turn 92 Through 314 Right-Turn 29

Left-Turn 295 Through 892 Right-Turn 17

Left-Turn Through Right-Turn

Left-Turn 17 Through 811 Right-Turn 8

Left-Turn 10 Through 524 Right-Turn 22

Minor Street Existing New

Minor Street Route Number(s) SR Segment # SR Offset

Primary Functional Classification

Minor Street Ownership

Crosswalks?

Left-Turn Through Right-Turn

Left-Turn 9 Through 5 Right-Turn 230

Left-Turn 13 Through 3 Right-Turn 181

Left-Turn Through Right-Turn

Left-Turn 11 Through 2 Right-Turn 7

Left-Turn 27 Through 5 Right-Turn 15

Left-Turn Through Right-Turn

Left-Turn Through Right-Turn

Left-Turn Through Right-Turn

Yes Yes

Yes No

Yes No

No No

No

No

No

No

No

No

No

No

Project Determination

Comments

DTE or Designee Name (Type) Signature Date

Pennsylvania Department of Transportation

Intersection Control Evaluation (ICE) Form

Stage I: Screening

To fulfill the requirements of Stage 1 (Screening) of PennDOT's ICE procedures, complete the following form and append all supporting  documentation. Completed forms can be submitted to the District Traffic Engineer (DTE) for the project's location.

Project Information
TMAS.013 Project Setting Suburban Project ICE Reference Number

BH TPD

The proposed site's access will form the fourth leg of the existing Font Road and Pottstown Pike (SR 0100) intersection. The goal is to evaluate the control options and determine the most effective control.

The proposed study area consists of Pottstown Pike (SR 0100) being an arterial highway surrounded primairly by residential developments.

CHESTER Project Locality (Township/Borough/City) Upper Uwchlan Township

District 6 Project Type (select most appropriate) Highway Occupancy Permit (HOP) Application

There is no public transportation in the immediate vicinty of the site. At the site access, there is also no existing pedestrian or bicycle accomodations. 

Multimodal Context                           

(Describe pedestrian, bicycle, and transit 

activity in the area and the potential for 

activity based on surrounding land uses 

and development pattern )

Basic Intersection Information

Major Street
Major Street Route Name(s) Pottstown Pike 0

Principal Arterial Secondary Functional Class. (if app.) Two-way Stop-Controlled

State Sidewalks are present along: Neither side of the roadway

On-Street Bike Facilities? Multi-Use Path? Scheduled Bus Service? Bus stop at intersection?

Number of Lanes (Count Shared Lanes as Through):

Approach #1  AM Peak Hour Traffic Volumes:

PM Peak Hour Traffic Volumes:

Number of Lanes (Count Shared Lanes as Through):

Approach #2  AM Peak Hour Traffic Volumes:

PM Peak Hour Traffic Volumes:

Minor Street Route Name(s) Font Road-Site Driveway

Local Road Secondary Functional Class. (if app.) Existing AADT (if available)

Township Sidewalks are present along: Neither side of the roadway

On-Street Bike Facilities? Multi-Use Path? Scheduled Bus Service? Bus stop at intersection?

Number of Lanes (Count Shared Lanes as Through):

Approach #1  AM Peak Hour Traffic Volumes:

PM Peak Hour Traffic Volumes:

Number of Lanes (Count Shared Lanes as Through):

Approach #2  AM Peak Hour Traffic Volumes:

PM Peak Hour Traffic Volumes:

Number of Lanes (Count Shared Lanes as Through):

Approach #3  AM Peak Hour Traffic Volumes:

PM Peak Hour Traffic Volumes:

Crash History (Existing Intersections Only)
Append the most recent five-years of crash data for the intersection from the CDART. If the crash data evidences any issues relating to safety performance, discuss briefly here:

There were no crashes in the most recent five years at the interesection of Pottstown Pike and Font Road.

Screening Evaluation

Provide a brief justification as to why each of the following control strategies should be advanced or not. Justification should consider potential environmental impacts.

Note: FHWA's CAP-X tool is helpful for assessing the viability of alternative intersection forms.

Control Strategy JustificationStrategy Viable?

Strategy to 

be 

Advanced?

Two-way Stop-Controlled Existing Control

All-way Stop-Controlled Included as viable option

Signalized Control Included as viable option but was not advanced due to the traffic signal not being warranted 

Roundabout Included as viable option but was not advanced due to lack of ROW and lack of physcial space to fit a roundabout. 

Median U-Turn

Restricted Crossing U-Turn (RCUT) Signalized

Restricted Crossing U-Turn (RCUT) Unsignalized

Jughandle

Resolution
To be filled out by PennDOT District Traffic Engineer or designee only.

Displaced Left-Turn

Continuous Green Tee

Quadrant Roadway

Other

1
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APPENDIX J: 
Traffic Signal Warrant  

Analysis Worksheets 

  



Job #: TMAS.00013

Intersection: Pottstown Pike (SR 0100) and Font Road-Site Driveway

2023 Existing Counts:

7
-8

 A
.M

.

8
-9

 A
.M

.

A.M. Peak 

4
-5

 P
.M

.

5
-6

 P
.M

.

P.M. Peak

EBL 9 9 9 12 10 13

EBT

EBR 201 213 201 149 166 157

WBL

WBT

WBR

NBL 75 119 75 228 267 256

NBT 289 347 289 851 807 854

NBR

SBL

SBT 779 599 779 516 482 498

SBR 5 12 5 13 23 16

Total 1358 1299 1358 1769 1755 1794

EB K-Factor 1.00 1.06 --- 0.95 1.04 ---

WB K-Factor 0.90 0.90 --- 0.90 0.90 ---

NB K-Factor 1.00 1.28 -- 0.97 0.97 --

SB K-Factor 1.00 0.78 --- 1.03 0.98 ---

K-Factor = Hourly Volume

2027 Projected Conditions 

A.M. Peak

7
-8

 A
.M

.

8
-9

 A
.M

.

P.M. Peak

4
-5

 P
.M

.

5
-6

 P
.M

.

EBL 9 9 10 13 12 13

EBT 5 5 5 3 3 3

EBR 0 0 0 0

WBL 11 10 10 27 24 24

WBT 2 2 2 5 5 5

WBR 7 6 6 15 14 14

NBL 92 92 118 295 287 285

NBT 314 314 402 892 867 863

NBR 29 29 37 17 17 16

SBL 17 17 13 10 10 10

SBT 811 811 632 524 539 515

SBR 8 8 6 22 23 22

Total 1305 1303 1241 1823 1801 1770

Volume Development (2027 Projected Conditions)

Movement

Movement

Time Period (Weekday)

K-Factor Calculations

Time Period



Traffic Signal Warrant Analysis Workbook 3/1/2024

Municipality: Upper Uwchlan Twp Analysis Date: 3/1/2024

County: Chester County Conducted By: MB

PennDOT Engineering District: 6 Agency/Company Name: TPD

Data Collection Date: 6/8/2023

Day of the Week: Thursday

No

Major Street Name and Route Number:

Major Street Approach #1 Direction: N-Bound

Major Street Approach #2 Direction: S-Bound

1 LANE(S)

45 MPH

Minor Street Name and Route Number:

Minor Street Approach #1 Direction: E-Bound

Minor Street Approach #2 Direction: W-Bound

1 LANE(S)

Applicable? Warrant Met?

No N/A

Yes No

No N/A

Yes No

No N/A

No N/A

Yes No

No N/A

No N/A

No N/A

No N/A

Number of Lanes for Moving Traffic on Each Minor Street Approach:

Is the intersection in a built-up area of an isolated community of <10,000 population?

STUDY AND ANALYSIS INFORMATION

Pottstown Pike (SR 0100)

Font Road  - Site Driveway

Speed Limit or 85th Percentile Speed on the Major Street:

Major Street Information

Analysis Information

Minor Street Information

Number of Lanes for Moving Traffic on Each Major Street Approach:

TRAFFIC SIGNAL WARRANT ANALYSIS FINDINGS

Warrant 1, Eight-Hour Vehicular Volume

Warrant 2, Four-Hour Vehicular Volume

Warrant 3, Peak Hour

Warrant 4, Pedestrian Volume

Warrant PA-1, ADT Volume Warrant

Warrant PA-2, Midblock and Trail Crossings

Warrant 5, School Crossing

Warrant 6, Coordinated Signal System

Warrant 7, Crash Experience

Warrant 8, Roadway Network

Warrant 9, Intersection Near a Grade Crossing

Traffic Signal Warrant Analysis Workbook.xlsm



Traffic Signal Warrant Analysis Workbook 3/1/2024

Major Street 

Approach #1

Major Street 

Approach #2

Minor Street 

Approach #1

Minor Street 

Approach #2

(N-Bound) (S-Bound) (E-Bound) (W-Bound)

Begin At End Of Volume Volume Total Volume Volume Volume

12:00 AM 12:14 AM 0

12:15 AM 12:29 AM 0

12:30 AM 12:44 AM 0

12:45 AM 12:59 AM 0

1:00 AM 1:14 AM 0

1:15 AM 1:29 AM 0

1:30 AM 1:44 AM 0

1:45 AM 1:59 AM 0

2:00 AM 2:14 AM 0

2:15 AM 2:29 AM 0

2:30 AM 2:44 AM 0

2:45 AM 2:59 AM 0

3:00 AM 3:14 AM 0

3:15 AM 3:29 AM 0

3:30 AM 3:44 AM 0

3:45 AM 3:59 AM 0

4:00 AM 4:14 AM 0

4:15 AM 4:29 AM 0

4:30 AM 4:44 AM 0

4:45 AM 4:59 AM 0

5:00 AM 5:14 AM 0

5:15 AM 5:29 AM 0

5:30 AM 5:44 AM 0

5:45 AM 5:59 AM 0

6:00 AM 6:14 AM 0

6:15 AM 6:29 AM 0

6:30 AM 6:44 AM 0

6:45 AM 6:59 AM 0

7:00 AM 7:14 AM 435 836 1271 14 18

7:15 AM 7:29 AM 0

7:30 AM 7:44 AM 0

7:45 AM 7:59 AM 0

8:00 AM 8:14 AM 557 651 1208 15 18

8:15 AM 8:29 AM 0

8:30 AM 8:44 AM 0

8:45 AM 8:59 AM 0

9:00 AM 9:14 AM 0

9:15 AM 9:29 AM 0

9:30 AM 9:44 AM 0

9:45 AM 9:59 AM 0

10:00 AM 10:14 AM 0

10:15 AM 10:29 AM 0

10:30 AM 10:44 AM 0

10:45 AM 10:59 AM 0

11:00 AM 11:14 AM 0

11:15 AM 11:29 AM 0

11:30 AM 11:44 AM 0

11:45 AM 11:59 AM 0

ENTER VOLUME DATA PER 15 MINUTE INTERVAL, PER APPROACH

Time Interval

Major Street 

Combined

Traffic Signal Warrant Analysis Workbook.xlsm



Traffic Signal Warrant Analysis Workbook 3/1/2024

Major Street 

Approach #1

Major Street 

Approach #2

Minor Street 

Approach #1

Minor Street 

Approach #2

(N-Bound) (S-Bound) (E-Bound) (W-Bound)

Begin At End Of Volume Volume Total Volume Volume Volume

ENTER VOLUME DATA PER 15 MINUTE INTERVAL, PER APPROACH

Time Interval

Major Street 

Combined

12:00 PM 12:14 PM 0

12:15 PM 12:29 PM 0

12:30 PM 12:44 PM 0

12:45 PM 12:59 PM 0

1:00 PM 1:14 PM 0

1:15 PM 1:29 PM 0

1:30 PM 1:44 PM 0

1:45 PM 1:59 PM 0

2:00 PM 2:14 PM 0

2:15 PM 2:29 PM 0

2:30 PM 2:44 PM 0

2:45 PM 2:59 PM 0

3:00 PM 3:14 PM 0

3:15 PM 3:29 PM 0

3:30 PM 3:44 PM 0

3:45 PM 3:59 PM 0

4:00 PM 4:14 PM 1171 572 1743 15 43

4:15 PM 4:29 PM 0

4:30 PM 4:44 PM 0

4:45 PM 4:59 PM 0

5:00 PM 5:14 PM 0

5:15 PM 5:29 PM 1164 547 1711 16 43

5:30 PM 5:44 PM 0

5:45 PM 5:59 PM 0

6:00 PM 6:14 PM 0

6:15 PM 6:29 PM 0

6:30 PM 6:44 PM 0

6:45 PM 6:59 PM 0

7:00 PM 7:14 PM 0

7:15 PM 7:29 PM 0

7:30 PM 7:44 PM 0

7:45 PM 7:59 PM 0

8:00 PM 8:14 PM 0

8:15 PM 8:29 PM 0

8:30 PM 8:44 PM 0

8:45 PM 8:59 PM 0

9:00 PM 9:14 PM 0

9:15 PM 9:29 PM 0

9:30 PM 9:44 PM 0

9:45 PM 9:59 PM 0

10:00 PM 10:14 PM 0

10:15 PM 10:29 PM 0

10:30 PM 10:44 PM 0

10:45 PM 10:59 PM 0

11:00 PM 11:14 PM 0

11:15 PM 11:29 PM 0

11:30 PM 11:44 PM 0

11:45 PM 11:59 PM 0

3327 2606 5933 60 122Approach Totals:

Traffic Signal Warrant Analysis Workbook.xlsm



MUTCD Warrant 2

Page 1 of 2

Total Number of Unique Hours Met

On Figure 4C-2

Major Street: 1 Lane 0
Minor Street: 1 Lane

Hour Interval Major Street Combined Highest Minor Street Approach

Beginning At Vehicles Per Hour (VPH) Vehicles Per Hour (VPH)

12:00 AM 0 0

12:15 AM 0 0

12:30 AM 0 0

12:45 AM 0 0

1:00 AM 0 0

1:15 AM 0 0

1:30 AM 0 0

1:45 AM 0 0

2:00 AM 0 0

2:15 AM 0 0

2:30 AM 0 0

2:45 AM 0 0

3:00 AM 0 0

3:15 AM 0 0

3:30 AM 0 0

3:45 AM 0 0

4:00 AM 0 0

4:15 AM 0 0

4:30 AM 0 0

4:45 AM 0 0

5:00 AM 0 0

5:15 AM 0 0

5:30 AM 0 0

5:45 AM 0 0

6:00 AM 0 0

6:15 AM 1271 18

6:30 AM 1271 18

6:45 AM 1271 18

7:00 AM 1271 18

7:15 AM 1208 18

7:30 AM 1208 18

7:45 AM 1208 18

8:00 AM 1208 18

8:15 AM 0 0

8:30 AM 0 0

8:45 AM 0 0

9:00 AM 0 0

9:15 AM 0 0

9:30 AM 0 0

9:45 AM 0 0

10:00 AM 0 0

10:15 AM 0 0

10:30 AM 0 0

10:45 AM 0 0

11:00 AM 0 0

11:15 AM 0 0

11:30 AM 0 0

11:45 AM 0 0

12:00 PM 0 0

12:15 PM 0 0

12:30 PM 0 0

12:45 PM 0 0

1:00 PM 0 0

1:15 PM 0 0

1:30 PM 0 0

1:45 PM 0 0

2:00 PM 0 0

2:15 PM 0 0

2:30 PM 0 0

2:45 PM 0 0

3:00 PM 0 0

3:15 PM 1743 43

3:30 PM 1743 43

3:45 PM 1743 43

4:00 PM 1743 43

4:15 PM 0 0

4:30 PM 1711 43

4:45 PM 1711 43

5:00 PM 1711 43

5:15 PM 1711 43

5:30 PM 0 0

5:45 PM 0 0

6:00 PM 0 0

6:15 PM 0 0

6:30 PM 0 0

6:45 PM 0 0

7:00 PM 0 0

7:15 PM 0 0

7:30 PM 0 0

7:45 PM 0 0

8:00 PM 0 0

8:15 PM 0 0

8:30 PM 0 0

8:45 PM 0 0

9:00 PM 0 0

9:15 PM 0 0

9:30 PM 0 0

9:45 PM 0 0

10:00 PM 0 0

10:15 PM 0 0

10:30 PM 0 0

10:45 PM 0 0

11:00 PM 0 0

MUTCD WARRANT 2, FOUR-HOUR VEHICULAR VOLUME

Yes

Hourly Vehicular Volume

Hour Met?

Number of Lanes for Moving Traffic on Each 

Approach

Built-up Isolated Community With Less Than 10,000 Population or Above 40 MPH 

on Major Street?

3/1/2024 Traffic Signal Warrant Analysis Workbook.xlsm



MUTCD Warrant 2

Page 3 of 3
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MUTCD Figure 4C-2. Warrant 2, Four-Hour Vehicular Volume (70% Factor)



MUTCD Warrant 4

Page 1 of 4

No

No

N/A

0

0

Hour Interval Major Street Combined Total of All Pedestrians Crossing Major Street Criterion A: 4-Hour Criterion B: 1-Hour

Beginning At Vehicles Per Hour (VPH) Pedestrians Per Hour (PPH) Hour Met on Figure 4C-6? Hour Met on Figure 4C-8?

12:00 AM 0

12:15 AM 0

12:30 AM 0

12:45 AM 0

1:00 AM 0

1:15 AM 0

1:30 AM 0

1:45 AM 0

2:00 AM 0

2:15 AM 0

2:30 AM 0

2:45 AM 0

3:00 AM 0

3:15 AM 0

3:30 AM 0

3:45 AM 0

4:00 AM 0

4:15 AM 0

4:30 AM 0

4:45 AM 0

5:00 AM 0

5:15 AM 0

5:30 AM 0

5:45 AM 0

6:00 AM 0

6:15 AM 1271

6:30 AM 1271

6:45 AM 1271

7:00 AM 1271

7:15 AM 1208

7:30 AM 1208

7:45 AM 1208

8:00 AM 1208 1

8:15 AM 0

8:30 AM 0

8:45 AM 0

9:00 AM 0

9:15 AM 0

9:30 AM 0

9:45 AM 0

If the distance to the nearest traffic control signal or STOP sign controlling the major street 

that pedestrians desire to cross is less than 300 feet, will the proposed traffic control signal 

restrict the progressive movement of traffic?*

Yes

Total Number of Unique Hours Met for Criterion A:

Total Number of Unique Hours Met for Criterion B:

15th Percentile Pedestrian Crossing Speed Less than 3.5 f/s?*

Is the distance to the nearest traffic control signal or STOP sign controlling the major street 

that pedestrians desire to cross less than 300 feet?

*If applicable, attach all supporting calculations, documentation, and findings.

*If applicable, attach supporting justification.

Built-up Isolated Community With Less Than 10,000 Population or Above 35 MPH on Major 

Street?

MUTCD WARRANT 4, PEDESTRIAN VOLUME

Hourly Vehicular & Pedestrian Volume

3/1/2024 Traffic Signal Warrant Analysis Workbook.xlsm



MUTCD Warrant 4

Page 2 of 4

Hour Interval Major Street Combined Total of All Pedestrians Crossing Major Street Criterion A: 4-Hour Criterion B: 1-Hour

Beginning At Vehicles Per Hour (VPH) Pedestrians Per Hour (PPH) Hour Met on Figure 4C-6? Hour Met on Figure 4C-8?

Hourly Vehicular & Pedestrian Volume

10:00 AM 0

10:15 AM 0

10:30 AM 0

10:45 AM 0

11:00 AM 0

11:15 AM 0

11:30 AM 0

11:45 AM 0

12:00 PM 0

12:15 PM 0

12:30 PM 0

12:45 PM 0

1:00 PM 0

1:15 PM 0

1:30 PM 0

1:45 PM 0

2:00 PM 0

2:15 PM 0

2:30 PM 0

2:45 PM 0

3:00 PM 0

3:15 PM 1743

3:30 PM 1743

3:45 PM 1743

4:00 PM 1743

4:15 PM 0

4:30 PM 1711

4:45 PM 1711

5:00 PM 1711

5:15 PM 1711

5:30 PM 0

5:45 PM 0

6:00 PM 0

6:15 PM 0

6:30 PM 0

6:45 PM 0

7:00 PM 0

7:15 PM 0

7:30 PM 0

7:45 PM 0

8:00 PM 0

8:15 PM 0

8:30 PM 0

8:45 PM 0

9:00 PM 0

9:15 PM 0

9:30 PM 0

9:45 PM 0

10:00 PM 0

10:15 PM 0

10:30 PM 0

10:45 PM 0

11:00 PM 0

3/1/2024 Traffic Signal Warrant Analysis Workbook.xlsm



MUTCD Warrant 3

Page 3 of 4
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MUTCD Figure 4C-5. Warrant 4, Pedestrian Four-Hour Volume



MUTCD Warrant 4

Page 4 of 4
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MUTCD Figure 4C-7. Warrant 4, Pedestrian Peak Hour



MUTCD Warrant 7 and 8

Sheet 1 of 1

Major Street: 1 Lane

Minor Street: 1 Lane

N/A

No

No

No

No

No

No

No

No

No

No

Does the major street appear as a major route on an official plan, such as a major street plan 

in an urban area traffic and transportation study?

*Refer to Section 4.3 of PennDOT Publication 46 (Traffic Engineering Manual) for additional Department documentation requirements to justify the installation of a signal 

under Warrant 8. Attach all supplementary documentation and calculations, especially those relating to traffic volume projections and subsequent Warrant analyses.

Does the intersection have a total existing, or immediately projected, entering volume of at least 1,000 vehicles per hour during the peak hour of a typical 

weekday and has 5-year projected traffic volumes, based on an engineering study, that meet one or more of Warrants 1,2, and 3 during an average 

weekday?

Does the intersection have a total existing or immediately projected entering volume of at least 1,000 vehicles per hour for each of any 

5 hours of a non-normal business day (Saturday or Sunday)?

Is the major street part of the street or highway system that serves as the principal roadway network for through traffic flow?

For each of any 8 hours of an average day, the vehicles per hour given in both the 80% columns of Condition A in Table 4C-1 

exists on the major-street and the higher-volume minor-street approach, respectively, to the intersection.

Five or more reportable and/or non-reportable crashes, of types susceptible to correction by a traffic control signal, have 

occurred within a 12-month period during the most recent 3 years of available crash data.*

For each of any 8 hours of an average day, the vehicles per hour given in both the 80% columns of Condition B in Table 4C-1 

exists on the major-street and the higher-volume minor-street approach, respectively, to the intersection.

Does the major street include rural or suburban highways outside, entering, or traversing a city?

Is the major street classified as an Urban Extension, Principal Arterial, or Minor Arterial that is a reasonable connection between two 

Principal Arterials and/or Urban Extensions as shown on the official Functional Classification Map?

The volume of pedestrian traffic is not less than 80% of the requirements 

specified in Warrant 4, the Pedestrian Volume warrant.*

*If applicable, attach all supporting calculations and documentation.

MUTCD WARRANT 8, ROADWAY NETWORK*

MUTCD WARRANT 7, CRASH EXPERIENCE

Yes

*If applicable, attach a summary of the crash data analysis used for this criterion.

Has adequate trial of alternatives with satisfactory observance and enforcement failed to reduce the crash frequency?

Number of Lanes for Moving Traffic on Each 

Approach

Built-up Isolated Community With Less Than 10,000 

Population or Above 40 MPH on Major Street?

3/1/2024 Traffic Signal Warrant Analysis Workbook.xlsm



 

 

APPENDIX K: 
Gap Analysis 

  



Gap Calculation for Unsignalized Intersection

Left Turn from Minor Road to 2-Lane Major Road

Intersection: Major St. Pottstown Pike (SR 0100)

Minor St. Font Road - Proposed Site Driveway

Time Studied:

Date of Study: Thursday, June 8, 2023

 

Critical Gap: 7.1

Follow-Up Time: 3.0
Minimum 

Gap

Number 

of Cars

0 0

7.1 1

10.1 2

13.1 3

16.1 4

0 - 7.0 0 0 0 19.1 5

7.1 - 10.0 1 21 21 22.1 6

10.1 - 13.0 2 9 18 25.1 7

13.1 - 16.0 3 4 12 28.1 8

16.1 - 19.0 4 3 12

19.1 - 22.0 5 1 5

22.1 - 25.0 6 4 24

25.1 - 28.0 7 0 0

28.1+ 8 1 8

100

Total 

Vehicles

Total Vehicles Accomodated

Weekday A.M. Peak Hour

Length of Gap 

(seconds)

Vehicles 

Accomodated

Number of 

Gaps Observed



Gap Calculation for Unsignalized Intersection

Left Turn from Minor Road to 2-Lane Major Road

Intersection: Major St. Pottstown Pike (SR 0100)

Minor St. Font Road - Proposed Site Driveway

Time Studied:

Date of Study: Thursday, June 8, 2023

 

Critical Gap: 7.1

Follow-Up Time: 3.0
Minimum 

Gap

Number 

of Cars

0 0

7.1 1

10.1 2

13.1 3

16.1 4

0 - 7.0 0 0 0 19.1 5

7.1 - 10.0 1 11 11 22.1 6

10.1 - 13.0 2 4 8 25.1 7

13.1 - 16.0 3 5 15 28.1 8

16.1 - 19.0 4 1 4

19.1 - 22.0 5 2 10

22.1 - 25.0 6 0 0

25.1 - 28.0 7 0 0

28.1+ 8 0 0

48

Total 

Vehicles

Total Vehicles Accomodated

Weekday P.M. Peak Hour

Length of Gap 

(seconds)

Vehicles 

Accomodated

Number of 

Gaps Observed



 

 

APPENDIX L: 
Auxiliary Turn Lane  

Warrant Analysis 

 



Turn Lane Warrant and Length Analysis

Workbook

Municipality: Analysis Date:

County: Conducted By:

PennDOT Engineering District: Checked By:

Agency/Company Name:

Intersection & Approach Description:

Analysis Period: Number of Approach Lanes:
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Intersection Control:

Posted Speed Limit (MPH):

Type of Terrain:
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Opposing Volume:

Left Turn Volume:
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Required Left Turn Lane Storage Length: Feet

N/A
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Additional Findings:

-

Additional Comments / Justifications:
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Right - 29 2.0% N/A
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Left Turn Lane Warrant Findings Right Turn Lane Warrant Findings

PennDOT Publication 46, Exhibit 11-6

Signalized

Unsignalized

Warrant Met?:

Advancing

Left Yes 92

50-60
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B or C

A A C B B or C B

TURN LANE LENGTH CALCULATIONS

Type of Traffic Control

High Low High Low High Low

Turn Demand Volume
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Upper Uwchlan Township 3/1/2024

Chester County BH
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Traffic Planning and Design, Inc. 

Pottstown Pike (SR 0100) and Font Road/Site Driveway

2027 Build
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-
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29

-

Left Turn LaneLeft or Right-Turn Lane Analysis?:
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STUDY LOCATION AND ANALYSIS INFORMATION

VOLUME CALCULATIONS

TURN LANE WARRANT FINDINGS

Movement
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Figure 3. Warrant for left turn lanes on two-lane highways
(45 mph speed, unsignalized and signalized intersections)

(L = % Left Turns in Advancing Volume)
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Turn Lane Warrant and Length Analysis

Workbook

Municipality: Analysis Date:

County: Conducted By:

PennDOT Engineering District: Checked By:

Agency/Company Name:

Intersection & Approach Description:
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Left Turn Volume:
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Right Turn Volume:
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Cycles Per Hour (Assumed):
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Required Right Turn Lane Storage Length: Feet
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-
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PennDOT Publication 46, Exhibit 11-6
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B or C

A A C B B or C B
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Include?

1

Left Turn Lane Volume Calculations

Right Turn Lane Volume Calculations
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Figure 10. Warrant for right turn lanes on two-lane roadways
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Turn Lane Warrant and Length Analysis

Workbook

Municipality: Analysis Date:

County: Conducted By:

PennDOT Engineering District: Checked By:

Agency/Company Name:

Intersection & Approach Description:

Analysis Period: Number of Approach Lanes:

Design Hour: Undivided or Divided Highway:

Intersection Control:

Posted Speed Limit (MPH):

Type of Terrain:

Advancing Volume:

Opposing Volume:

Left Turn Volume:

% Left Turns in Advancing Volume:

Advancing Volume:

Right Turn Volume:

Applicable Warrant Figure: Applicable Warrant Figure:
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Intersection Control:
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Figure 3. Warrant for left turn lanes on two-lane highways
(45 mph speed, unsignalized and signalized intersections)
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Turn Lane Warrant and Length Analysis

Workbook

Municipality: Analysis Date:

County: Conducted By:

PennDOT Engineering District: Checked By:

Agency/Company Name:

Intersection & Approach Description:

Analysis Period: Number of Approach Lanes:

Design Hour: Undivided or Divided Highway:

Intersection Control:

Posted Speed Limit (MPH):

Type of Terrain:

Advancing Volume:

Opposing Volume:

Left Turn Volume:

% Left Turns in Advancing Volume:

Advancing Volume:

Right Turn Volume:
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Figure 10. Warrant for right turn lanes on two-lane roadways
(45 mph or greater speeds, unsignalized and signalized intersections)

Volume Data Point

Right Turn 
Lane Not 

Warranted

Right Turn Lane
Warranted


	500 PPike CondUseAppl, HC comments
	CondUse Cover Letter
	Conditional Use Application
	CondUse Narrative
	CondUse Plans
	Fiscal Analysis
	TIA Scoping Response
	TrafficImpactAnalysis
	HC Approved recom 500 PPike CU 4-3-2024
	Upper Uwchlan Township
Historical Commission
	Approved Recommendations for April 2, 2024 HC Meeting 
	Approved Recommendations for April 2, 2024 HC Meeting (con’t)


	Declaration of Traffic Signal Easement (UPI 32-3-40-E)
	Gilmore et al comments 4-8-2024
	June 10, 2024 BOS Wkshp
	Ordinance-C1-C3-LI-5-22-2024
	Short Term Rental Ord draft 4-3-2024
	TE-160

